
Bill Barrett Corporation

September 28, 2006

Ms. Diana Whitney
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Prickly Pear Unit Federal #4-27D-12-15
Surface: 825' FSL & 463'FWL, SWSW 22-Tl2S-Rl5E
Bottom Hole: 660' FNL & 660' FWL, NWNW 27-Tl2S-Rl5E
Carbon County, Utah

Dear Ms. Whitney:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill
("APD") regarding the above referenced well, we are hereby submitting this letter in accordance
with Oil & Gas Conservation Rule R649-3-11 pertaining to the "Exception to Location and Siting
of Wells."

• The above-mentioned proposed location is within the Prickly Pear Unit Area;
• BBC is permitting this well as a directional well in order to minimize surface disturbance.

By locating the well at the surface location and directionally drilling from this location,
BBC will be able to utilize the existing road and pipelines in the area;

• BBC hereby certifies that it is the sole working interest owner within 460 feet of the
entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. If you should have any questions or need further information, please contact me at
303-312-8129.

Doug Gundry-White
Senior Landman 1099 18TH STREET

SUITE 2300RECEIVED
DENVER, CO 80202

OCTO3 2006 P 303.293.9100

F 303.291.0420
DN.OFOIL,GAS&
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Form3160-3 FORM APPROVED
(April2004) OMBNo.1004-0137

ExpiresMarcl131,2007UNITED STATES
DEPARTMENTOF THE INTERIOR 5. LeaseSerialNa

UTU 011604 SH / UTU 0137844 BHBUREAUOF LAND MANAGEMENT

APPLICATION FOR PERMIT TO DRILL OR REENTER & IfIndian,Alloteeor TribeName
n/a

O 2 If UnitorCAAgreement,NameandNo.la. Typeof work: DRILL REENTER
PRICKLY PEAR UNIT

8. Lease NameandWellNo,
Ib. Typeof Well: oilWell Ge Wen 0 her SingleZone MultipleZone Prickly Pear Unit Fed 4-27D-12-15
2. Nameof Operator 9. API WellNo.

BILL BARRETT CORPORATION pending $O
3a. Address 1099 18th Street, suite2300 Denver CO 80202 3b. PhoneNo.(include area code) 10.FieldandPool,orE ploratoryg ty. Le

(303) 312-8134 de
4. Locationof Well(Reportlocationclearly and in œardne with anyStateaquinmene.*) 11.Sec.,T.R.M. or Blk.andSurveyorArea

At surface SWSW, 825' FSL, 463' FWL

At proposedprod.zone NWNW, 660' FNL, 660' FWL, Sec. 27, T12S-RISE Section 22-T128-RISE S.L.B.&M.

14. Distancein miles anddirectionfromnearest town or postoffiœ* 12.Countyor Parish 13.ItaÏe
approximately 40 miles northeast of Wellington, Utah Carbon UT

15. Distancefom proposed* 16. No.of acresinlease 17. SpacingUnitdedicatedto thiswelllocationtonearest
propertyor leaseline,11
(Alsotonearestdrig,unitline,if any) 463' SHL / 660' BHL 1160 SHL / 480 BHL 80 acres; NWNW Section 27

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/BIABondNo.onfile
to nearestwell,dnlling,completed,
appliedfor,on this lease,ft. 16' (SHL), 1322' (BHL) 7500' Nationwide Bond #WYBOOOO40

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 22 Approximatedateworkwillstart* 23. Estimatedduration
7281' ungraded ground 11/20/2006 45 days

24. Attachments
The following,completedinaccordancewiththe requirementsof OnshoreOilandGasOrderNo.1, shallbe attachedto thisform:

1. Wellplatcertifiedbya registeredsurveyor. 4. Bondtocover the operationsunlesscoveredbyan existingbondon file (see
2. A DrillingPlan. Item20 above).
3. A SurfaceUse Plan (if the location is on NationalForestSystemLands, the 5. Operatorcertification

SUPO shallbe filedwiththeappropriateForestServiceOffice). 6. Suchothersitespecificinformationand/orplansas mayberequiredbythe

25. Signature Name

authorized officer.

Da

Title
Environmed g ory Analyst

A edby Name (Printed/7)ped) Date

TiÃe omBRADLEYO. I IILL
NVIRONMENTALMANAGER

Applicationapprovaldoesnotwarrantor certifythat theapplicantholdslegalorequitabletitletothoserights inthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsofapproval,ifany,are attached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,make it a crimeforanypersonknowinglyand willfilllyto maketoany departmentor agencyof the UnitedStatesanyfalse,fictitiousor fraudulent statementsor representationsas to anymatterwithin itsjurisdiction.

nstr ionsonpage
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BILL BARRETT CORPORATIONT12S Ri5E S.L.B.&M.' '
Well location, PRICKLY PEAR UNIT FEDERALS8946'47"W - 2657.64' (Meas.) SB943'22'W - 2642.92' (Meas.) jj4-27D-12-15, located as shown in the SW 1/4scos, c., aos aras, ca, teos erass cop' '
SW 1/4 of Section 22, T12S, RT5E, S.L.B.&M.,',","i 7.r " '
Carbon County, Utah.

BASIS OF ELEVATION
COTTON TRIANGULATIONSTATION LOCATED IN THE NW 1/4 OFSECTION 31, T125, R16E, S.L.B.&M. TAKEN FROM THE TWINHOLLOW QUADRANGLE,UTAH, CARBON COUNTY, 7.5 MINUTESERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE UNITEDSTATES DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.SAID ELEVATIONlS MARKED AS BEING 7386 FEET.

LINE TABLE LEGEND:'SYMB LLINE BEARING LENGTH
L1 N29°27'00"E 947.49 = PROPOSED WELLHEAD. O

A = SECTION CORNERS LOCATED.

Brass Cop 1909 Bross cap N
0.9' High, PHe
of Stones

o
-i

^o
·o

ei o o oo o - o

--- SCALEPR/CKLY PEAR UN/T
CERTIFICATE463 FEDERAL/4-270-12-15

, y THIS IS TO CERTlFY THAT THE AB D FROM i
Elev Ungraded Ground = 7281

p FIELD NOTESOF AC7UAL SURVE MY *

SUPERVISIONAND THAT THE E AND TO THEBEST OF MY KNOWLEDGEAND

""$" GI ER
. 161 9

or stones a 50 5273.40 .L.O.)

UINTAH

ENGINEERINGs

Bottom BS SOUTH 200 EAST - VERNAL, UTAH 84078660 Hole
(435) 789-1017(NAD 83)

THE R 05ED BO7TOil He LATITUDE = 39°45'14.93" (39.754147) SCALE DATE SURVEYED: DATE DRAWN:BEARS Sû728'28T 149&4f LONGITUDE= 110 13'51.38" (110.230939) 1 = 1000 08-28-06 08-30-06GV 7HE PRG OSED MEU.HEAD (NAD 27) PARTY REFERENCES
LATITUDE= 39 45'15.06" (39.754183) D.R. R.R. P.M. G.L.O. PLAT7SW C

a
sæCa2

0.6' High, LONGITUDE= 110 13'48.82" (110.230228) WEATHER FILEa a PFe of Stones
HOT BILL BARRETT
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Bill Barrett Corporation

September28, 2006

Ms. Diana Whitney
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Prickly Pear Unit Federal #4-27D-12-15
Surface: 825' FSL & 463'FWL, SWSW 22-Tl2S-Rl5E
Bottom Hole: 660' FNL & 660' FWL, NWNW 27-Tl2S-Rl5E
Carbon County, Utah

Dear Ms. Whitney:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill
("APD") regarding the above referenced well, we are hereby submitting this letter in accordance
with Oil & Gas Conservation Rule R649-3-11 pertaining to the "Exception to Location and Siting
of Wells."

• The above-mentioned proposed location is within the Prickly Pear Unit Area;
• BBC is permitting this well as a directional well in order to minimize surface disturbance.

By locating the well at the surface location and directionally drilling from this location,
BBC will be able to utilize the existing road and pipelines in the area;

• BBC hereby certifies that it is the sole working interest owner within 460 feet of the
entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. If you should have any questions or need further information, please contact me at
303-312-8129.

Doug Gundry-White
Senior Landman

'
1099 18TH STREET

SUITE 2300

DENVER, CO 80202

P 303.293.9100

F
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. Prickly Pear Unit Federal #4-27D-12-15 LEASE NO. UTU 011604 SHL
UTU 0137844 BHL

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title IH Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defined in 40 CFR
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DRILLING PLAN

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #4-27D-12-15

SWSW, 825' FSL & 463' FWL, Section 22-Tl2S-R15E (SHL)
NWNW, 660' FNL & 660' FWL, Section 27-Tl2S-Rl5E (BHL)

Carbon County, Utah

1,2,3 Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth
Green River Surface
Wasatch 2740'*
North Horn 4650'*
Dark Can on 6290'*
Price River 6570'*
TD 7500'*

*PROSPECTIVE PAY
Members of theMesaverde formation, the Wasatch and the North Horn are
primary objectives for oil/gas.

4 Casing Program

Hole SETTING DEPTH Casing Casing Casing
Size (FROM (TO) Size Weight Grade Thread Condition

12 ¼" surface 1,000' 9 5/8" 36# J or K 55 ST&C New
7 7/8" surface 7,500' 5 ½" 17# N-80 LT&C New

Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 ½",20# P-110 LT&C production casing instead of the 17# N-80. BBC is also evaluating the benefit
of using 4-1/2", l1.6#, I-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2" casing design sheet is included in this package. Cement volumes would
be adjusted accordingly.

5 Cementing Program

9 5/8" Surface Casing Approximately240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 ft'/sx) and 170 sx
Premium cement with additives mixed at 15.8ppg (yield =

1.16 ft'/sx) circulated to surface with 100% excess
5 ½" Production Casing Approximately 760 sx 50/50 Poz Premium cement with

additives mixed at 13.4 ppg (yield = 1.49 ft'/sx). Top of
cement to be determined by log and sample evaluation;
estimated TOC 2500'.

Page



Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #4-27D-12-15
Carbon County, Utah

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
filtrg

0 - 40' 8.3 - 8.6 27 - 40 -- Native Spud Mud
40' - 1000' 8.3 - 8.6 27 - 40 15 cc or less Native/Gel/Lime
1000' - TD 8.6 - 9.5 38-46 15 cc or less LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 1000' No pressurecontrol required
1000' - TD l1" 3000# Ram Type BOP

11" 3000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliary equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).

Page
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Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #4-27D-12-15
Carbon County, Utah

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3705 psi* and maximum
anticipated surface pressure equals approximately2055 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximumsurface pressure = A - (0.22x TD)

11. Drilling Schedule

Location Construction: ApproximatelyNovember 20, 2006
Spud: Approximately January 3, 2007
Duration: 15 days drilling time

30 days completion time

Page
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SECTION DETAILS

Src MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSee Target

1 0.00 0.00 172.53 0.00 0.00 0.00 0.00 0.00 0.00
2 1100.00 0.00 172.53 I100.00 0.00 0.00 0.00 0.00 0.00
3 1840.71 18.52 172.53 1821.88 -117.65 15.44 2.50 172.53 118.66

PRICKLYPEARUF #4-27D-12-15 4 $$62.38 18.52 172.53 5356.87 .1289.60 169.19 0.00 0.00 1300.65
5 6796.89 0.00 172.53 6570.00 -1485.68 194.92 l.50 180.00 1498.41 PriccRiver4-27

SEC22Tl2SR15E 6 7446.89 0.00 172.53 7220.00 -1485.68 194.92 0.00 172.53 1498.41
825' FSL, 463' FWL
CARBON COUNTY, UTAH weeragrar,s

Name +Ni-S BEl-W Northing Enning taliaule 14ngitmie Ska

#4-1mT12S-R15E -1001 1199 708171908 1997189.01 39^45'I4.93IN IIO"ITSI 376W IGA

FORMATIONTOPDETAILS SITEDETAILS

KB ELEVATION: 7295.6. No. TVDPath MDPath Formation Prickly Pear Unit Fed Sec 22 T12S R15EPad
GRELEVATION:7279.6' I 2740.00 2802.63 Wasatch sitecentreLatitude: 39'45'l5.030N

2 4650.00 4816.92 North Horn Longitude: 110°13'51.530W

>ýý · 3 6290.00 6516.64 DarkCanyon
-- - -- 4 6570.00 6796.89 Price River Ground Level: 1279.60- Positional Uncertainty: 0.00
-- - - Convergence: 0.8 lICASING -

100 r Id 2.50 T 100
. .

I i i 1 -- - ---- - - - -|--- - I-

--, - -- - -- - - -I--.--L- ---- -- ---
--L - -L... .L .¯

l I --
150 0 5 FSL,463'FWL

d zimuths to True North SECTION 22
.

Magnetic North: 11.95"

L-- Str g -200

Dip Angle: 65.67
. . . Date:9/12/2006

Model: bggm2005
250

-400 Wantch
Wasatch - -- - - -- - -1- -

--i- - ---- ---- - -
300 -

-OUU

T 350 800¯

400
-1000

North Hom

I
450 -J- -1200-

North Horn -

D Can on
500 -1400¯

op -150 ee ver

550
. -lóUU

i i i I i i I i I toe it
Dark Canyon

PRICE RIVER PBHL600 6796.89' MD, 6570 00 TVD -1800 1485.68' S, 194.92' E -

0.00° INC., 1498.41 V'SECT
¯ 660' FNL, 660' FWL

. .
SECTION 27

650 Hold . ¯¯ ¯ ¯
i

1¯
· - - -Luuu • • • • • • • •

. -4)0 -230 I 200 400 600 800
West(-)/East(+)[400ftlin]

700

Û I --------- I I

PBHL
7446.89' MD, 7220.00 TVD- 0.00" INC r 1498.41'V'SECT --

¿ùuù la Lu|uliu|Ilul|al li

-500 0 500 1000 1500 2000 2500 Plan:Plan#1(#4-27D-T125-RI5E/I)
Vertical Section at 172.53* [1000ftlin]

Created By: Brian Varcoe Date:
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Weatherford Drilling Services V

Planning Report ; ; i
g°

Company: BILLBARRETTCORP Date: 9/12/2006 Time: 13:15:25 Page: 1
Field: CARBONCOUNTY,UTAH Co-ordinate(NE) Reference: Well:#4-27D-T12S-R15E, True North
Site: PricklyPear Unit Fed Sec 22 T12S R15E Pad Vertical (TVD) Reference: SITE 7295.6
Well: #4-27D-T12S-R15E Section (VS) Reference: Well (0.00N,0.00E,172.53Azi)
Wellpath: 1 Plan: Plan #1

Field: CARBONCOUNTY,UTAH

Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo Datum: GRS 1980 Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2005

Site: Prickly Pear Unit Fed Sec 22 T12S Ri5E Pad

Site Position: Northing: 7081728,92 ft Latitude: 39 45 15.030 N
Fmm: Geographic Easting: 1997176.88 ft Longitude: 110 13 51.530 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7279.60 ft Grid Convergence: 0.81 deg

Well: #4-27D-T12S-Ri5E Slot Name:

Well Position: +N/-S -10.01 ft Northing: 7081719.08 ft Latitude: 39 45 14.931 N
+El-W 11.99 ft Easting : 1997189.01 ft Longitude: 110 13 51.376 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7295.60 ft Above SystemDatum: Mean Sea Level
Magnetic Data: 9/12/2006 DecHnstion: 11.95 deg
Field Strength: 52609 nT Mag Dip Angle: 65.67 deg
Vertical Section: Depth From (TVD) +N/-S +E/.W Direction

ft ft ft deg
0.00 0.00 0.00 172.53

Plan: Plan #1 Date Composed: 9/12/2006
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD IncI Azim TVD +NI-S +El-W DLS Build Turn TFO Target
ft deg deg ft ft ft deg/100ft deg/100ft deg/100ft deg
0.00 0.00 172.53 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1100.00 0.00 172.53 1100.00 0.00 0.00 0.00 0.00 0.00 0.00
1840.71 18.52 172.53 1827.88 -117.65 15.44 2.50 2.50 0.00 172.53
5562.38 18.52 172.53 5356.87 -1289.60 169.19 0.00 0.00 0.00 0.00
6796.89 0.00 172.53 6570.00 -1485.68 194.92 1.50 -1.50 0.00 180.00 Price River 4-27
7446.89 0.00 172.53 7220.00 -1485.68 194.92 0.00 0.00 0.00 172.53

Section 1 : Start Hold
MD Incl Azim TVD +N/-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft 11 deg/100ft deg/100ft deg/100ft deg
0.00 0.00 172.53 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

100.00 0.00 172.53 100.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
200.00 0.00 172.53 200.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
300.00 0.00 172.53 300.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
400.00 0.00 172.53 400.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
500.00 0.00 172.53 500.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
600.00 0.00 172.53 600.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
700.00 0.00 172.53 700.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
800.00 0.00 172.53 800.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
900.00 0.00 172.53 900.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53

1000.00 0.00 172.53 1000.00 0.00 0.00 0.00 0.00 0.00 0.00 172.53
1100.00 0.00 172.53 1100.00 0.00 0.00 0.00 0.00 0.00 0.00
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Weatherford Drilling Services V

Planning Report . i ;

Company: BILLBARRETTCORP Date: 9/12/2006 Time: 13:15:25 Page: 2
Field: CARBONCOUNTY,UTAH Cordinate(NE) Reference: Well:#4-27D-T12S-Ri5E, True North
Site: Prickly Pear Unit Fed Sec 22 T12S R15E Pad Vertical (TVD) Reference: SITE 7295.6
Well: #4-27D-T12S-R15E Section (VS) Reference: Well (0.00N,0.00E,172.53Azl)
Welipath: 1 Plan: Plan #1

Section 2 : Start Build2.50
MD Incl Azhn TVD +N/-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft deg

1200.00 2.50 172.53 1199.97 -2.16 0.28 2.18 2.50 2.50 0.00 0.00
1300.00 5.00 172.53 1299.75 -8.65 1.13 8.72 2.50 2.50 0.00 0.00
1400.00 7.50 172.53 1399.14 -19.44 2.55 19.61 2.50 2.50 0.00 0.00
1500.00 10.00 172.53 1497.97 -34.52 4.53 34.82 2.50 2.50 0.00 0.00
1600.00 12.50 172.53 1596.04 -53,86 7.07 54.33 2.50 2.50 0.00 0.00
1700.00 15.00 172.53 1693.17 -77.43 10.16 78.09 2.50 2.50 0.00 0.00
1800.00 17.50 172.53 1789.17 -105.17 13.80 106.07 2.50 2.50 0.00 0.00
1840.71 18.52 172.53 1827.88 -117.65 15.44 118.66 2.50 2.50 0.00 0.00

Section 3 : Start Hold
MD Inci Azhn TVD +N/-S +El-W VS DLS Build Tura TFO
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft deg

1900.00 18.52 172.53 1884.10 -136.32 17.89 137.49 0.00 0.00 0.00 0.00
2000.00 18.52 172.53 1978.92 -167.81 22.02 169.26 0.00 0.00 0.00 0.00
2100.00 18.52 172.53 2073.75 -199.30 26.15 201.01 0.00 0.00 0.00 0.00
2200.00 18.52 172.53 2168.57 -230.79 30.28 232.77 0.00 0.00 0.00 0.00
2300.00 18.52 172.53 2263.39 -262.28 34.41 264.53 0.00 0.00 0.00 0.00
2400.00 18.52 172.53 2358.22 -293.77 38.54 296.29 0.00 0.00 0.00 0.00
2500.00 18.52 172.53 2453.04 -325.26 42.67 328.05 0.00 0.00 0.00 0.00
2600.00 18.52 172.53 2547.86 -356.75 46.81 359.81 0.00 0.00 0.00 0.00
2700.00 18.52 172.53 2642.68 -388.24 50.94 391.57 0.00 0.00 0.00 0.00
2800.00 18.52 172.53 2737.51 -419.73 55.07 423.33 0.00 0.00 0.00 0.00
2802.63 18.52 172.53 2740.00 -420.56 55.18 424.16 0.00 0.00 0.00 0.00
2900.00 18.52 172.53 2832.33 -451.22 59.20 455.09 0.00 0.00 0.00 0.00
3000.00 18.52 172.53 2927.15 -482.71 63.33 486.85 0.00 0.00 0.00 0.00
3100.00 18.52 172.53 3021.97 -514.20 67.46 518.60 0.00 0.00 0.00 0.00
3200.00 18.52 172.53 3116.80 -545.69 71.59 550.36 0.00 0.00 0.00 0.00
3300.00 18.52 172.53 3211.62 -577.18 75.73 582.12 0.00 0.00 0.00 0.00
3400.00 18.52 172.53 3306.44 -608.67 79.86 613.88 0.00 0.00 0.00 0.00
3500.00 18.52 172.53 3401.26 -640.16 83.99 645.64 0.00 0.00 0.00 0.00
3600.00 18.52 172.53 3496.09 -671.65 88.12 677.40 0.00 0.00 0.00 0.00
3700.00 18.52 172.53 3590.91 -703.14 92.25 709.16 0.00 0.00 0.00 0.00
3800.00 18.52 172.53 3685.73 -734.63 96.38 740.92 0.00 0.00 0.00 0.00
3900.00 18.52 172.53 3780.55 -766.12 100.51 772.68 0.00 0.00 0.00 0.00
4000.00 18.52 172.53 3875.38 -797.61 104.65 804.44 0.00 0.00 0.00 0.00
4100.00 18.52 172.53 3970.20 -829.10 108.78 836.20 0.00 0.00 0.00 0.00
4200.00 18.52 172.53 4065.02 -860.59 112.91 867.96 0.00 0.00 0.00 0.00
4300.00 18.52 172.53 4159.84 -892.08 117.04 899.72 0.00 0.00 0.00 0.00
4400.00 18.52 172.53 4254.67 -923.57 121.17 931.48 0.00 0.00 0.00 0.00
4500.00 18.52 172.53 4349.49 -955.06 125.30 963.24 0.00 0.00 0.00 0.00
4600.00 18.$2 172.53 4444.31 -986.55 129.43 995.00 0.00 0.00 0.00 0.00
4700.00 18.52 172.53 4539.13 -1018.03 133.57 1026.76 0.00 0.00 0.00 0.00
4800.00 18.52 172.53 4633.96 -1049.52 137.70 1058.52 0.00 0.00 0.00 0.00
4816.92 18.52 172.53 4650.00 -1054.85 138.40 1063.89 0.00 0.00 0.00 0.00
4900.00 18.52 172.53 4728.78 -1081.01 141.83 1090.28 0.00 0.00 0.00 0.00
5000.00 18.52 172.53 4823.60 -1112.50 145.96 1122.04 0.00 0.00 0.00 0.00
5100.00 18.52 172.53 4918.43 -1143.99 150.09 1153.80 0.00 0.00 0.00 0.00
5200.00 18.52 172.53 5013.25 -1175.48 154.22 1185.56 0.00 0.00 0.00 0.00
5300.00 18.52 172.53 5108.07 -1206.97 158.35 1217.32 0.00 0.00 0.00 0.00
5400.00 18.52 172.53 5202.89 -1238.46 162.49 1249.08 0.00 0.00 0.00 0.00
5500.00 18.52 172.53 5297.72 -1269.95 166.62 1280.84 0.00 0.00 0.00 0.00
5562.38 18.52 172.53 5356.87 -1289.60 169.19 1300.65 0.00 0.00 0.00 0.00

Section 4 : Start Drop -1.50

MD Incl Azhn TVD +N/-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft it deg/100ft deg/100ft deg/100ft deg

5600.00 17.95 172.53 5392.60 -1301.27 170.73 1312.42 1.50 -1.50 0.00 180.00
5700.00 16.45 172.53 5488.12 -1330.59 174.57 1342.00 1.50 -1.50 0.00 180.00
5800.00 14.95 172.53 5584.38 -1357.43 178.09 1369.06 1.50 -1.50 0.00 180.00
5900.00 13.45 172.53 5681.33 -1381.76 181.29 1393.60 1.50 -1.50 0.00 180.00
6000,00 11.95 172.53 5778.87 -1403.56 184.15 141$.59 1.50 -1.50 0.00 180.00
6100.00 10.45 172.53 5876.97 -1422.82 186.67 1435.02 1.50 -1.50 0.00
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Company: BILLBARRETTCORP Date: 9/12/2006 Time: 13:15:25 Page: 3
Field: CARBONCOUNTY,UTAH Cordinate(NE) Reference: Well:#4-27D-T12S-R15E, True North
Site: Prickly Pear Unit Fed Sec 22 T12S Ri5E Pad Vertical (TVD) Reference: SITE 7295.6
Well: #4-27D-T12S-R15E Section (VS) Reference: Well (0.00N,0.00E.172.53Azi)
Wellpath: 1 Plan: Plan #1

Section 4 : Start Drop -1.50

MD Incl Azim TVD +N/-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft deg

6200.00 8.95 172.53 5975.53 -1439.53 188.87 1451.87 1.50 -1.50 0.00 180.00
6300.00 7.45 172.53 6074.51 -1453.68 190.72 1466.14 1.50 -1.50 0.00 180.00
6400.00 5.95 172.53 6173.82 -1465.25 192.24 1477.81 1.50 -1.50 0.00 180.00
6500.00 4.45 172.53 6273.41 -1474.25 193.42 1486.88 1.50 -1.50 0.00 180.00
6516.64 4.20 172.53 6290.00 -1475.49 193.58 1488.14 1.50 -1.50 0.00 180.00
6600.00 2.95 172.53 6373.19 -1480.65 194.26 1493.34 1.50 -1.50 0.00 -180.00

6700.00 1.45 172.53 6473.12 -1484.46 194.76 1497.18 1.50 -1.50 0.00 180.00
6796.89 0.00 172.53 6570.00 -1485.68 194.92 1498.41 1.50 -1.50 0.00 -180.00

Section 5 : Start Hold
MD Incl Azim TVD +N/-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft deg

6800.00 0.00 172.53 6573.11 -1485.68 194.92 1498.41 0,00 0.00 0.00 172.53
6900.00 0.00 172.53 6673.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 172.53
7000.00 0.00 172.53 6773.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 172.53
7100.00 0.00 172.53 6873.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 172.53
7200.00 0.00 172.53 6973.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 172.53
7300.00 0.00 172.53 7073.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 172.53
7400.00 0.00 172.53 7173.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 172.53
7446.89 0.00 172.53 7220.00 -1485.68 194.92 1498.41 0.00 0.00 0.00 172.53

Survey

MD IncI Azhn TVD +N/-S +El-W VS DLS Build Turn Tool/Conunent
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft
0.00 0.00 172.53 0.00 0.00 0.00 0.00 0.00 0.00 0.00

100.00 0.00 172.53 100.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
200.00 0.00 172.53 200.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
300.00 0.00 172.53 300.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
400.00 0.00 172.53 400.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD

500.00 0.00 172.53 500.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
600.00 0.00 172.53 600.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
700.00 0.00 172.53 700.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
800.00 0.00 172.53 800.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
900.00 0.00 172.53 900.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD

1000.00 0.00 172.53 1000,00 0.00 0.00 0.00 0.00 0.00 0.00 CASING
1100.00 0.00 172.53 1100.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
1200.00 2.50 172.53 1199.97 -2.16 0.28 2.18 2.50 2.50 0.00 MWD
1300.00 5.00 172.53 1299.75 -8.66 1.13 8.72 2.50 2.50 0.00 MWD
1400.00 7.50 172.53 1399.14 -19.44 2.55 19.61 2.50 2.50 0.00 MWD

1500.00 10.00 172.53 1497.97 -34.52 4.53 34.82 2.50 2.50 0.00 MWD
1600.00 12.50 172.53 1596.04 -53.86 7.07 54.33 2.50 2.50 0.00 MWD
1700.00 15.00 172.53 1693.17 -77.43 10.16 78.09 2.50 2.50 0.00 MWD
1800.00 17.50 172.63 1789.17 -105.17 13.80 106.07 2.50 2.50 0.00 MWD
1840.71 18.52 172.53 1827.88 -117.65 15.44 118.66 2.50 2.50 0.00 MWD

1900.00 18.52 172.53 1884.10 -136.32 17.89 137.49 0.00 0.00 0.00 MWD
2000.00 18.52 172.53 1978.92 -167.81 22.02 169.25 0.00 0.00 0.00 MWD
2100.00 18.52 172.53 2073.75 -199.30 26.15 201.01 0.00 0.00 0.00 MWD
2200.00 18.52 172.53 2168.57 -230.79 30.28 232.77 0.00 0.00 0.00 MWD
2300.00 18.52 172.53 2263.39 -262.28 34.41 264.53 0.00 0.00 0.00 MWD

2400.00 18.52 172.53 2358.22 -293.77 38.54 296.29 0.00 0.00 0.00 MWD
2500.00 18.52 172.53 2453.04 -325.26 42.67 328.05 0.00 0.00 0.00 MWD
2600.00 18.52 172.53 2547.86 -356.75 46.81 359.81 0.00 0.00 0.00 MWD
2700.00 18.52 172.53 2642.68 -388.24 50.94 391.57 0.00 0.00 0.00 MWD
2800.00 18.52 172.53 2737.51 -419.73 55.07 423.33 0.00 0.00 0.00 MWD

2802.63 18.52 172.53 2740.00 -420.56 55.18 424.16 0.00 0.00 0.00 Wasatch
2900.00 18.52 172.53 2832.33 -451.22 59.20 455.09 0.00 0.00 0.00
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Company: BILLBARRETTCORP Date: 9/12/2006 Time: 13:15:25 Page: 4
Field: CARBONCOUNTY,UTAH Co-ordinate(NE) Reference: Well:#4-27D-T12S-R15E, True North
Site: Prickly Pear Unit Fed Sec 22 T12S R15E Pad Vertical (TVD) Reference: SITE 7295.6
Well: #4-27D-T12S-R15E Section (VS)Reference: Well (0.00N,0.00E.172.53Azi)
Wellpath: 1 Plan: Plan #1

Survey
MD Incl Azim TVD +N/-S +El-W VS DLS Build Turn Tool/Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

3000.00 18.52 172.53 2927.15 -482.71 63.33 486.85 0.00 0.00 0.00 MWD
3100.00 18.52 172.53 3021.97 -514.20 67.46 518,60 0.00 0.00 0.00 MWD
3200.00 18.52 172.53 3116.80 -545.69 71.59 550.36 0.00 0.00 0.00 MWD

3300.00 18.52 172.53 3211.62 -577.18 75.73 582.12 0.00 0.00 0.00 MWD
3400.00 18.52 172.53 3306.44 -608.67 79.86 613.88 0.00 0.00 0.00 MWD
3500.00 18.52 172.53 3401.26 -640.16 83.99 645.64 0.00 0.00 0.00 MWD
3600.00 18.52 172.53 3496.09 -671.65 88.12 677.40 0.00 0.00 0.00 MWD
3700.00 18.52 172.53 3590.91 -703.14 92.25 709.16 0.00 0.00 0.00 MWD

3800.00 18.52 172.53 3685.73 -734.63 96.38 740.92 0,00 0.00 0.00 MWD
3900.00 18.52 172.53 3780.55 -766.12 100.51 772.68 0.00 0.00 0.00 MWD
4000.00 18.52 172.53 3875.38 -797.61 104.65 804.44 0.00 0.00 0.00 MWD
4100.00 18.52 172.53 3970.20 -829.10 108.78 836.20 0.00 0.00 0.00 MWD
4200.00 18.52 172.53 4065.02 -860.59 112.91 867.96 0.00 0.00 0.00 MWD

4300.00 18.52 172.53 4159.84 -892.08 117.04 899.72 0.00 0.00 0.00 MWD
4400.00 18.52 172.53 4254.67 -923.67 121.17 931.48 0.00 0.00 0.00 MWD
4500.00 18.52 172.53 4349.49 -955.06 125.30 963.24 0.00 0.00 0.00 MWD
4600.00 18.52 172.53 4444.31 -986.55 129.43 995.00 0.00 0.00 0.00 MWD
4700.00 18.52 172.53 4539.13 -1018.03 133.57 1026.76 0.00 0.00 0.00 MWD

4800.00 18.52 172.53 4633.96 -1049.52 137.70 1058.52 0.00 0.00 0.00 MWD
4816.92 18.52 172.53 4650.00 -1054.85 138.40 1063.89 0.00 0.00 0.00 North Hom
4900.00 18.52 172.53 4728.78 -1081.01 141.83 1090.28 0.00 0.00 0.00 MWD
5000.00 18.52 172.53 4823.60 -1112.50 145.96 1122.04 0.00 0.00 0.00 MWD
5100.00 18.52 172.53 4918.43 -1143.99 150.09 1153.80 0.00 0.00 0.00 MWD

5200.00 18.52 172.53 5013.25 -1175.48 154.22 1185.56 0.00 0.00 0.00 MWD
5300.00 18.52 172.53 5108.07 -1206.97 158.35 1217.32 0.00 0.00 0.00 MWD
5400.00 18.52 172.53 5202.89 -1238.46 162.49 1249.08 0.00 0.00 0.00 MWD
5500.00 18.52 172.53 5297.72 -1269.95 166.62 1280.84 0.00 0.00 0.00 MWD
6562.38 18.52 172.53 5356.87 -1289.60 169.19 1300.65 0.00 0.00 0.00 MWD

5600.00 17.95 172.53 5392.60 -1301.27 170.73 1312.42 1.50 -1.50 0.00 MWD
5700.00 16.45 172.53 5488.12 -1330.59 174.57 1342.00 1.50 -1.50 0.00 MWD
5800.00 14.95 172.53 5584.38 -1357.43 178.09 1369.06 1.50 -1.50 0.00 MWD
5900.00 13.45 172.53 5681.33 -1381.76 181.29 1393.60 1.50 -1.50 0.00 MWD
6000.00 11.95 172.53 5778.87 -1403.56 184.15 1415.59 1.50 -1.50 0.00 MWD

6100.00 10.45 172.53 5876.97 -1422.82 186.67 1435.02 1.50 -1.50 0.00 MWD
6200.00 8.95 172.53 5975.53 -1439.53 188.87 1451.87 1.50 -1.50 0.00 MWD
6300.00 7.45 172.53 6074.51 -1453.68 190.72 1466.14 1.50 -1.50 0.00 MWD
6400.00 5.95 172.53 6173.82 -1465.25 192.24 1477.81 1.50 -1.50 0.00 MWD
6500.00 4.45 172.53 6273.41 -1474.25 193.42 1486.88 1.50 -1.50 0.00 MWD

6516.64 4.20 172.53 6290.00 -1475.49 193.58 1488.14 1.50 -1.50 0.00 Dark Canyon
6600.00 2.95 172.53 6373.19 -1480.65 194.26 1493.34 1.50 -1.50 0.00 MWD
6700.00 1.45 172.53 6473.12 -1484.46 194.76 1497.18 1.50 -1.50 0.00 MWD
6796.89 0.00 172.53 6570.00 -1485.68 194.92 1498.41 1.50 -1.50 0.00 Price River 4-27
6800.00 0.00 172.53 6573.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 MWD

6900.00 0.00 172.53 6673.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 MWD
7000.00 0.00 172.53 6773.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 MWD
7100.00 0.00 172.53 6873.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 MWD
7200.00 0.00 172.53 6973.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 MWD
7300.00 0.00 172.53 7073.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 MWD

7400.00 0.00 172.53 7173.11 -1485.68 194.92 1498.41 0.00 0.00 0.00 MWD
7446.89 0.00 172.53 7220.00 -1485.68 194.92 1498.41 0.00 0.00 0.00
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Company: BILLBARRETTCORP Date: 9/12/2006 Time: 13:15:25 Page: 5
Field: CARBONCOUNTY, UTAH Co-ordinate(NE) Reference: Well: #4-270-T12S-R15E, True North
Site: PricklyPear Unit Fed Sec 22 T12S R15E Pad Vertical (TVD) Reference: SITE 7295.6
Well: #4-27D-T12S-R15E Section (VS) Reference: Well (0.00N,0,00E,172.53Azi)
Wellpath: 1 Plan: Plan #1

Targets

Map Map <- Latitude -> <- Longitude ->

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir. ft ft ft ft ft

Price River4-27 6570.00 -1485.68 194.92 7080236.311997404.99 39 45 0.247 N 110 13 48.881 W
-Circle (Radius: 200)
-Plan hit target

Casing Points

MD TVD Diameter Hole Size Name
ft ft in in

1000.00 1000 00 0.00 0.00 CASING

Formations

MD TVD Formations Lithology Dip Angle Dip Direction
ft ft deg deg

2802.63 2740.00 Wasatch 0.00 0.00
4816.92 4650.00 North Horn 0.00 0.00
6516.64 6290.00 Dark Canyon 0.00 0.00
6796.89 6570.00 Price River 0.00 0.00

Annotation

MD TVD
ft ft

7446.89 7220.00
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name· Utah: West Tavaputs F¡eld
ton Bill Barrett
type: Suliace

ocaten: Carbon County,UT

Des¡gn parameters: Minimum design factors: Environment:
Collapse Collap.ye: H2S considered? NoMud weight: 9.50 ppg DesIgn factor 1.125 Surface temperatum: 75.00 *F

Bottom hole temperature: 89 'F
Design Is based on evacuated pipe. Temperature gradient: 1.40 °F/100tl

Minimum sect¡on length: 1,000 it

purst:
Design factor 1.00 Gement top: Surface

Burst
nticIpated surface

pressure: 2,735 ps!
Intemal gradient: 0.22 psI//t
Calculaled BHP 2,955 psi Tenglen: Non-dire¢tlonelatting.

8 Round STC: 1.80 (.I)
8 Round LTC: 1.80 (J)

Annularbackup: 9.50 ppg Buttiess: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 10,000 It
Tension is based on buoyed weight. Next mud welght: 9.500 ppg
Neutral poInt: 859 ft Next setting BHP: 4,935 psi

Fractum mud wt: 10.000 ppg
Fracture depth: 10,000 ft
Injection pressure 5,195 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade F¡nish Depth Depth DIameter Capacity

(ft) (In) (IbsMt) (ft) (ft) (In) (It')
1 1000 9.625 36.00 J/K-55 ST&C 1000 1000 8.796 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tenslon Tension
Seq Load Strength Design Load Strength Design Load Strength Des¡gn

(psl} (psi) Factor (psi) (psi) Factor (Klps) (KIps) Factor
1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Piepared Dominic Spencer Phone: (303) 312-8143 Date: August 1,2003
by: Bi/IBarrett FAX: (303) 312-8195 Denver, Colorado

Remarks:
Collapse is based on a vestkal depth of 1000 ft, a mud weight of 9 Sppg Theeasing is conshiered tobe evacuated for co#apse purposes.
Coitapse strength Is based on theWestcott, Dunlop&Kemier morned of blaxist conecthm for tension.

Surststrength a notadjusted for tension

Eng¡neerIng responsibility for use of this design wi/Ibe thatof the
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wanname: Utah: kVest Tavaputs
operame alliBarrett
sangope: Production

t.ocann: CarbonCounty,UT

Design parameters: MInlmumdesign factors: Environment:
Couapse Collaose; H2S considered? No
Mudweight: 9.50 ppg Designiactor 1.125 Stuface ternperature: 75.00 'F

Bottom hole temperature: 21S *R
Design Is based on evacuated pipe. Temperaf ure gradient: 1.40 *F/100tl

Minimum section length: f,500 ff

Design factor 1.00 Cement top: 2,375 If
AttE
Max andelpatedautisce

pressure: 4,705 psi
Intemalgradient: 0.02 paint
CalculatedBHP 4,935 psi Tension: Non-directionalstring.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J}

AnnularbacIrup: 9.50 ppg Btttfress: 1.80 (J)
Premium: f ,80 (J}
Bodyyleid: 1.80 (8)

Tensionis based on buoyed weighL
Neutralpoint: 8,559 R

Run Segment Nominal End True Vert Measured Drlft Internal
See Length Size Weight Grade Finish Depth - Depth Diameter CapacIty

{ft) (in) (IbsMt) {ft) (if) (In) (ff)
7 70000 S.5 17.00 N-80 LT&C 10000 10000 4.7ß7 344.6

Run Collapse Collapse Collapse Burst Burst Burst Tenslon Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psl) (psi) Factor (psi) (psi) Factor (Kips} (KIps) Factor
1 4935 6290 1.275 4705 7740 f.65 146 348 2.39 J

Prepared Dom/n/cSpencer Phone: {303) 312-8142 Date: August 1,2003
by" BIIISarrett FAX:(303) 312-8195 Denver, Colorado

Remass:
Collapse Is ðased ona verrleardepin of 10000 k, a mig me of Ag ppg The esslagis consf¢esadM ðe evacuated Arcoisage þ(Nþ@gâg.

cosepseseengthIsaased on the wassoon.ounlop&Kemier method olhaus; coneatn for tensen.

Burst afrongth is d0f BifustEd är ledsforL

Engineesingresponsibility for use of this design willbe inet of the
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wanname: West Tavaputs General
Operatoc BINBarrett
StringOpe ProducUon

Locatim: CarbonCounty,Utah

Design parameters: Minimum design factors: Environment:Çollapsq Collapso: H2S considered? NoMud weght: 9.50 ppg Design factor f.125 Surface tenporature: 75.00 'F
Bottom hole tenperature: 189 'F

Design is based onevacuatedpipe. Temperature gladlent: 1.40 'F/100/1
Minimumsectionlength: 1,500 It

Design factor 1.00 Cement top: 2,500 ft

Max anticipated sudace
pressure: 2,226 psi

intemal grad¡ent: 0.22 pal/ft
Calculated BHP 4.016 psi Tension: Directional Info - Bulld &Drop

8 Round STC: 1.80 (J) K¡ck-offpoint 1000 ft
BRound LTC: 1.80 (J) Departure at shoe: 2165 ft

No backupmud spec¡fled. Buttress: 1.60 (J) Maximum dogleg: 2 */10011

Premium: 1.50 (J} Inclination al shoe: 0 *

Bodyyleld: 1.50 {B)

Tension is based on buoyed welght.
Neutralpoint: 7,560 It

Run Segment Nominal End True Vert Measured Drift Internal
See Length Size LVelght Grade FInish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) {ft) (ft) (in} {ft)
f 8730 5.5 20.00 P-f f0 LT&C 8i38 8730 4.653 353.3

Run Collapse CoHapse CoHapse Burst Burst Burst Tension TensIon Tension
See Load Strength Design Load Strength DesIgn Load Strength Design

{psl} (psl} Factor (psl) (psl} Factor (Klps) {Kips) Factor
1 4016 11100 2.764 40i6 12630 3.14 139 548 3.93.I

Prepared DominicSpencer Phone: (303) 312-8143 Date: August 25,2004
by: Bi/IBarrett Corporation FAX:(303) 312-8195 Denver, Colorado

RemarAa:
Collapse is based on a verfkal depth of Of 38 R. a mud weght of 9.5 ppg 7he ¢ashg is considered to be evacuated for cofapse purposes.
CONapse attength is based onthe Westcott. Dunlop &Kontor snethod ofhiexialconectArtfor tenson.

Burst strength is not adjustedfor tension.
Collapse strengthis (blaxlaay) derateg for dogiegs M dkectonal wens by mutiplyingthe tensiestress by the cross section staa tocalculatea tensie ined whah
is added to theaxisi load.

Engineerkg responsMity for use ofthisdeglgn wfi he tint ofthe



name: - West Tavaputs General
e BlH Barrett Corporat¡on

tringtype: Production

Design parameters: MIn¡mum design factors: Environment:
Collanse Collapse: H2S considered? NoMud weight: 9.50 ppg Design factor 1.125 Surface temperature: 60.00 'F

Deskynis based onevacuated pipe. Bottom hole temperature: 200 'F
Temperature grad¡ent: 1.40 'F/100It
Minlmum section length: 1.500 11

By_st Cement top: 2.500 ft
Design factor 1.00agrst

Max anticipated surface
pressure: 2,735 psi

Internal gradient: 0.22 psl/Il
Calculated BHP 4,935 psi Tenslon: Non4|rectional string.

8 Round STC: 1.80 (J)
No backup mud speciMed. 8 Round LTC: 1.80 (J)

Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B)

Tension is based on buoyed welght
Neutral point: 8,580 ft

Run segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade F¡nish Depth Depth D¡ameter CapacIty

{ft} (in) (Ibs/ft) (ft) {ft) (in) (it')
1 10000 4.5 11.60 I-80 LT&C 10000 10000 3.875 231.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psl) (psi) Factor (KIps) (K1ps) Factor
1 4935 6350 1.287 4935 7780 1.58 100 223 2.29

Prepared DominlcSpencer Phone: (303) 312-8143 Date: December 13,2005
by: Bi/IBarrett FAX:(303) 312-8195 Denver, Colorado

Remarks:

Conopse la based on a verticaldepth of 10000 ft, a mud weightof 9.5 ppg The casing is consideredto be evacuated for collapse purposes.
Collapsestrengthis based on the Westcott,Dunlop&Komtermethod of biaxlalconection fortension.

ßurst strength Is not adjusted for tension.

Engineeringresponsibiatyfor use ofthis design wel be that of the
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PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (l l) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handles available.
10. Safety valve(s) & subs to fit all drill string connections in use.
I1. Pressure gauge on choke manifold.
12. Fill-up line above the uppermost preventer.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to testpressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-OutPreventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will
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maintained for a period of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and tests will be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will havesufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will havetwo (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting tlli
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulic BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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BILLBARRETT CORPORATION
TYPICAL3,000 p.s.i. BLOWOUT PREVENTER

RILLING NIPPLE

FILL UP LINE
LOW LINE

ANNULAR
PREVENTER

PI MS

DRILLINGSPOOL

CHECK VALVE
--

CASINGHE

KILLLINE - Minimum 2- ToChoke Manifold-

MInimum
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BILLBARRETT CORPORATION
TYP/CAL3,000 p.s.i. CHOKE MANIFOLD

ADJUSTABLECHOKE
¡ADJUSTABLE GHOKE

O
e , e

TOMUD/GAS SEPARATOR TOMUD/GASSEPARATOR
ANDORPIT (2 IN. MIN.) BOP STACK OUTLET AND/OR PIT(2 IN. MIN.)(3 IN.



Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Well Name: Prickly Pear Unit Federal 4-27D-12-15

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219.2 ft
Top of Cement: O' Lead Fïll: 700'

OD of Hole: 12.250" Tail Volume: 94.0
OD of Casing: 9.625" Tail Fill: 300'

Cement Data: Calculated # of Sacks:

Lead Yield: 1.85 ft'/sk # SK's Lead: gig2#0g
Tail Yield: 1.16 ft'/sk # SK's Tail: 174
% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 7,500' Lead Volume: 866.3 ft
Top of Cement: 2,500' Lead Fill: 5,000'

OD of Hole: 7.875"
OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

Lead Yield: 1.49 ft /sk # SK's Lead: 47ßQg
% Excess:
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Prickly Pear Unit Federal 4-27D-12-15 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft"/sk
0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk

Top of Fluid: 0'
Calculated Fill: 700'

Volume: 78.09 bbl
Proposed Sacks: 240 shs

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft"/sk
2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/sk
0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'

Calculated Fill: 300'
Volume: 33.47 bbl

Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead Cement - (7500' - 2500')
50/50 Poz Premium Fluid Weight: 13.4 lbm/gal

3.0 % KCL Slurry Yield: 1.49 ft3/sk
0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/sk
3.0 lbm/sk Silicalite Compacted Top of Fluid: 2,500'
0.2% FWCA Calculated Fill: 5,000'
0.125 lbm/sk Poly-E-Flake Volume: 200.56 bbl
1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 760
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #4-27D-12-15

SWSW, 825' FSL & 463' FWL, Section 22-Tl2S-Rl5E (SHL)
NWNW, 660' FNL & 660' FWL, Section 27-Tl2S-Rl5E (BHL)

Carbon County, Utah

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiatingconstruction.

1. Existing Roads:

A. This proposed directional well will be drilled from a new multi-well pad. This well will
be the third of threewells scheduled to be drilled (#13-22-12-15vertical well and #3-
27D-12-15 the first directional well). This surface plan assumes that the access and
location has been built per the surface use plan for the #13-22-12-15 well. No additional
surface disturbance is anticipated for this second well on the pad. The proposed well site
is located approximately 40 miles northeast of Wellington, Utah.

B. Maps reflecting directions to the proposed well site and identifying the proposed pipeline
have been included (see Topo maps B and D).

C. The use of roads under State and County Road Department maintenance is necessary to
access the Prickly Pear Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

D. All existing roads will be maintained and kept in good repair during all phases of
operation.

E. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

F. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

G. An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads are being utilized into the Prickly Pear Unit area. All new
construction will be within the Unit.

2. Planned Access Road (refer to Existing Roads "A"):

3. Location of Existing Wells:

A. Following is a list of existing wells within a one-mile radius of the proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none
v. temp shut-in wells none
vi. producing wells
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal #4-27D-12-15
Carbon County, Utah

vii. abandoned wells two
viii. wells drilled, waiting on completion none

4. Location of Production Facilities:

A. Some permanent structures/facilities will be shared between the proposed wells to be
drilled from this pad: 13-22-12-15,3-27D-12-15 and 4-27D-12-15. Each well will have
its own meter run and separator. Pending the evaluation of completion operations,
additional water and/or oil tanks may be added if necessary.

B. All permanent structures will be painted a flat, non-reflective Olive Black to match the
standard environmental colors. All facilities will be painted within six months of
installation. Facilities required to comply with the Occupational Safety and Health Act
(OSHA) may be excluded.

C. Site security guidelines identified in 43 CFR 3163.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.

D. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall
comply with the provisions of43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of an electronic flow meter (EFM)
for gas measurement purposes is requested with this application.

E. A tank battery(s) will be constructed on this lease; it will be surrounded by a dike
sufficient to contain the storage capacity of 1.5 times the largest tank. All loading lines
and valves will be placed inside the berm surrounding the tank battery. All liquid
hydrocarbon production and measurement shall conform to the provisions of 43 CFR
3162.7-3 and Onshore Oil and Gas Order No. 4 and Onshore Oil and Gas Order No. 5 for
natural gas production and measurement. A diagram of the location layout is included in
this APD package depicting the placement of the storage tanks and separator for this well
on thepad. BBC requests permission to install facilities as shown on this wellpad layout.

F. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

G. All access roads will be maintained as necessary to prevent erosion and accommodate - -

year-round traffic. The roads will be maintained in a safe, useable condition.

H. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

L A gas pipeline (approximately 1344' of up to 10" pipe) is addressed and applied for in the
Prickly Pear Unit Federal #13-22D-12-15 surface use plan. That pipeline will be utilized
to transport gas from this well.

5. Location and Type of Water Supply:

A. Bill Barrett Corporation will utilize an existing water well located on BLM lands in the
SW/4SE/4 Section 13-Tl2S-Rl4E. BBC was granted this authorization by the State of

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal #4-27D-12-15
Carbon County, Utah

Utah Application Number #90-1826 (T74077) on August 20, 2002. A temporary
application was filed and is effective August 2005 for increased acre feet of use due to
current water availability and increasing the area in which this water may be utilized;
Temporary Application #90-1840 (T75896). In addition, if necessary, BBC may utilize
its existing water rights for Nine Mile Creek consistent with approvals granted for such by
the Utah State Engineers office.

6. Source of Construction Material:

A. The use of materials will conform to 43 CFR 3610.2-3.

B. No construction materials will be removed from BLM,

C. If any gravel is used, it will be obtained from a state approved gravel pit. BBC has in
place Materials Permit #334 covering all of Section 16-T12S-R15E. Rock from BBC's
well pads 5-16 and 7-16 has been crushed and is currently available for use.

7. Methods of Handling Waste Disposal:

A. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

B. Drill cuttings will be contained and buried on site.

C. The reserve pit will be located outboard of the location along the south side of the pad.

D. The reserve pit will be constructed so as not to leak, break or allow any discharge.

E. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be covered
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than2:1. A
minimum 2-foot freeboard will be maintained in the pit at all timesduring the drilling and
completion operations.

F. The reserve pit has been located in cut material. Three sides of the reserve pit will be - --

fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

G. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthennore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold
planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

H. Trash will be contained in a trash cage and hauled away to an approved disposal site as
necessary but no later than at the completion of drilling operations. The contents of the
trash container will be hauled off periodically to the approved Carbon or Uintah County
Landfill.

Page
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Bill Barrett Corporation
SurfaceUse Plan
Prickly Pear Unit Federal #4-27D-12-15
Carbon County, Utah

I. Produced fluids from the well other than water will be produced into a test tankuntil such
timeas construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

J. After initial clean-up, a 400 barrel tank will be installed to contain produced waste water.
After first production, produced wastewater will be confined to a lined pit or storage tank
for a period not to exceed ninety (90) days. Thereafter, produced water will be trucked to
R & I Disposal, a State approved disposal facility.

K. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

L. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transportby truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.

M. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

N. A flare pit may be constructed a minimum of 110' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to thepit
liner will be minimized.

O. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.

P. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, thereserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds,

8. Ancillary Facilities:

A. Garbage containers and portable toilets are the only ancillary facilities proposed in this
application

9. Well Site Lavout:

A. The well will be properly identified in accordance with 43 CFR 3162.6.

B. Access to the well pad will be from the north onto the west end of the pad.

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal #4-27D-12-15
Carbon County, Utah

C. The pad and road designs are consistent with BLM specifications.

D. The pad has been staked at its maximumsize of415' x 175'; however, it will be
constructed smaller if possible, depending upon rig availability. Should the layout
change, this application will be amended and approved utilizing a Sundry Notice.

E. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

F. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

G. Diversion ditches will be constructed, if necessary, around the well site to prevent surface
waters from entering the well site area.

H. The site surface will be graded to drain away from the pit to avoid pit spillage during
large storm events.

I. The stockpiled topsoil(first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

J. Pits will remain fenced until site cleanup.

K. The blooie line will be located at least 100 feet from the well head.

L. Water injection may be implemented if necessary to minimize the amount of fugitive dust.

10. Plan for Restoration of the Surface:

A. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

B. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate .

--

county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

C. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediately upon release of the drilling rig from
location.

D. The reserve pit and thatportion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,

Page
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Surface Use Plan
Prickly Pear Unit Federal #4-27D-12-15
Carbon County, Utah

reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with thecontour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will beginwhen the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

E. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site layout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

F. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoilspread on these surfaces will be used for the overall
reclamation effort.

l 1. Surface and Mineral Ownership:

A. Surface ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

B. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

12. Other Information:

A. Montgomery Archaeological Consultantshas conducted a Class III archeological survey.
A copy of the report will be submittedunder separate cover to the appropriate agencies by
Montgomery as MOAC Report No. 06-486.

B. BBC will identify areas in our drilling program where fluids escaping thewellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites, BBC may air drill the hole to
surface casing depth if necessary.
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Surface Use Plan
Prickly Pear Unit Federal #4-27D-12-15
Carbon County, Utah

C. A combustor may be installed at this location for control of associated tank emissions. A
combustor ranges from 24" to 48" wide and is approximately 10' tall. Combustor
placement would be on existing disturbance and would not be closer than 100' to any tank
or wellhead.

13. Operator's Representative and Certification:

Title Name Office Phone
Company Representative (Roosevelt) Fred Goodrich (435) 725-3515
Company Representative (Denver) Tracey Fallang (303) 312-8134

Certification:

I hereby certify that the statements made in thisplan are, to the best of my knowledge and belief,trueand
correct; and that the work associated with the operations proposed herein will be performed by Bill Barrett
Corporation and its contractors and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a
false statement,

(, /Lß Date: September 28, 2006
Tracey Fallang, nviro mtal/Regulatory 'st
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BILL BARRETT CORPORATION

LOCATION LAYOUT FOR
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BILL BARRETT CORPORATION

o TYPICALCROSS SECTIONSFOR
X-Section

scale PRICKLY PEAR UNIT FEDERAL #13-22-15--15,
#3-27D-12--15 & #4-27D--12-15

1" = 100' SECTION 22, T12S, R15E, S.L.B.&M.
DATE: 08-30-06 SW 1/4 SW 1/4
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/03/2006 API NO. ASSIGNED: 43-007-31237

WELL NAME: PRICKLY PEAR U FED '}Ô jyÍ
OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8134

CONTACT: TRACEY FALLANG

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSW 22 120S 150E .Tech Review Initials Date
SURFACE: 0825 FSL 0463 FWL
BOTTOM: 0660 FNL 0660

FWLCytg1
Engineering

COUNTY: CARBON
Geology

LATITUDE: 39.75429 LONGITUDE: -110.2301

UTM SURF EASTINGS:565959 NORTHINGS:4400561 Surface

FIELD NAME: NINE MILE CANYON ( 35 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU 011604 PROPOSED FORMATION: PRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

l' Plat R649-2-3.

Bond: Fed[1] Ind[] sta[] Fee[]
Unit: PRICKLY PEAR

GRo. WYBOOOO40 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
Ugo. 90-1826 ) // Drilling Unit

RDCC Review (Y/N)
Board cause No:(Date· )
Eff Date: ¡Q- µðý

Fee Surf Agreement (Y/N) Siting: gy ç gigge.-y gg
Intent to Commingle (Y/N) / R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:
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OPERATUR: BILL BARRETT CORP (N2165)

SEC: 16,22 T.125 4.15E

FIELD:NINE MILE CANYON (35)

COUNTY:4GWFMY

Wells StatusCAUSE·256-1 / 12-16-2¾
p GAS INJECTION
O GAS STORAGE
× LOCATION ABANDONED

NEW LOCATION
FielclStatus Unit Status FLUGGED & ABANDONED

ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OILNF PP OIL ©· SHUT·IN GASCOMBINED _ NF SECONDARY e SHUT-IN OIL W F
INA CTIVE _ yNDING

)s( TEMP. ABANDONED
PROPOSED

PP GAS o TEST WELL
RMAIN

TED FF GEUTHERML A WATER INJECTION
PP OIL g WATER SUPPLY PREPARED BY:DIANA WHITNEY
SECONDARY g WATERDISPOSAL DATE 17-OCTOBER-2DD6[¯¯]TERMINATED
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

October 18, 2006

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2006 Plan of Development Prickly Pear Unit Carbon County,
Utah.

Pursuant to email between Diana Whitney, Divisionof Oil, Gas and Mining, and Mickey
Coulthard, Utah State Office, Bureau of Land Management, the following wells are
planned for calendar year 2006 within the Prickly Pear Unit, Carbon County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Price River)

43-007-31245 PPU St 1-16-12-15 Sec 16 T12S R15E 0826 FNL 0642 FEL
43-007-31240 PPU St9-16-12-15 Sec 16 T12S R15E 1836 FSL 0490 FEL
43-007-31237 PPU Fed 4-27D-12-15 Sec 22 T12S R15E 0825 FSL 0463 FWL

BHL Sec 27 T12S R15E 0660 FNL 0660 FWL
43-007-31238 PPU Fed 13-22-12-15 Sec 22 T12S R15E 0836 FSL 0451 FWL
43-007-31239 PPU Fed 3-27D-12-15 Sec 22 T12S R15E 0815 FSL 0475 FWL

BHL Sec 27 T12S R15E 0660 FNL 1980 FWL
43-007-31241 PPU Fed 9-28D-12-15 Sec 28 T12S R15E 0811 FNL 1199 FEL

BHL Sec 28 T12S R15E 2310 FSL 0660 FEL
43-007-31242 PPU Fed 5-27D-12-15 Sec 28 T12S R15E 0795 FNL 1154 FEL

BHL Sec 27 T12S R15E 1980 FNL 0660 FWL
43-007-31243 PPU Fed 01-28-12-15 Sec 28 T12S R15E 0805 FNL 1184 FEL
43-007-31244 PPU Fed 8-28D-12-15 Sec 28 T12S Ri5E 0800 FNL 1169 FEL

BHL Sec 28 T12S R15E 1980 FNL 0660 FEL

This office has no objectionto permitting the wells at this



e
JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah October 19, 2006

Department of
Natural Resources

MICHAEL R. STYLER
E.recutiveDirector Bill Barrett Corporation

Division of 1099 18th Street, Suite 2300

Oil, Gas & Mining Denver, CO 80202

JOHN R. BAZA
Division Director

Re: Prickly Pear Unit Federal 4-27D-12-15 Well, Surface Location 825' FSL,
463' FWL, SW SW, Sec. 22, T. 12 South, R. 15 East, Bottom Location
660' FNL, 660' FWL, NW NW, Sec. 27, T. 12 South, R. 15 East,
Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-007-31237.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114-5801
telephone (801) 538-5340•facsimile (801) 359-3940 • TTY (801) 538-7458 •



O &
Operator: Bill Barrett Corporation
Well Name & Number Prickly Pear Unit Federal 4-27D-12-15

API Number: 43-007-31237
Lease: UTU-011604

Surface Location: SW SW Sec. 22 T. 12 South R. 15 East
Bottom Location: NW NW Sec. 27 T. 12 South R. 15 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the



Fonn3160-3 " FORM APPROVED
(April2004) rc OMBNo.1004-0137

- ExpiresMarch31,2007
UNITED STATES

DEPARTMENT OF THE INTERIOR .

5. LeaseSerialNo.
" T " 1- (X UTU 011604 SH / UTU 0137844 BH

BUREAUOFLAND MANAGEMENTJ J ·

6. If Indian,Alloteeor TribeName
APPLICATION FOR PERMIT TO DRILL .ORREENTER..

n/a

la. Typeof work: DRILL REENTER
2 If Unitor CAAgreement,NameandNo.

PRICKLY PEAR UNIT

8. Lease NameandWellNo.
Ib. Typeof Well: OilWell GasWell Other SingleZone MultipleZone Prickly Pear Unit Fed 4-27D-12-15

2. Nameof 0perator 9. API WellNo.
BILL BARRETT CORPORATION

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(include area code) 10.FieldandPool,orExploratory
(303) 312-8134 Prickly Pear Unit/Mesaverde

4. Locationof Well(Reportlocationclearly and in anniance with anyStaterequimments.*) ll . Sec.,T. R. M. or Blk.andSurveyorArea

At surface SWSW, 825' FSL, 463' FWL

At proposedprod.zone NWNW, 660' FNL, 660' FWL, Sec. 27, T12S-R15E
Section 22-T12S-R15E S.L.B.&M.

14. Distanceinmilesanddirectionfromnearesttownor postog 12.Countyor Parish 13. State
approximately 40 miles northeast of Wellington, Utah Carbon UT

15. Distancefromproposed' 16. No, of acresin lease 17. SpacingUnitdedicatedto thiswell
locationtonearest
propertyor leaseline,it
(Alsotonearest drig.unit line,if any) 463' SHL / 660' BHL 1760 SHL / 480 BHL 80 acres; NWNW Section 27

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/BIABondNo.on file
to nearestwell, dnlling,completed,
appliedfor,on this lease,ft. 16' (SHL), 1322' (BHL) 7500' Nationwide Bond #WYBOOOO40

21. Elevations(Showwhether DF,KDB,RT,GL,etc.) 22. Approximatedateworkwill start* 23. Estimatedduration
7281' ungraded ground 11/20/2006 45 days

24. Attachments
The following,completedinaccordancewith the requirements of OnshoreOilandGasOrderNo.1, shallbe attachedto thisform:

1. Wellplatcertifiedby a registeredsurveyor. 4. Bond to cover the operationsunlesscovered by an existingbondon file(see
2. ADrillingPlan. Item20 above).

3. A SurfaceUse Plan (if the location is on National Forest SystemLands, the 5. Operatorcertification
SUPO shallbe filedwiththeappropriateForestServiceOffice). 6. Suchother site specificinformationand/orplansas maybe requiredbythe

authorizedofficer.

25. Signature Name (Printed/Typed) Dat
Tracey Fallang

Title
Environme egulatory Analyst

Approvedby (Signature) Name (Printed/Typed) Date i /

Title Assistant Halo Manayet, offie DivisionofResources
DMeion of Resources MnnhFir.MUtnœ

Applicationapprovaldoesnot warrantor certifythattheapplicantholdslegalor equitabletitletothoserights inthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval,ifany,are attached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crime foranypersonknowinglyand willfullyto maketo any departmentor agencyofthe United
Statesany false,fictitiousor fraudulent statementsor representations as to anymatterwithin itsjurisdiction.

*(Instructionsonpage2)
CONDITIONSOFAPPROVALATTACHED

RECEIVED

FEBZ 6 2007

DN.0F0\L,GAS&



BILL BARRETT CORPORATIONT12S Ri5E S.L.B.&M.' '
Well location, PRICKLY PEAR UNIT FEDERALS8946'47"W - 2657.64' (Meas.) SB94J'22'W - 2642.92' (Meas.) #4--27D-12-15, located as shown in the SW 1/4IBrass

Cap 1909 Brass Cap 1909 Brass Cap'
'

SW 1/4 of Section 22, T12S, R15E, S.L.B.&M.,'Nof'st"Åo'st if High Carbon County, Utah.
BASIS OF ELEVATION

COTTON TRIANGULATIONSTATION LOCATED IN THE NW 1/4 OFSECTION 31, T12S, R16E, S.L.B.&M. TAKEN FROM THE TWINHOLLOWQUADRANGLE,UTAH, CARBON COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE UNITEDSTATES DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.SAID ELEVATIONIS MARKEDAS BEING 7386 FEET.

LEGEND: BASIS OF BEARINGS
LINETABLE

=
90° SYMBOL BASIS OF BEARINGS IS A G.P.S. OBSERVATION.LINE BEARING LENGTH

L1 N29°27'00"E 947.49• = PROPOSEDWELLHEAD.
A = SECTION CORNERS LOCATED.

os Cy 1909 Brass Cap N
G 9' High, Pile
of Stones

-- e SCALE
PR/CKLY PEAR UN/T

CERTIFICATE
463 EEDERAL/4-27D-12-15

, y THIS IS TO CERT)FYTHAT THE AB D FROMElev. Ungraded Ground = 7281 p FIELDNOTES OF ACTUALSURVEYg MY
SUPERVISIONANDTHAT THES E AND TO THEfic 0-

Z BEST OF MY KNOWLEDGEAND •

1909 Brass Cap
, c' '" !

TI 161OfSton 89'5o' 5273.40' (G.L.O.) S UTAH(G.L.O.)

27 UINTAH ENGINEERING GBottom BS SOUTH 200 EAST - VERNAL, UTAH 84078660' Hole
(435) 789-1017(NAD 83)

7HE ROPOSED BOTTOMHOLE LATITUDE= 39°45'14.93"
(39.754147) SCALE DATESURVEYED: DATE DRAWN:

BEARS SO7°28'28"E 1498.41' LONGITUDE= 110°13'51.38" (110.230939) 1 = 1000' 08-28-06 08-30-06EROM 7HE PROPOSED HEU. HEAD. (NAD 27) PARTY REFERENCES
LATITUDE= 39'45'15.06" (39.754183) D.R. R.R. P.M- G.L.O. PLAT

ç'og B as's Cap 0.6' High, LONGITUDE= 110°13'48.82" (110.230228) WEATHER FILE
Riis or stones HOT BILL BARRETT



BillBarrett Corporation
Prickly Pear Unit Federal 4-27D-12-15
Prickly Pear Unit
Lease, Surface: UTU-11604

Bottom-hole: UTU-0137844
Location, Surface: SWISW Sec. 22, T12S, R15E

Bottom-hole: NWINW Sec. 27, T12S, R15E
(Co-located with proposed wells: Prickly Pear Unit Federal 13-22-12-15 and 3-27D-12-15)

Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certifythat the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal -- BillBarrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations (43 CFR
3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. Failure to
comply with the provisions of this permit, including applicable regulations, stipulations, and/or
approval conditions, will be considered a violation subject to the enforcement provisions of 43
CFR Subpart



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oiland Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil,Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. This well is located on the mesa immediately adjacent to Dry Canyon. In order to
isolate the well-bore from the canyon wall, the surface casing shall be set to a
depth of not less than 1400 feet. This will place the surface casing shoe below
the lowest elevation within one mile of the well.

4. Surface casing shall be cemented to surface. The cement volume shall be
adjusted to accommodate the greater casing length.

5. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

6. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

7. The production casing shall be cemented into place such that the top-of-cement
extends a minimum of 100 feet into the surface casing, leaving no annular space
exposed to open-hole. This shall be verified by a cement bond log (CBL) or other
appropriate tool for determining top-of-cement, unless cement is circulated to
surface.

8. If logging reveals that the cementing objectives were not met, remedial cementing
will be required.

9. Locally, the Green River Formation is known to contain oil, gas, oil shale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

Price Field Office
Price, Utah

SURFACE USE
CONDITIONS OF APPROVAL

Project Name: Prickly Pear Unit Winter Drilling Locations

Operator: Bill Barrett Corporation

I Applicable Bill Barrett Corporation Prickly Pear Bench Seven Well / Two Pad
Drilling Project EA Development with Special Mitigation Measures Section 2.4
Alternative C

Under this alternative, the project would be implemented as described in the Proposed
Action, including adherence to The Gold Book standards, except special mitigation measures
developed by BLM in coordination with UDWR would be applied as conditions of approval
to address issues related to winter activities. The following measures would be applied to
mitigate affects to the high country watershed and wildlife:

• To prevent erosion, snow must be removed within 48 hours of cessation of each winter
storm producing greater than four inches of snowfall; snow removal shall occur only on
those roads necessary to access wells and production facilities; removal equipment shall
have "boots" to eliminate removal of gravel surface with the snow

• On well pads where winter drilling is occurring, snow must be removed within 48 hours
of cessation of each winter storm producing greater than four inches of snowfall; snow
removal shall occur on the portions of the pad where access with snow removal
equipment is feasible. Snow shall be stockpiled in a retention structure per The Gold
Book standards

• Pipelines shall be buried within the disturbance of the road corridor during construction
of the road corridor to reduce overall footprint of the project and unnecessary surface
disturbance (i.e., the need for a 20 foot pipeline corridor would be eliminated)

• To reduce erosion and soil loss during heavy rain events and snow melt, drainage on or
around the well pads shall be designed to reduce erosion and sedimentation. Storm water
would be diverted away from the well locations with ditches, berms, or waterbars



the cut slopes. Rain water or snow melt collected on the well pads shall be contained and
drained into the reserve pit or directed into a water retention pond to ensure no sediment
leaves the pad

• During winter, routine travel of larger vehicles (over one ton) shall be restricted on
Prickly Pear Bench during primary times of animal movement (6:00-8:00 AM and 5:00-
7:00 PM) (contingent on presence of elk and deer in areas). Exceptions shall be made to
this limitation in the event of emergency situations

• Monitoring shall be required to ensure compliance with restricted travel times. The
proponent would contract with third party monitor to assess compliance bi-weekly at
random intervals and submit documentation to the Price Field Office reporting
compliance

II Site Specific Conditions of Approval

1. A pre-construction field meeting may be conducted prior to beginning any dirt
work approved under this APD. The operator shall contact the BLM Authorized
Officer Don Stephens @ 435-636-3608 at least 48-hours prior to beginning
operations so that the meeting can be scheduled. The operator is responsible for
having all contractors present (dirt contractors, drilling contractor, pipeline
contractor, project oversight personnel, etc.) including the overall field operations
superintendent, and for providing all contractors copies of the approved APD(s),
project map and BLM Conditions of Approval pertinent to the work that each will
be doing.

2. The area that encompasses the well location and road is environmentally sensitive
including fragile soils and vegetation. The operator may be required to perform
special measures such as mulching, erosion fencing, use of erosion fabric, etc. per
the direction of the BLM Authorized Officer to stabilize any disturbed areas and
ensure the reestablishment of long-term perennial vegetation.

3. A Paleontologist acceptable to the BLM will monitor construction activity for
surface disturbing activities described in the APD. If paleontologic resources are
uncovered during construction activities, the operator shall immediately suspend
all operations that will further disturb such resources, and immediately notify the
Authorized Officer (AO). The AO will arrange for a determination of significance
and, if necessary, recommend a recovery or avoidance plan.

4. BBC shall construct new roads to a Resource Road (Class III Road) as defined in
BLM Manual Section 9113. The road will be designed to an appropriate standard
no high than necessary to accommodate their intended function adequately in
accordance with the Surface Operating Standards for Oil & Gas Exploration and
Development, Fourth Edition and BLM Manual Section 9113 concerning



construction standards on projects subject to federal jurisdictionby August 1,
2007.

5. The operator will be responsible for performing any remediation and/or necessary
road upgrading (e.g. elevating, surfacing, culverts, low-water crossings, water-
wings, surfacing, etc.) as directed by the BLM Authorized Officer, resulting from
untimely access.

6. The access road used to access the Interplanetary Airstrip will NOT be used by
Oil and Gas personnel through May 15 in order to avoid disturbing sage grouse in
winter habitat.

7. All equipment and personnel used during drilling and construction activities will
be restricted to only approve access roads.

8. All permanent above-ground structures (e.g., production equipment, tanks, etc.)
not subject to safety requirements will be painted to blend with the natural color
of the landscape. The paint used will be a color which simulates "Standard
Environmental Colors." The color selected is Olive Black, 5WA20-6. All
facilities will be painted the designated color at the time of installation.

9. All trees salvaged from the construction of the well pad will be clearly segregated
from the spoil material, to prevent burying of trees in the spoil material.

10. No salvaged trees will be pushed up against live trees or buried in the spoil
material.

11. All areas not needed for production of the well will be reclaimed by September
30, 2007.

12. The reserve pit will be closed by November 1, 2007. If the pit is not dry, the
fluids will be removed and solidifying material in the pit to bind the remaining
wet material. Mud and cuttings left in pit must be buried at least 3-feet below re-
contoured grade,

13. The operator will drill seed on the contour to a depth of 0.5 inch, followed by
cultipaction to compact the seedbed, preventing soil and seed losses. To maintain
quality and purity, the current years tested, certified seed with a minimum
germination rate of 80% and a minimum purity of 90% will be used. On BLM
surface or in lieu of a different specific mix desired by the surface owner, use the



Species Full Seeding
(lbs/ac PLS*)

Intermediate Wheatgrass 4

Needle and Thread Grass 2

Indian Rice Grass 4

Thick-spike Wheatgrass 1

Slender Wheatgrass 1

Palmer Penstemon 1/2

Blue Flax 1/2

Small Burnet 1/2

Bitterbrush 1

Serviceberry 1

Totals 15 1/2
il

*PLS = pure live seed (this seeding rate has not been doubled).
• Slopes too steep for machinery may be hand broadcast and raked with twice the

specified amount of seed. Complete fall seeding after September 15 and prior to
prolonged ground frost. To be effective, complete spring seeding after the frost has
left the ground and prior to May 15.

14. Please contact Don Stephens, Natural Resource Specialist, (435) 636-3608,
Bureau of Land Management, Price Field Office, if there are any questions
concerning these surface use COAs.

III Standard Conditions of Approval

A. General

1. If any cultural values [sites, artifacts, human remains] are observed during
operation of this lease/permit/right-of-way, they will be left intact and the Price
Field Manager notified. The authorized officer will conduct an evaluation of the
cultural values to establish appropriate mitigation, salvage or treatment. The
operator is responsible for informing all persons in the area who are



with this project that they will be subject to prosecution for knowingly disturbing
historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator is to
immediately stop work that might further disturb such materials, and contact the
authorized BLM officer (AO). Within five working days the AO will inform the
operator as to:

• whether the materials appear eligible for the National Register of
Historic Places;

• the mitigation measures the operator will likely have to undertake
before the site can be used (assuming in situ preservation is not
necessary); and,

• a time-frame for the AO to complete an expedited review under 36
CFR 800.11 to confirm, through the State Historic Preservation
Officer, that the findings of the AO are correct and that mitigation is
appropriate. The AO will provide technical and procedural guidelines
for the conduct of mitigation. Upon verification from the AO that the
required mitigation has been completed, the operator will then be
allowed to resume construction measures.

2. The Companies will provide georeferenced spatial data depicting as-built
locations of all facilities, wells, roads, pipelines, power lines, and other related
facilities to the BLM by November 1 of each year until completion of project
construction activities has occurred.

3. If any dead or injured threatened, endangered, proposed, or candidate species is
located during construction or operation, the BLM Price Field Office (435-636-
3600) shall be notified within 24 hours.

4. The Company will conduct clearance surveys for threatened, endangered or other
special-concern species at the optimum time. This will require coordination with
the BLM before November 1 annually to review the potential for disturbance and
to agree on inventory parameters.

B. Construction

1. The operator will limit vegetation removal and the degree of surface disturbance
wherever possible. Where surface disturbance cannot be avoided, all practicable
measures will be utilized to minimize erosion and stabilize disturbed soils.

2. Remove all available topsoil from constructed well locations including areas of cut
and fill, and stockpile at the site. Topsoil will also be salvaged for use in
reclamation on all other areas of surface disturbance (roads, pipelines, etc.). Clearly
segregate topsoil from excess spoil material. Any topsoil stockpiled for one year or
longer will be signed and stabilized with annual ryegrass or other suitable cover



3. The operator will not push soil material and overburden over side slopes or into
drainages. All soil material disturbed will be placed in an area where it can be
retrieved without creating additional undue surface disturbance and where it does
not impede watershed and drainage flows.

4. Construct the backslope no steeper than 1½:1, and construct the foreslope no
steeper than 2:1, unless otherwise directed by the BLM Authorized Officer.

5. Maintain a minimum 20-foot undisturbed vegetative border between toe-of-fill of
pad and/or pit areas and the edge of adjacent drainages, unless otherwise directed
by the BLM Authorized Officer.

6. Reserve pits will be adequately fenced during and after drilling operations until pit
is reclaimed so as to effectively keep out wildlife and livestock. Adequate fencing,
in lieu of more stringent requirements by the surface owner, is defined as follows:

• Construction materials will consist of steel or wood posts. Three or four strand
wire (smooth or barbed) fence or hog panel (16-foot length by 50-inch height)
or plastic snow fence must be used with connectors such as fence staples,
quick-connect clips, hog rings, hose clamps, twisted wire, etc. Electric fences
will not be allowed.

• Construction standards: Posts shall be firmly set in ground. If wire is used, it
must be taut and evenly spaced, from ground level to top wire, to effectively
keep out animals. Hog panels must be tied securely into posts and one another
using fence staples, clamps, etc. Plastic snow fencing must be taut and sturdy.
Fence must be at least 2-feet from edge of pit. 3 sides fenced before beginning
drilling, the fourth side fenced immediately upon completion of drilling and
prior to rig release. Fence must be left up and maintained in adequate
condition until pit is closed.

7. The reserve pit will be oriented to prevent collection of surface runoff. After the
drilling rig is removed, the operator may need to construct a trench on the uphill
side of the reserve pit to divert surface drainage around it. If constructed, the trench
will be left intact until the pit is closed.

8. The reserve pit will be lined with an impermeable liner if permeable subsurface
material is encountered. An impermeable liner is any liner having a permeability
less than 10¯' cm/sec. The liner will be installed so that it will not leak and will be
chemically compatible with all substances that may be put in the pit. Liners made of
any man-made synthetic material will be of sufficient strength and thickness to
withstand normal installation and pit use. In gravelly or rocky soils, a suitable
bedding material such as sand will be used prior to installing the liner.

9. The reserve pit will be constructed so that at least half of its total volume is in solid
cut material (below natural ground level).

10. The reserve pit shall have 2 foot of freeboard maintained at all times to prevent
overflow of



l1. Culverts will be placed on channel bottoms on firm, uniform beds, which have been
shaped to accept them, and aligned parallel to the channel to minimize erosion.
Backfill will be thoroughlycompacted.

12. The minimum diameter for culverts will be 18 inches. However, all culverts will be
appropriately sized in accordance with standards in BLM Manual 9113.

13. Construction and other project-related traffic will be restricted to approved routes.
Cross-country vehicle travel will not be allowed.

14. Maximum design speed on all operator-constructed and maintained roads will not
exceed 25 miles per hour.

15. Pipeline construction shall not block nor change the natural course of any drainage.
Pipelines shall cross perpendicular to drainages. Pipelines shall not be run parallel
in drainage bottoms. Suspended pipelines shall provide adequate clearance for
maximum runoff.

16. Pipeline trenches shall be compacted during backfilling. Pipeline trenches shall be
routinely inspected and maintained to ensure proper settling, stabilization and
reclamation.

17. During construction, emissions of particulate matter from well pad and road
construction would be minimized by application of water or other non-saline dust
suppressants with at least 50 percent control efficiency. Dust inhibitors (surfacing
materials, non-saline dust suppressants, and water) will be used as necessary on
unpaved roads that present a fugitive dust problem. The use of chemical dust
suppressants on public surface will require prior approval from the BLM
Authorized Officer.

18. The operator shall submit a Sundry Notice (Form 3160-5) to BLM for approval
prior to construction of any new surface disturbing activities that are not
specifically addressed in the approved APD.

C. Operations/Maintenance

1. If in the process of air drilling the wells there is a need to utilize mud, all
circulating fluids will be contained either in an approved pit or in an aboveground
containment tank. The pit or containment tank will be large enough to safely
contain the capacity of all expected fluids without danger of overflow.

2. All waste, other than human waste and drilling fluids, will be contained in a
portable trash cage. This waste will be transported to a State approved waste
disposal site immediately upon completion of drilling operations. No trash or
empty barrels will be placed in the reserve pit or buried on location. All state and
local laws and regulations pertaining to disposal of human and solid waste will be
complied with.

3. Rat and mouse holes shall be filled and compacted from the bottom to the top
immediately upon release of the drilling rig from the



4. The operator will be responsible for prevention and control of noxious weeds and
weeds of concern on all areas of surface disturbance associated with this project
(well locations, roads, water management facilities, etc.) Use of pesticides shall
comply with the applicable Federal and State laws. Pesticides shall be used only
in accordance with their registered uses and within limitations imposed by the
Secretary of Interior. Prior to the use of pesticides on public land, the holder shall
obtain from the BLM authorized officer written approval of a plan showing the
type and quantity of material to be used, pest(s) to be controlled, method of
application, location of storage and disposal of containers, and any other
information deemed necessary by the authorized officer to such use.

5. The operator and their contractors shall ensure that all use, production, storage,
transport and disposal of hazardous and extremely hazardous materials associated
with the drilling, completion and production of these wells will be in accordance
with all applicable existing or hereafter promulgated federal, state and local
government rules, regulations and guidelines. All project-related activities
involving hazardous materials will be conducted in a manner to minimize
potential environmental impacts. In accordance with OSHA requirements, a file
will be maintained onsite containing current Material Safety Data Sheets (MSDS)
for all chemicals, compounds and/or substances which are used in the course of
construction, drilling, completion and production operations.

6. Hydrocarbons shall be put in test tanks on location during completion work.
Produced water will be put in the reserve pit during completion work per Onshore
Order #7.

7. The only fluids/waste materials which are authorized to go into the reserve pit are
RCRA exempt exploration and production wastes. These include:
- drilling muds & cuttings
- rigwash
- excess cement and certain completion & stimulation fluids defined by

EPA as exempt
It does not include drilling rig waste, such as:
- spent hydraulic fluids
- used engine oil
- used oil filter
- empty cement, drilling mud, or other product sacks
- empty paint, pipe dope, chemical or other product containers
- excess chemicals or chemical rinsate
Any evidence of non-exempt wastes being put into the reserve pit may result in
the BLM Authorized Officer requiring specific testing and closure requirements.

8. If this well is drilled during the fire season (June-October), the operator shall
institute all necessary precautions to ensure that fire hazard is minimized,
including but not limited to mowing vegetation on the access route(s) and well
location(s), keeping fire fighting equipment readily available when drilling,



D. Dry Hole/Reclamation

1. All disturbed lands associated with this project, including the pipelines, access
roads, water management facilities, etc will be expediently reclaimed and
reseeded in accordance with the surface use plan and any pertinent site-specific
COAs.

2. Disturbed lands will be re-contoured back to conform with existing undisturbed
topography. No depressions will be left that trap water or form ponds.

3. Reserve pits will be closed as soon as possible, unless the BLM Authorized
Officer gives an extension. Squeezing of pit fluids and cuttings is prohibited. Pits
must be dry of fluids or they must be removed via vac-truck or other
environmentally acceptable method prior to backfilling, re-contouring and
replacement of topsoil. Mud and cuttings left in pit must be buried at least 3-feet
below re_contoured grade. The operator will be responsible for re contouring any
subsidence areas that develop from closing a pit before it is sufficiently dry.

4. Before the location has been reshaped and prior to redistributing the topsoil, the
operator will rip or scarify the drilling platform and access road on the contour, to
a depth of at least 12 inches. The rippers are to be no farther than 24 inches apart.

5. Distribute the topsoil evenly over the entire location and other disturbed areas.
Prepare the seedbed by disking to a depth of 4-to-6 inches following the contour.

6. Phased reclamation plans will be submitted to BLM for approval prior to
individual POD facility abandonment via a Notice of Intent (NOI) Sundry Notice.
Individual facilities, such as well locations, pipelines, discharge points,
impoundments, etc. need to be addressed in these plans as they are no longer
needed. Individual items that will need to be addressed in reclamation plans
include:

• Pit closure
• Configuration of reshaped topography, drainage systems, and other surface

manipulations
• Waste disposal
• Revegetation methods, including specific seed mix (pounds pure live

seed/acre) and soil treatments (seedbed preparation, fertilization, mulching,
etc.). On private surface, the landowner should be consulted for the specific
seed mix.

• Other practices that will be used to reclaim and stabilize all disturbed areas,
such as water bars, erosion fabric, hydro-mulching, etc.

• An estimate of the timetables for beginning and completing various
reclamation operations relative to weather and local land uses.

• Methods and measures that will be used to control noxious weeds, addressing
both ingress and egress to the individual well or



• Decommissioning/removal of all surface facilities

7. BLM will not release the performance bond until all disturbed areas associated
with the APD/POD have been successfully revegetated (evaluation will be made
after the second complete growing season) and has met all other reclamation goals
of the surface owner and surface management agency.

8. A Notice of Intent to Abandon and a Subsequent Report of Abandonment must be
submitted for abandonment approval.

9. For performance bond release approval, a Final Abandonment Notice (with a
surface owner release letter on split-estate) must be submitted prior to a final
abandonment evaluation by BLM.

10. Soil fertility testing and the addition of soil amendments may be required to
stabilize some disturbed lands.

11. Any mulch utilized for reclamation needs to be certified weed free.

12. Waterbars are to be constructed at least one (1) foot deep, on the contour with
approximately two (2) feet of drop per 100 feet of waterbar to ensure drainage,
and extended into established vegetation. All waterbars are to be constructed with
the berm on the downhill side to prevent the soft material from silting in the
trench. The initial waterbar should be constructed at the top of the backslope.
Subsequent waterbars should follow the following general spacing guidelines:

Slope Spacing Interval
(percent) (feet)

<2 200
2 - 4 100
4 - 5 75

> 5 50

E. Producing Well

1. Landscape those areas not required for production to the surrounding topography
as soon as possible.

2. Reduce the backslope to 2:1 and the foreslope to 3:1, unless otherwise directed by
the BLM Authorized Officer. Reduce slopes by pulling fill material up from
foreslope into the toe of cut slopes.

3. Production facilities (including dikes) must be placed on the cut portion of the
location and a minimum of 15 feet from the toe of the back cut unless otherwise
approved by the BLM Authorized



4. Any spilled or leaked oil, produced water or treatment chemicals must be reported
in accordance with NTL-3A and immediately cleaned up in accordance with
BLM requirements. This includes clean-up and proper disposition of soils
contaminated as a result of such spills/leaks.

5. Distribute stockpiled topsoil evenly over those areas not required for production
and reseed as recommended.

6. Upgrade and maintain access roads and drainage control (e.g., culverts, drainage
dips, ditching, crowning, surfacing, etc.) as necessary and as directed by the BLM
Authorized Officer to prevent soil erosion and accommodate safe,
environmentally-soundaccess.

7. Prior to construction of production facilities not specifically addressed in the
APD, the operator shall submit a Sundry Notice to the BLM Authorized Officer
for approval.

8. If not already required prior to constructing and drilling the well location, the
operator shall immediately upgrade the entire access road to BLM standards
(including topsoiling, crowning, ditching, drainage culverts, surfacing, etc.) to
ensure safe, environmentally-sound, year-round access. This requirement does
not supercede or apply where specific road requirements are addressed in the
APD/POD surface use plan (e.g., two track road, spot upgrade, etc.)

9. Waterbars shall be installed on all reclaimed pipeline corridors per the guidelines
in D #12.

F. Roads and Pipelines

1. Roads constructed on BLM lands shall be constructed to allow for drainage and
erosion control. The operator is responsible for maintenance of all roads
authorized through the lease or right-of-way. Construction and maintenance shall
comply with Class III Road Standardswith a 16-ft wide graveled travel surface as
described in BLM Manual Section 9113, the BLM Gold Book standards and the
Moab District Road Standards, except as modified by BLM. Maintenance may
include but is not limited to grading, applying gravel, snow removal, ditch
cleaning, and headcut restoration/prevention.

2. Topsoil from access roads and pipelines are to be wind rowed along the uphill
side of the road or stored in an approved manner. When the road and pipeline is
rehabilitated, this soil will then be used as a top coating for the seed bed.

3. The operator shall provide an inspector under the direction of a registered
professional engineer (PE) at all times during road construction. A PE shall
certify (statement with PE stamp) that the road was constructed to the required
Bureau of Land Management (BLM) road



4. Erosion-control structures such as water bars, diversion channels, and terraces
will be constructed to divert water and reduce soil erosion on the disturbed area.
Road ditch turnouts shall be equipped with energy dissipaters as needed to avoid
erosion. Where roads interrupt overland sheet-flow and convert this runoff to
channel flow, ditch turnouts shall be designed to reconvert channel flow to sheet
flow. Rock energy dissipaters and gravel dispersion fans may be used, or any
other design which would accomplish the desired reconversion of flow regime.
As necessary cut banks, road drainages, and road crossings shall be armored or
otherwise engineered to prevent



C. REQUIRED APPROVALS,REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Notify the Price Field Office at least 48-hours prior to commencing
construction of location.

_Spu.d-Notify the Price Field Office24-hours prior to spud. Submit written notification (Sundry
Notice, Form 3160-5) to the Moab Field Office within 24-hours after spud, regardless of whether
using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Office on at least a weekly basis. This report may be in any
format customarily used by the operator.

Oiland Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS)on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Office on a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, immediately notify
the Price Field Office,and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivityof
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Officewhen the well is placed into production. Initial notification may be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a We/I
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-daysafter completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample descriptions, directional
surveys, and all other surveys or data obtained and compiled during the drilling, workover,
and/or completion operations, will be filed with Form 3160-4. When requested, samples
(cuttings and/or samples) will be submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in untilthe gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqlinq- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Officeprior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Officewithin thirty-daysfollowing completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment will not be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Don Stephens (435-636-3608) or Walton Willis (435-636-3662) of the BLM Price Field
Office for the following:

2 days prior to commencement of dirt work, construction and reclamation; (Stephens)

1 day prior to spud; (Willis)

50 feet prior to reaching the surface casing setting depth; (Willis)

3 hours prior to testing BOP equipment. (Willis)

If the person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



Fonn 3160-5 UNITED STATES FORMAPPROVED

(April2004) DEPARTMENT OF THE INTERIOR
E0pM

BUREAUOF LAND MANAGEMENT 5.Ir.aseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU 011604 SH/UTU 0137844 BH

Do not use this form for proposals to drill or to re-enteran 6. Iffndian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposais· n/a

SUBMITIN TRIPLICATE- Other instructions on reverse side. 7. Ifunitor CA/Agreement,Nameand/orNo.

Prickly Pear Unit
1. Type of

ilWell GasWell O&er 8. Well NameandNa

2. Nameofgr
Prickly Pear Unit Fed 4-27D-12-15

BILL BARRETT CORPORATION 9. APIWellNo.

3a Address 3b. PhoneNo.(includearea code)
43-007-31237

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea

4. Locationof Well (Footage,Sec.,T, R.,M, or SurveyDescription) Nine Mile/Mesaverde

SWSW, 825' FSL, 463' FWL
11. CountyorParish, State

Sec. 22-T12S-R15E Carbon County, Utah

12. CHECK APPROPRIATE BOX(ES)TO INDICATE NATURE OF NDIIŒ, REPORT, OR GIRER DATA

TYPEOF SUBMISSION TYPE OF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off

Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrhy

SubsequentReport Casing Repair New Construction Recomplete Other Change in surface

ChangePlans PlugandAbandon TemporarilyAbandon casing depth

FinalAbandonmentNotice ConverttoInjection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearlystateall pertinentdetails,includingestimatedstattingdateof any proposedwork andapproximatedurationthereof.

If theproposalis todeependirectionallyor recomplete horizontally,givesubsurfacelocationsandmeasuredand truevertical depthsof all pertinentmarkersandzones.

AttachtheBondunder whichthework willbe performedor providethe BondNo. on filewithBLMlBIA. Requiredsubsequentreports shallbe filedwithin 30 days

followingcompletionof theinvolvedoperations. If the operationresultsina multiplecompletionorrecompletionina newinterval,a Form3160-4shallbefiledonce

testinghasbeencompleted.FinalAbandonmentNoticesshallbefiledonlyafterall requirements,includingreclamation,havebeencompleted,and the operatorhas

determinedthatthesite isreadyfor finalinspection.)

AS PER CONDITION 3 OF THE DRILLING PROGRAM CONDITIONS OF APPROVAL, THIS SUNDRY IS BEING SUBMITTED TO

REVISE THE SETTING DEPTH OF THE SURFACE CASING TO 1400' (FROM 1000'). BASED ON THIS REVISION, LEAD CEMENT

FOR THE SURFACE CASING WILL CHANGE TO 380 SACKS.

A REVISED DIRECTIONAL PLAN IS ATTACHED. IF YOU HAVE ANY QUESTIONS OR REQUIRE FURTHER INFORMATION,

PLEASE CONTACT ME AT THE NUMBER LISTED ABOVE.

Accepted by the
Utah Division of

Oil, Gas and Mining
FORRECORDONL,Y

14. I hereby certify thatthe foregoingis true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 02/26/2007

THIS SPACE ÑFEDERAL OR STATE OFFICE USE

.Appoved \ž_ Title Date

Conditionsof approval, if any, are attached. Approval of this noticedoesnot warrantor

certify thatthe applicantholds legalor equitable titleto those rights in thesubjectlease Office
which wouldentitletheapplicanttoconductoperations thereon.

United

(Instructions on page 2) FEB28 2007
DIV.0FOIL,GAS&



SECTION DETAILS

Sec MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSec Target

1 0,00 0.00 172.53 0.00 0.00 0.00 0.00 0.00 0.00

2 1460.00 0.00 172.53 1460.00 0.00 0.00 0.00 0.00 0.00

3 2280.72 20.52 172.53 2263.29 -144.15 18.91 2.50 172.53 145.39

PRICKLY PEAR UF #4-27D-12-15 4 5449.64 20.52 172.53 5231.19 -1245.43 163.40 0.00 0.00 1256.10

5 6817.51 0.00 172.53 6570.00 -1485.68 194.92 1.50 180.00 1498.41 Price River 4-27

SEC22T12SR15E 6 7467.51 0.00 172.53 7220.00 -1485.68 194.92 0.00 172.53 1498.41

825' FSL, 463' FWL
CARBONCOUNTY, UTAH WELL DETAILS

Name +N/-S +E/-W Northing Easting Latitude Longitude Slot

#4-270-T12S-Rl5E -10.01 11.99 7081719.08 1997189.01 39°45'l4.931N 110*13'51.376W N/A

FORMATION TOP DETAILS SITE DETAILS

KB ELEVATION: 7295.6' No. TVDPath MDPath Formation Prickly Pear Unit Fed Sec 22 T12S R15E Pad

GR ELEVATION:7279.6' 1 2740.00 2789.72 Wasatch Site Centre Latitude: 39°45'l S.030N

2 4650.00 4829.09 NorthHorn Longitude: 110°13'51.530W

ÛO 3 6290.00 6537.26 Dark Canyon
4 6570.00 6817.51 PriceRiver GroundLevel: 7279.60

Positional Uncertainty: 0.00
Convergence: 0.81

100 CSG PT - 00
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KOP 0° 14 0 MD Start Build 2.50

825' FSL, 463' FWL
SECTION 22

200 H LD G D Start Hold -100

- 2263 4 Wasatch Í

2500 Was th

3000 -600

Azimuths to True North

7 35ûù
- M Magnetic North: 11.90°

SECTE )N 2ž
Magnetic Field

°600
- - - - - - - • - - -- - - -- - -

Strength: 52560nT i . SECTO )N 27
o -

Dip Angle: 65.65°
.c:

Date: 2/23/2007
4000- -------

Model: bggm2006
-lûû0 North Horn

4 North Horn
Dark Canvon

500
.

-1200

o -

Price River
a -

DROP I2 ° 5450 MD Start Drop -1.50

5231 1256
-14uu

5500 Dark ~'anyon

-1600

PBHL
6000- PRICE RIVER/HOLD -1800

1485.68' S, 194.92' E -

· 6817.51' MD, 6570.00 TVD 660' FNL, 660' FWL
0.00° INC., 1498.41' V'SECT

... -

SECTION 27

-430 -230 ( 200 400 600 800

West(-)/East(+)[400ftlin]

iûúú
· -

PBUL 0° 7468 MD TD
7220 1498 ,

-530 0 500 1000 1500 2000 2500 Plan:Plan#2(#4-27D-T12S-RISEll)

Vertical Section at 172.53° [1000ft/in] Created By: L WINCHELL Date:



Weatherford Drilling Services V
PROPOSAL PLAN REPORT i

°

Company: BILL BARRETTCORP Date: 2/23/2007 Time: 13:50:31 Page T

Field: CARBONCOUNTY,UTAH ,
Co-ordinate(NE) Reference: Well: #4-27D-T12S-R15E,True North

Site: PricklyPear UnitFed Sec 22 T12S R15E Pad Vertical (TVD) Reference: SITE 7295.6

Welli 4-27D-T12S-Ri5E Section(VS) Reference: Well (0.00N,0.00E,172.53Azl)

Wellpath: 1 SurveyCalculation Method: MinimumCurvature Db: Sybase

Field: CARBON COUNTY, UTAH

Map System:USState Plane Coordinate System 1983 Map Zone: Utah, Central Zone

Geo Datum: GRS 1980 Coordinate System: Well Centre

Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Site: Prickly Pear Unit Fed Sec 22 T12S R15E Pad

Site Position: Northing: 7081728.92 ft Latitude: 39 45 15.030 N

From: Geographic Easting: 1997176.88 ft Longitude: 110 13 51.530 W

Position Uncertainty: 0.00 ft North Reference: True

Ground Level: 7279.60 ft Grid Convergence: 0.81 deg

Well: #4-27D-T12S-R15E Slot Name:

Well Position: +N/-S -10.01 ft Northing: 7081719.08 ft Latitude: 39 45 14.931 N
+El-W 11.99 ft Easting : 1997189.01 ft Longitude: 110 13 51.376 W

Position Uncertainty: 0.00 ft

Welipath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7295.60 ft AboveSystem Datum: Mean Sea Level

Magnetic Data: 2/23/2007 Declination: 11.90 deg

Field Strength: 52560 nT Mag Dip Angle: 65.65 deg

Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

ft ft ft deg

0.00 0.00 0.00 172.53

Plan: Plan #2 Date Composed: 9/12/2006
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Incl Azim TVD +N/-S +E/-W DLS Build Turn TFO Target

ft deg deg ft ft ft deg/100ft degÏ100ftdeg/100ft deg

0.00 0.00 172.53 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1460.00 0.00 172.53 1460.00 0.00 0.00 0.00 0.00 0.00 0.00

2280.72 20.52 172.53 2263.29 -144.15 18.91 2.50 2.50 0.00 172.53

5449.64 20.52 172.53 5231.19 -1245.43 163.40 0.00 0.00 0.00 0.00

6817.51 0.00 172.53 6570.00 -1485.68 194.92 1.50 -1.50 0.00 180.00 Price River 4-27

7467.51 0.00 172.53 7220.00 -1485.68 194.92 0.00 0.00 0.00 172.53

Survey

MD Incl Azim TVD N/S E/W VS Build Turn DIÈ Comment

ft deg deg ft ft it it deg/100ft deg/100ft deg/100ft

1400.00 0.00 172.53 1400.00 0.00 0.00 0.00 0.00 0.00 0.00 CSG PT

1460.00 0.00 172.53 1460.00 0.00 0.00 0.00 0.00 0.00 0.00 KOP

1500.00 1.00 172.53 1500.00 -0,35 0.05 0.35 2.50 0.00 2.50

1600.00 3.50 172.53 1599.91 -4.24 0.56 4.27 2.50 0.00 2.50

1700.00 6.00 172.53 1699.56 -12.45 1.63 12.55 2.50 0.00 2.50

1800.00 8.50 172.53 1798.75 -24.96 3.27 25.17 2.50 0.00 2.50

1900.00 11.00 172.53 1897.30 -41.75 5.48 42.11 2.50 0.00 2.50

2000.00 13.50 172.53 1995.02 -62.79 8.24 63.32 2.50 0.00 2.50

2100.00 16.00 172.53 2091.71 -88.03 11.55 88.78 2.50 0.00 2.50

2200.00 18.50 172.53 2187.21 -117.43 15.41 118.43 2,50 0.00 2.50

2280.72 20.52 172.53 2263,29 -144.15 18.91 145.39 2.50 0.00 2,50 HOLD

2300.00 20.52 172,53 2281.35 -150.85 19.79 152.15 0.00 0.00 0,00

2400.00 20.52 172.53 2375.00 -185.61 24.35 187.20 0.00 0.00 0.00

2500.00 20.52 172.53 2468.66 -220.36 28.91 222.25 0.00 0.00 0.00

2600.00 20.52 172.53 2562.32 -255.11 33.47 257.30 0.00 0.00



Weatherford Drilling Services
PROPOSAL PLAN REPORT o ¡

°

Company: BILLBARRETTCORP Date: 2/23/2007 Time: 13:50:31 Page: 2

Field: CARBONCOUNTY, UTAH Co-ordinate(NE)Reference: Well:#4-27D-T12S-R15E True North

Site: Prickly Pear UnitFed Sec 22 T12S R15E Pad Vertica1(TVD) Reference: SITE 7295.6

Well: #4-27D-T12S-Ri5E Section (VS)Reference: Well (0.00N,0.00E,172.53Azl)

Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Survey
MD Incl Azini TVD N/S E/W S äisilti Turn DLS Comment

ft deg deg ft ft ft it deg/100ft deg/100ft deg/100ft

2700.00 20.52 172.53 2655.97 -289.86 38.03 292.35 0.00 0.00 0.00

2789.72 20.52 172.53 2740.00 -321.04 42.12 323.79 0.00 0.00 0.00 Wasatch

2800.00 20.52 172.53 2749.63 -324.61 42.59 327.40 0.00 0.00 0.00

2900.00 20.52 172.53 2843.28 -359.37 47.15 362.45 0.00 0.00 0.00
3000.00 20.52 172.53 2936.94 -394.12 51.71 397.50 0.00 0.00 0.00

3100.00 20.52 172.53 3030.60 -428.87 56.27 432.55 0.00 0.00 0.00

3200.00 20.52 172.53 3124.25 -463.62 60.83 467.60 0.00 0.00 0.00

3300.00 20.52 172.53 3217.91 -498.38 65.39 502.65 0.00 0.00 0.00

3400.00 20.52 172.53 3311.57 -533.13 69.95 537.70 0.00 0.00 0.00

3500.00 20.52 172.53 3405.22 -567.88 74.51 572.75 0.00 0.00 0.00

3600.00 20.52 172.53 3498.88 -602.63 79.07 607.80 0.00 0.00 0.00

3700.00 20.52 172.53 3592.54 -637.39 83.62 642.85 0.00 0.00 0.00

3800.00 20.52 172.53 3686.19 -672.14 88.18 677.90 0,00 0.00 0.00

3900.00 20.52 172.53 3779.85 -706.89 92.74 712.95 0,00 0.00 0.00

4000.00 20.52 172.53 3873.50 -741.64 97.30 748.00 0.00 0.00 0.00

4100.00 20.52 172.53 3967.16 -776.39 101.86 783.05 0.00 0.00 0.00

4200.00 20.52 172.53 4060.82 -811.15 106.42 818.10 0.00 0.00 0.00

4300.00 20.52 172.53 4154.47 -845.90 110.98 853.15 0.00 0.00 0.00

4400.00 20,52 172.53 4248.13 -880.65 115.54 888.20 0.00 0.00 0.00

4500.00 20.52 172.53 4341.79 -915.40 120.10 923.25 0.00 0.00 0.00

4600.00 20.52 172.53 4435.44 -950.16 124.66 958.30 0.00 0.00 0.00

4700.00 20.52 172.53 4529.10 -984.91 129.22 993.35 0.00 0.00 0.00

4800.00 20.52 172.53 4622.75 -1019.66 133.78 1028.40 0.00 0.00 0.00

4829.09 20.52 172,53 4650.00 -1029.77 135.11 1038.59 0.00 0.00 0.00 North Horn

4900.00 20.52 172.53 4716.41 -1054.41 138.34 1063.45 0.00 0.00 0.00

5000.00 20.52 172.53 4810.07 -1089.16 142,90 1098.50 0.00 0.00 0.00

5100.00 20.52 172.53 4903.72 -1123.92 147.46 1133.55 0.00 0.00 0.00

5200.00 20.52 172.53 4997.38 -1158.67 152.02 1168.60 0.00 0.00 0.00

5300.00 20.52 172.53 5091.04 -1193.42 156.58 1203.65 0.00 0.00 0.00

5400.00 20.52 172.53 5184.69 -1228.17 161.14 1238.70 0.00 0.00 0.00

5449.64 20.52 172.53 5231.19 -1245.43 163.40 1256.10 0.00 0.00 0.00 DROP

5500.00 19.76 172.53 5278.46 -1262.62 165.65 1273.44 -1.50 0.00 1.50

5600.00 18.26 172.53 5373.00 -1294.92 169.89 1306.01 -1.50 0.00 1.50

5700.00 16.76 172.53 5468.37 -1324.75 173.81 1336.10 -1.50 0.00 1.50

5800.00 15.26 172.53 5564.48 -1352.10 177.40 1363.69 -1.50 0.00 1.50

5900.00 13.76 172.53 5661.29 -1376.95 180.65 1388.75 -1.50 0.00 1.50

6000.00 12.26 172.53 5758.72 -1399.27 183.58 1411.26 -1.50 0,00 1.50

6100.00 10.76 172.53 5856.71 -1419.06 186.18 1431.22 -1.50 0.00 1.50

6200.00 9.26 172.53 5955.18 -1436.30 188.44 1448.61 -1.50 0.00 1.50

6300.00 7.76 172.53 6054.07 -1450.97 190.37 1463.41 -1.50 0.00 1.50

6400.00 6.26 172.53 6153.32 -1463.08 191.96 1475.62 -1.50 0.00 1.50

6500.00 4,76 172.53 6252.86 -1472,60 193.21 1485.22 -1.50 0.00 1.50

6537.26 4.20 172.53 6290.00 -1475.49 193.58 1488.14 -1.50 0.00 1.50 Dark Canyon

6600.00 3.26 172.53 6352.61 -1479.54 194.12 1492.22 -1.50 0.00 1.50

6700.00 1.76 172.53 6452.51 -1483.89 194.69 1496.60 -1.50 0.00 1.50

6800.00 0.26 172.53 6552.49 -1485.64 194.92 1498.37 -1.50 0.00 1.50

6817.51 0.00 172.53 6570.00 -1485.68 194.92 1498.41 -1.50 0.00 1.50 Price River 4-27

6900.00 0.00 172.53 6652.49 -1485.68 194.92 1498.41 0.00 0.00 0.00

7000.00 0.00 172.53 6752.49 -1485.68 194.92 1498.41 0.00 0.00 0.00

7100.00 0.00 172.53 6852.49 -1485.68 194.92 1498.41 0.00 0.00 0.00

7200.00 0.00 172.53 6952.49 -1485.68 194.92 1498.41 0.00 0.00 0.00

7300.00 0.00 172.53 7052.49 -1485.68 194.92 1498.41 0.00 0.00 0.00

7400.00 0.00 172.53 7152.49 -1485.68 194.92 1498.41 0.00 0.00



Weatherford Drilling Services Ÿ
PROPOSAL PLAN REPORT

Com¡iany BILLBARRETTCORP Date: 2/23/2007 Time: 13:50:31 Page 3

Field: CARBONCOUNTY, UTAH Co-ordinate(NE) Reference: Weil:#4-27D-T12S-R15E, True North

Site: Pfickly Pear Unit Fed Sec 22 T12S R15E Pad Vertical (TVD) Reference: SITE 7295.6

Well: #4-27D-T12S-R15E Section (VS) Reference: Well (0.00N,0.00E,172.53Azl)

Wellpath: Survey Calculation Method: MinimumCurvature Db: Sybase

Survey
MD Incl Azint TVD N/S E/W S Build Turn DLS Comment

ft deg deg ft ft ft ff d g/f00ft deg/100ft degli00ft

7467.51 0.00 172.53 7220.00 -1485.68 194.92 1498.41 0.00 0.00 0.00 PBHL

Annotation

MD TVD
ft ft

1460.00 1460.00 KOP
2280.72 2263.29 HOLD
5449.64 5231.18 DROP
6817.51 6570.00 PRICE RIVER/HOLD
7467.51 7220.00 PBHL

Formations

MD TVD Formations Lithology Dip Angle Dip Direction

ft ft
deg deg

2789.72 2740.00 Wasatch 0.00 0.00

4829.09 4650.00 North Horn 0.00 0.00

6537.26 6290.00 Dark Canyon 0.00 0.00

6817.51 6570.00 Price River 0.00 0.00

Casing Points

MD TVD Diameter Hole Size Name

1400.00 1400.00 0.000 0.000 CSG PT

Targets
Map Map <- Latitude --->

<- Longitude --->

Name Description TVD +N/-S +ENW Northing Easting Deg Min Sec Deg Min Sec

Dip. Dir. ft ft ft ft ft

Price River4-27 6570.00 -1485.68 194.92 7080236.311997404.99 39 45 0.247 N 110 13 48.881 W

-Circle (Radius: 200)
-Plan hit



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: BILL BARRETT CORPORATION

Well Name: PRICKLY PEAR U FED 4-27D-12-15

Api No: 43-007-31237 Lease Type: FEDERAL

Section__2_2_Township 12S Range 15E County CARBON

Drilling Contractor PETE MARTIN RIG # 6

SPUDDED:
Date 03/06/07

Time

How DRY

Drilling will Commence:

Reported by DOMINIC SPENCER

Telephone # (303) 312-8164

Date 03/07/07 Signed



STATE OF UTAH FORM 6
DEPAR TMENT OF NATURAL RESOURCES

OlVISION OF OL GAS AND MINING

ENTITY ACTION FORM

Operator Bill Barrett Corporation Operator Account Number N 2165

Address 1099 18th Street. Suite 2300

citv Denver

state CO TRË$ __
Phone Number (303) 312-8134

Well i

API Number Well Name QQ Sec Twp Rng County
4300731239 Prickly Pear Unit Fed 3-27D-12-15 SWSW 22 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

3/6/2007
Comments:

Spudding Operations were conducted by Peter Martin Drillingon 3/6/2007.

Well 2

API Number Well Name QQ Sec Twp Rng County
4300731237 Prickly Pear Unit Fed 4-27D-12-15 SWSW 22 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

3/6/2007

Comments:
Spudding Operations were conducted by Peter Martin Drilling on 3/6/2007.

Well 3

API Number Well Name QQ Sec Twp Rng County
4300731238 Prickly Pear Unit Fed 13-22-12-15 SWSW 22 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

3/6/2007
Comments:

Spudding Operations were conducted by Peter Martin Drillingon 3/6/2007.

PW = m//4

ACTION CODES:
A - Establish new entity for new well (single well only) Tracey Fallang
8 - Add new well to existing entity (groupor unit well) Name ( lease Print)
C - Re-assign well from one existing entityto another existing entity
D - Re-assign well from one existing entity to a i v Signatur

E - Other (Explain in 'comments' section) þÊÔtlVED Environmeetpf Analyst /7/2007

MAR072007 "

DN.0FOlL,GAS&



CONFIDENTIAl.
Fenn 3160-5 UNITEDSTATES FORM O
(April2004) DEPARTMENTOFTHE INTERIOR 31 7

BUREAUOFLAND MANAGEMENT 5. LeaseSenalNo
SUNDRY NOTICES AND REPORTS ON WELLS UToo137s44tan)

Do not use this form for proposals to drIll or to re-enter an 6. If Indian,AllotteeorTribeNane

abandoned well. Use Form 3160 - 3 (APD) for such proposais· n/a

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUniter CA/Agreement,Nameand/or No

1. Typeo 11
Prickly Pear Unit

OilWell / GasWell Other 8. WellNameand Na

1 Nameof Prickly Pear Unit Fed 4-27D-12-15
BILL BARRETT CORPORATION 9. APIWell No.

3a Address 3b. PhoneNa (include anta code) 43-007-31237

1099 18th Street Suite 2300 Denver CO 80202 303 312-8168 10.FieldandPool,or ExplomtoryArea

4. LocationofWell (Foctqge,Sec.,T.,R.,M, orSurwyDescription) Nine Mile/Wasatch-Mesaverde

SWSW, See. 22, T12&R15E
11. Countyor Parish, State

825' FSL, 463' FWL Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NGIICE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Pmduction (Stalt/Resume) Waer Shut-OK
O Noticeof Intent Alta Caing FmetureTreat Reclamadon WeßInte¢ty

Subsequent Caing Repair NewComtruction Recomple Other Weekly Activity

O ChægePlæs PlugandAbandon TemporarilyAbandon Report

FinalAbandonmentNotice Convertto Igetim PlugBack WaterDeposal

13. DescribeProposedorCompletedOperation(clearlystateallpertinentdetails,includingstimated startingdateof anyproposedwork andapproximate durationthereof.
Iftheproposalistodeependirectionallyerrecompletehorizontally,givesubsurface locationsand measuredandtruevertical depthsofallperdnentmarkersand zones.

AttachtheBondunder whichtheworkwillbe perfumed or providetheBondNo. onfilewithBLM/BIA.Requitedsubsequentreportsshallbe filedwithin30days
followingcompletionoftheinvolvedopemtions.If theoperationtesults ina multiplecompletionor recompletionina newinterval,a Form3160-4shall befiledonce

testinghasbeencompleted.FinalAbendonmentNoticesshallbefiledonlyafterallrequiremenis,includingreclamation,havebeencompleted,and theopemtor has
determinedthatthesiteisreadyforfinalinspection.)

WEEKLY DRILLING ACTIVITY REPORT FROM 04/03/2007 - 04/08/2007.

14. Iherebycertify thattheforegoingistrue and correct
Name (Printed/Typed)

Matt Barber Title Regulatory Analyst

Signatur Date 04/19/2007

THIS SPACE FOR FEDERALOR STATE OFFICE USE

Approvedly Title Dale

Conditionsof approval, if any,areattached. Approvalof thisnoticedoesnotwarrantor
certify thatthe applicantholdslegalor equitabletitleto thoserightsinthesubjectlease Office
whichwouldentitletheapplicanttoconductoperationsthereon.

Title 18U.S.C.Section1001andTitle43U.S.C.Section1212,makeita crimeforanypersonknowinglyand willfullytomaketo anydepartmentor agency of the United
Statesanyfalse,fictitiousor fraudulentstatementsor representationsastoanymatterwithinits junsdiction.
(Instructionson page 2) HELE IVLU

APR2 0 2001

DIV.0FOIL,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/8/2007

Surface Location : SWSW-22-12S-15 E 26th PM Area : West Tavaputs Report #: 6

Spud Date : 4/3/2007 Days From Spud : 5 Depth At 06:00 : 5640

Morning Operations : Directional drilling 8.75 " hole Estimated Total Depth : 7447

Remarks :

DSLTA : 457 DAYS.
Time To Description BOILERHRS:10
5:00 PM Directional drill 8.75" hole f/ 4843'ft to 5253'ft w/21.69deg.inc @ SAFETY MEETINGS:Changing shaker screens/Cleaning

173.02 az. generator house

5:30 PM Rig service TUBULARSON LOCATION :

6:00 AM Directional drill 8.75" hole f/ 5253'ft to 5640'ft w/13.50 deg. inc @ (3) 8" DC'S

174.50 az. (6) 6.5" DC'S
(35) JTS. 4.5" SHWDP-KNIGHT OIL TOOL
(343) JTS. 4.5' 16.60 XHG-105 DP

MOTORS ON LOCATION :

Hunting 6.75"AKOl.13RPG w/7.875 Stab.
S/n 2143(106.5 hrs-In hole)

Hunting 6.75"AKOI.13RPG w/7.875 Stab.
S/n 2081
Hunting 6.25"AKO/.16RPG Slick S/n 6030-hrs
Hunting 6.25 ESX11Slick S/n 6245(13.5 hrs)

WATERDELIVERED:640 bbis
TOTAL WATER: 3780 bbis

FUEL ON HAND:3297 GAL
FUEL USED DAILY :1434 GAL
TOTAL FUEL USED:6022 GAL

BOP drill: Crew#1-1 min. 50 sec.
Crew #2-1min. 20 sec.

SPR #1:255psi w/48 stks @1902'ft
SPR#2:318psi w/45 stks @5631'ft

ACC:2700
MAN:1700
ANN: 1100
Fluid:13"in

RECEIVED
APR2 O2007

Report By Wellcore
April 19, 2007 07:32 AM

DIV.0FOIL,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/7/2007

Surface Location : SWSW-22-12S-15 E 26th PM Area: West Tavaputs Report #: 5

Spud Date : 4/3/2007 Days From Spud : 4 Depth At 06:00 : 4843

Morning Operations : Directional drilling 8.75" hole Estimated Total Depth : 7447

Remarks :

DSLTA : 456 DAYS.
Time To Description BOILER HRS:0

5:30 PM Directional drill 8.75" hole f/3970'ftto 4496'ft w/ 20.19 deg.inc. @ SAFETYMEETINGS:Mixing mud/
171.14 az.

.
.

TUBULARSON LOCATION :

6:00 PM Rig service (3) 8" DC'S

6:00 AM Directional drill 8.75" hole f/ 4496'ft to 4843'ft w/21.38deg inc. @ (6) 6.5" DC'S

172.64 az.
(35) JTS. 4.5" SHWDP-KNIGHTOIL TOOL
(343) JTS. 4.5' 16.60 XH G-105 DP

MOTORSON LOCATION :

Hunting6.75"AKO/.13RPGw/7.875 Stab.
S/n 2143(83 hrs-In hole)
Hunting6.75"AKOl.13RPG w/7.875 Stab.
S/n 2081
Hunting6.25"AKOl.16RPG Slick S/n 6030-hrs
Hunting6.25 ESXII Slick S/n 6245(13.5 hrs)

WATER DELIVERED :560 bbis
TOTAL WATER: 3140 bbis

FUEL ON HAND :4731 GAL
FUEL USED DAILY:1290 GAL
TOTAL FUEL USED:4588GAL

BOP drill:2 min.

SPR #1:255psi w/48 stks @1902'ft
SPR#2:300psi w/46 stks @4812'ft

ACC:2800
MAN:1550
ANN:700
Fluid:11"in

RECEIVED
APR2 0 2007

April 19. 2007 07 32 AM
'ellcore

DIV.0FOIL,GAS&



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/6/2007

Surface Location : SWSW-22-12S-15E 26th PM Area : West Tavaputs Report #: 4

Spud Date : 4/3/2007 Days From Spud : 3 Depth At 06:00 : 3970

Morning Operations : Drilling 8.75"directional hole Estimated Total Depth : 7447

Remarks :

.

DSLTA : 455 DAYS.
Time To Descnption BOILER HRS:24

4:30 PM Directional drill 8.75" hole f/3009'ft to 3483'ft w/ 22.25 deg. inc. @ SAFETY MEETINGS:Wireline survey/General cleaning.

170.89 az. TUBULARSON LOCATION :

5:00 PM Rig service (3) 8" DC'S

12:00 AM Directional drill 8.75"hole f/3483,ft to 3970 'ft wl22.56 deg. (6) 6.5" DC'S

inc@168.39 (35) JTS. 4.5" SHWDP-KNIGHT OIL TOOL

BOP drill imin.30sec (343) JTS. 4.5' 16.60 XH G-105 DP

MOTORSON LOCATION :

Hunting 6.75"AKOl.13RPG w/7.875 Stab.
S/n 2143(59.5 hrs-In hole)
Hunting6.75"AKO/.13RPGw/7.875 Stab.
S/n 2081
Hunting6.25"AKOI.16RPG Slick S/n 6030-hrs
Hunting6.25 ESXil Slick S/n 6245(13.5 hrs)

WATER DELIVERED :560 bbis
TOTALWATER: 3140 bbis

FUEL ON HAND :6021 GAL
FUEL USED DAILy :1291 GAL
TOTAL FUEL USED:3298 GAL

BOP drill:2 min.

SPR #1:255psi w/48 stks @1902'ft
SPR#2:275psi w/47 stks @3927'ft

ACC:2800
MAN:1550
ANN: 700
Fluid:11"in

RECEIVED
APR2 0 2007

April 19, 2007 07:32 AM

Report eywetteore
DIV.OFOlL,GAS&



REGULATORY DRILLINGSUMMARY Bill Barrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/5/2007

Surface Location : SWSW-22-12S-15 E 26th PM Area : West Tavaputs Report #: 3

Spud Date : 4/3/2007 Days From Spud : 2
Depth At 06:00 : 3009

Morning Operations : Directional drilling 8.75" hole
Estimated Total Depth : 7447

Remarks :

DSLTA : 454 DAYS.

Time To Description BOILER HRS:24

5:30 PM Directional drill 8.75"holefl 1902'ft to 2439'ft @19 deg inc.;172.14 SAFETYMEETINGS:Hoisting personnel/Forklift Safety

az. TUBULARSON LOCATION:

6:00 PM Rig service (3) 8" DC'S

6:00 AM Directionaldrill 8.75"hole f/2439'ft to 3009'ft @21.75 deg. inc; (6) 6.5" DC'S

171.39 az.
(35) JTS. 4.5" SHWDP-KNIGHT OIL TOOL
(343) JTS. 4.5' 16.60 XH G-105 DP

MOTORS ON LOCATION :

Hunting6.75"AKOl.13RPGw/7.875 Stab.
S/n 2143(36 hrs-In hole)

Hunting 6.75"AKOl.13RPG w/7.875 Stab.
S/n 2081
Hunting6.25"AKOl.16RPG Slick Sln 6030-hrs

Hunting 6.25 ESXII Slick S/n 6245(13.5 hrs)

WATER DELIVERED :580 bbis
TOTAL WATER: 2580 bbis

FUEL ON HAND :7312 GAL
FUEL USED DAILy :1147 GAL
TOTAL FUEL USED:2007 GAL

BOP drill:2min.

SPR #1:255psi w/48 stks @1902'ft
SPR#2:260psi wl49 stks @3009'ft

ACC:2800
MAN:1500
ANN: 800
Fluid:11"in

RECEIVED

Report By Welicore
APR2 0 2007 April 19, 2007 07:32 AM

DIV.0F0lL,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/4/2007

Surface Location : SWSW-22-12S-15E 26th PM Area : West Tavaputs Report #: 2

Spud Date : 4/3/2007 Days From Spud : 1 Depth At 06:00 : 1902

Morning Operations : Finish BOP test
Estimated Totaf Depth : 7447

Remarks :

DSLTA : 453 DAYS.

Time To Description BOILER HRS:24

6:30 AM Finish testingBOP's
SAFETY MEETINGS:Tripping pipe/Pulling pipe through V

10:30 AM Hook up flare lines,install wear bushing.
door.

11:30 AM PUIMU Directional tools-MM set at 0 deg. TUBULARS ON LOCATION :

1:30 PM PUI (35)Jts SWDP &(4)Jts DP
C

'S

3:30 PM Drilling cement,float equipment-Tagged cement @1348'ft,float collar (35) JTS. 4.5" SHWDP-KNIGHT OIL TOOL

@1372'ft,guideshoe @1418'ft.Drilled to 1457'ft to get into new (343) JTS. 4.5' 16.60 XH G-105 DP

formation. MOTORS ON LOCATION :

5:00 PM Drilling 8.75 hole f/1457'ft to 1554'ft Hunting 6.75"AKO/.13RPGw/7.875 Stab.

7:00 PM POOH to MMto set AKO at 1.80 degrees for directional work.Install S/n 2143(11 hrs-In hole)

MWD probe.Orienttools.
Hunting 6.75"AKOl.13RPG w/7.875 Stab.
S/n 2081

8:00 PM TlHwldirectionalassembly,1.8 AKO,bit#1 Hunting 6.25"AKO/.16RPGSlick S/n 6030-hrs

8:30 PM Wash& reamed 60'ft to bottom
Hunting 6.25 ESXII Slick Sln 6245(13.5 hrs)

6:00 AM Directional drill8.75" hole f/ 1554'ft to 1902'ft WATERDELIVERED :580 bbis
TOTAL WATER: 2580 bbis

FUEL ON HAND :8459 GAL
FUEL USED DAILy :860 GAL
TOTAL FUEL USED:860 GAL

BOP drill:2 mín.

SPR #1:255psi w/48 stks @1902'ft
SPR#2:

ACC:2800
MAN:1600
ANN: 1300
Fluid:11"in

RECEIVED
Report By Welicore

April 19, 2007 07:32 AM

DIVOFOIL,GAS&



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/3/2007

Surface Location : SWSW-22-12S-15 E 26th PM Area : West Tavaputs Report #: 1

Spud Date : 4/3/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : Redrilling rat & mouse holes wlair rig on PPFed 4-27D & 13-22 wells Estimated Total Depth : 7447

Remarks :

.

DSLTA : 452 DAYS.
Time To Description BOILER HRS:24

11:30 AM Redrill rat & mouse holes w/Craigs Roustabout Service air rig. SAFETY MEETINGS:Rigging up/Rotating head install

12:30 PM Blade location and level pad for skid TUBULARSON LOCATION :

2:00 PM Skid rigw/Tri State Trucking.Set topdoghouse offfloor w/crane,move (3) 8" DC'S

accumulator house.Snubbed bed trucks wldozers and assisted (6) 6.5" DC'S

w/crane. (35) JTS. 4.5" SHWDP-KNIGHT OIL TOOL

9:00 PM Weld on wellheads for the PPFed 4-27D & PPFed 13-22 well.
(343) JTS. 4.5' 16.60 XH G-105 DP

1:00 AM NU/BOP's,choke manifold.
MOTORS ON LOCATION :

Hunting 6.75"AKOl.13RPG w/7.875 Stab.

6:00 AM Test BOP'S: Lowpsi test to 250#psil3000#psi test kelly,HCR,Blind S/n 2143

Rams,Pipe Rams.!500#psi test Annular Preventer & Casing- Hunting 6.25"AKO/.16RPG Slick S/n 6030-hrs

Hunting 6.25" Fixed 1.5 Bend/Slick
S/n 6259-58hr(Dirty)
Hunting 6.25 ESXII Slick S/n 6245(13.5 hrs)

WATERDELIVERED :580 bbis
TOTALWATER: 2580 bbis

FUELON HAND :9319 GAL
FUEL USED DAILY: GAL
TOTAL FUEL USED: GAL

BOP drill:

SPR #1:
SPR#2:

ACC:
MAN:
ANN:
Fluid:13"in

RECEIVED
Report eywelicore APR2 0 2007 April 19, 2007 07 32 AM

DIV.0F0lL,GAS&





REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/14/2007

Surface Location : SWSW-22-12S-15E 26th PM Area : West Tavaputs Report #: 12

Spud Date : 4/3/2007 Days From Spud : 11 Depth At 06:00 : 7400

Morning Operations : LDDP Estimated Total Depth : 7447

Remarks :

DSLTA : 463 DAYS.
Time To Description BOILER HRS:24
9:00 AM LDDP,SWDP,Break bit SAFETY MEETINGS:
2:00 PM RRUS/WeatherfordTRS;RI/(166)Jts 5.5"Prod.casing;RD/Weatherford TUBULARSON LOCATION :

(3) 8" DC'S
6:00 PM Hook up circulatinghose & circulate 5.5"casing.Wait on Halliburton (6) 6.5" DC'S

cementers (35) JTS. 4.5" SHWDP-KNIGHTOIL TOOL

8:30 PM RU/HESCementers;Conduct safety meeting;Cement 5.5"
(343) JTS. 4.5' 16.60 XH G-105 DP

Prod.casing as follows:Mix &pump(1265sx)335 bb\s of Premium 300 MOTORSON LOCATION :
50/50 POZ Hunting 6.75"AKOI.13RPG w/7.875 Stab.
w/2%Gel,3%KCL(BWOW),.75%HALAD322,.2%FWCA,3#lsk.Silicalit S/n 2143(125.5 hrs Dirty)
e,.125#lsk. Polyflake,1#Granulite.Dropped plug &displaced Hunting 6.75"AKO/.13RPG w/7.875 Stab.
w/170bbisH2O.Landed plug @20:30 hrs.Floats held.No cement to S/n 2081
surface.Had good retums throughoutcement job.Reciprocated pipe Hunting 6.25"AKO/.16RPG S/n 6030-(14.5hrs-In hole)
untildisplacement stattted- Hunting 6.25 ESXII Slick S/n 6245(50 hrs-Dirty)

9:00 PM Set 5.5" casing slips w/170Kw/ Wellhead Inc.
WATER DELIVERED:200 bbis

2:00 AM Clean mud tanks--Rig released @02:00 hrs TOTAL WATER: 4940 bbis
6:00 AM Rig down to skid 16'ft to Prickly Pear 13-22 well

FUEL ON HAND :4874 GAL
FUELUSED DAILY :1148 GAL
TOTALFUEL USED: 12,279 GAL

BOP drill: Crew #1- 3 min(Tripping)
Crew#2-imin 48 sec(Drilling)

SPR #1:320psi w/42 stks @7100'ft
SPR#2:318psi w/45 stks @5631'ft

ACC:2800 psi
MAN:1800psi
ANN: 1000 psi
Fluid:17"in

RECEIVED
APR2 0 2007

Report By Welicore DN.0F0lL,GAS&MINING Aarris



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/13/2007

Surface Location : SWSW-22-12S-15E 26th PM Area : West Tavaputs Report #: 11

Spud Date: 4/3/2007 Days From Spud : 10 Depth At 06:00 : 7400

Morning Operations : Drilling 7.875 hole TDwell @7400 Estimated Total Depth : 7447

Remarks :

DSLTA : 462 DAYS.
Time To Description BOILER HRS:24
8:30 AM Drill7.875" hole fl 7297'ft to 7400'ft-TD well SAFETY MEETINGS:TOHILogging well

9:00 AM Rig service TUBULARSON LOCATION :

11:30 AM Pump hi vis sweep/Circulate bottoms up/Circulatehole clean (3) 8" DC'S

12:00 PM Drop survey/workpipe whilewaitingfor survey to go off. yS) S " SHWDP-KNIGHT OIL TOOL

3:00 PM Pump dryjob,blowdown kelly,set kelly back.POOH fl Wireline logs. (343) JTS. 4.5' 16.60 XH G-105 DP

3:30 PM LD/mudmotor&PDCbit;Pullwear bushing MOTORSON LOCATION :

8:00 PM RU/HLS;Log well-Logsto bottom @17:10hrs;Loggers depth@7403'ft; Hunting 6.75"AKOI.13RPG w/7.875 Stab.
RD/HLS S/n 2143(125.5 hrs Dirty)

Hunting 6.75"AKO/.13RPG w/7.875 Stab.
11:00 PM MUlbit sub/TClbit-TlH S/n 2081
3:00 AM Circulate/Conditionmud for running casing/Drop vis to40/42 sec./qt Hunting 6.25"AKO/.16RPGS/n 6030-(14.5hrs-In hole)

6:00 AM RUlWeatherford TRS-LDDP
Hunting 6.25 ESXil Slick S/n 6245(50 hrs-Dirty)

WATER DELIVERED :200 bbis
TOTAL WATER: 4940 bbis

FUELON HAND :3011 GAL
FUEL USED DAILY :1577 GAL
TOTAL FUEL USED: 11,131 GAL

BOP drill: Crew#1- 3 min(Tripping)
Crew #2-imin 48 sec(Drilling)

SPR #1:320psi w/42 stks @7100'ft
SPR#2:318psi w/45 stks @5631'ft

ACC:2800 psi
MAN:1800psi
ANN:1000 psi
Fluid:17"in

RECElVED
APR2 0 2007

Report ByWelicore
April 19, 2007 07 50 AM
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REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/12/2007

Surface Location : SWSW-22-12S-15E 26th PM Area : West Tavaputs Report #: 10

Spud Date : 4/3/2007 Days From Spud : 9 Depth At 06:00 : 7297

Morning Operations : Tripping
Estimated Total Depth : 7447

Remarks :

DSLTA : 461 DAYS.
Time To Description BOILER HRS:24

10:00 AM Drill7.875"hole f/ 6830'ft to 6865'ft SAFETY MEETINGS:Mixingmud & chemicals/Changing

11:00 AM Pump sweep/Circbottoms up/Pump dry job/Blow down kelly.
shaker screens

1:30 PM POOHfl bit#3 & MM-X/OBit & MM TUBULARSON LOCATION :

5:00 PM TIHw/bit#4
(3) 8" DC'S
(6) 6.5" DC'S

5:30 PM Wash &Ream 50'ft to bottom (35) JTS. 4.5" SHWDP-KNIGHTOIL TOOL

6:00 PM Rig service
(343) JTS. 4.5' 16.60 XHG-105 DP

6:00 AM Drill7.875" hole fl 6865'ft to 7297'ft MOTORS ON LOCATION :

Hunting6.75"AKOI.13RPG w/7.875 Stab.
S/n 2143(125.5 hrs Dirty)
Hunting6.75"AKOI.13RPGw/7.875 Stab.
S/n 2081
Hunting 6.25"AKOl.16RPG S/n 6030-(12hrs-In hole)
Hunting 6.25 ESXII Slick S/n 6245(50 hrs-Dirty)

WATER DELIVERED :200 bbis
TOTAL WATER: 4940 bbis

FUEL ON HAND :4588 GAL
FUEL USED DAILY:1567 GAL
TOTALFUEL USED:9554 GAL

BOP drill:Crew #1- 3 min(Tripping)
Crew #2-imin 48 sec(Drilling)

SPR #1:320psi w/42 stks @7100'ft
SPR#2:318psi wl45 stks @5631'ft

ACC:2500 psi
MAN:1800 psi
ANN:900 psi
Fluid:17"in

RECEIVED
April 19, 2007 07:50 AM

Report By Welicore
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REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/10/2007

Surface Location : SWSW-22-12S-15E 26th PM Area: West Tavaputs Report #: 8

Spud Date : 4/3/2007 Days From Spud : 7 Depth At 06:00 : 6606

Morning Operations : Tripping
Estimated Total Depth : 7447

Remarks :

DSLTA : 459 DAYS.
Time To Description BOILER HRS:24

10:00 AM POOH for bit # 1 SAFETY MEETINGS:TOH/Connections

11:00 AM LD/Directional tools,8.75"PDC bit,MM-PUl7.875PDC,MM-Released TUBULARS ON LOCATION :

Directional company (3) 8" DC'S

3:00 PM TIHw/bit#2
(6) 6.5" DC'S
(35) JTS. 4.5" SHWDP-KNIGHT OIL TOOL

3:30 PM Rig service (343) JTS. 4.5' 16.60 XH G-105 DP

6:00 AM DrilI7.875" hole fl 6185'ftto 6606'ft MOTORSON LOCATION:

Hunting 6.75"AKOI.13RPGw/7.875 Stab.
Sln 2143(125.5 hrs Dirty)
Hunting6.75"AKOl.13RPG w/7.875 Stab.
S/n 2081
Hunting 6.25"AKOl.16RPGSlick S/n 6030-hrs

Hunting 6.25 ESXII Slick S/n 6245(29 hrs-In hole)

WATER DELIVERED :760 bbis
TOTAL WATER: 4540 bbis

FUEL ON HAND :7885 GAL
FUEL USED DAILY :1265 GAL
TOTAL FUEL USED:7284 GAL

BOP drill:Crew #1- 3 min(Tripping)
Crew #2-1min 48 sec(Drilling)

SPR #1:270psi w/45 stks @6580'ft
SPR#2:318psi w/45 stks @5631'ft

ACC:2000 psi
MAN:1500 psi
ANN:800 psi
Fluid:13"in

RECEIVED
APR2 0 2007 April 19, 2007 07:50 AM

Report By Welicore
DIV.0FOIL,GAS&



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237 Operations Date : 4/9/2007

Surface Location : SWSW-22-12S-15E 26th PM Area: West Tavaputs Report #: 7

Spud Date : 4/3/2007 Days From Spud : 6 Depth At 06:00 : 6185

Morning Operations : Directional drilling 8.75"hole. Estimated Total Depth : 7447

Remarks :

.

DSLTA : 458 DAYS.
Time To Description BOILER HRS:10
2:30 PM Directional drill 8.75" hole f/5640'ft to 5915'ft w/12.63 deg inc @ SAFETY MEETINGS:Changing shaker screens/Cleaning

175,39 az generator house

3:00 PM Rig service TUBULARSON LOCATION :

3:00 AM Directional drill 8.75"hole f/5915 to 6185'ft w/10 deg inc. @ 176.0 az. (3) 8" DC'S
(6) 6.5" DC'S

4:30 AM Circ BU/Mix & pump dry job;Blow down kelly. (35) JTS. 4.5" SHWDP-KNIGHT OIL TOOL

6:00 AM POOH (343) JTS. 4.5' 16.60 XH G-105 DP

MOTORS ON LOCATION :
Hunting 6.75"AKOl.13RPG w/7.875 Stab.
S/n 2143(106.5 hrs-In hole)

Hunting 6.75"AKOI.13RPGw/7.875 Stab.
S/n 2081
Hunting 6.25"AKOI.16RPGSlick S/n 6030-hrs
Hunting 6.25 ESXII Slick S/n 6245(13.5 hrs)

WATER DELIVERED :640 bbis
TOTAL WATER: 3780 bbis

FUEL ON HAND:3297 GAL
FUEL USED DAILY:1434 GAL
TOTAL FUEL USED:6022 GAL

BOP drill:Crew #1-1 min.50 sec.
Crew #2-i min. 20 sec.

SPR #1:255psi w/48 stks @ 1902'ft
SPR#2:318psi w/45 stks @5631'ft

ACC:2700
MAN:1700
ANN: 1100
Fluid:13"in

RECEIVED
AŸÑ| Qggg April 19, 2007 07 50 AM

Reportsywoucor.
DIV.0FOIL,GAS&



www.pason.comg systerns uss corp 16100 Table Mountain Parkway Ste 100 • Golden • CO • 80403
720-880-2000 • FAX: 720-880-0016

April 16, 2007

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: BILL BARRETT CORPORATION
PRICKLY PEAR 4-27D-12-15
SEC. 22, T12S, R15E
CARBON COUNTY, UT

To Whom It May Concern:

Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Sincerely,

Bill Nagel
Geology Manager
Pason Systems USA
BN/gdr

Encl: 1 Computer Colored Log.

Cc: Jake Gelfand, Bill Barrett Corp., Denver, CO.

RECEIVED

APR1 9 2007

DN.0FOIL,GAS&





REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/10/2007 Report # : 17 End Time Description

Summary : SI. load CO2. 11:00 PM SI. Load for frac.

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/9/2007 Report #: 16 End Time Description

Summary : SICP: 2200. EL stage 2. Frac #2. EL 6:00 AM SICP: 2200
agein3.FracStage 3. Run Gauge ring. 7:00 AM BWWCELstage 2 Price River. PU HES CFP with12 f perf guns.

RIH correlate to short jt. run to setting depth set CFP @7130 ft. PU
perforate @7078-7082, 7038-7042 &709-7013. 3JSPF, 120
phasing, 23 gram charge, .430 holes. POOH tumwellover to frac.

8:30 AM HES Frac stage 2 Price River70Q foam frac. Load &Break @
5,505 PSt. @14.5 BPM. Avg. Wellhead Rate:39.2 BPM. Avg.
SlurryRate: 17.3 BPM. Avg. CO2 Rate: 20.83 BPM. Avg. Pressure:
4,678 PSI. Max.Wellhead Rate: 44.86 BPM. Max.Slurry Rate:
22.83 BPM. Max.CO2 Rate: 28.17 BPM. Max. Pressure: 5,505
PSI. Total FluidPumped: 25,774 Gal. Total Sand in Formation:
104,644 lb.(20/4White Sand) CO2 Downhole:160 tons. CO2
Cooldown:8 tons. ISIP: 3.094 PSI. Frac Gradient:0.88 psilit.
Successfully flushed wellbore with 500 foam 50 bbi over flushwith
500 gal. fluid cap. Dopped three 7/8" RCN balls in pad. Dropped
three 7/8" RCNfrac balls in two# sand stage. seen balls hit forma

10:30 AM BWWC.RIH withgauge ringknock balls offperfs. POOH PU HES
CFP with 30 ft. perf guns. RIHcorrelate to short jt. run to setting
depth set CFP @6946 ft. PU perforate Price River @6865-6895,

1JSPF, 180 phasing, 23 gram charge, .560 holes. POOH tum well
over to frac.

11:40 AM HES. Stage 3 Price River70QFoam Frac. Load &Break @5,329
PS1@14 BPM. Avg.Wellhead Rate: 33.66 BPM. Avg.Slurry
Rate:14 BPM. Avg. CO2 Rate:18.39 BPM. Avg.Pressure:3,833
PSI. Max. Wellhead Rate:35.2 BPM. Max. SlurryRate:18.12 BPM.
Max.CO2 Rate:22.28 BPM. Max. Pressure:4,221 PSI. Total Fluid
Pumped:19,274 Gal. Total Sand in Formation:79,989 Lb. (20/40
White Sand) CO2 Downhole:122 tons. CO2 Cooldown:8tons.
ISIP:2,762PSI. Frac Gradient: 0.84 psi/ft. Successfully flushed
wellborewith500 foam 50 bbi. over flush with500 gal. fluidcap.
Dropped 3=7/8"RCN balls at start of pad. and 3= 7/8" RCNballs at
start of two# sand stage. no ball action.

1:00 PM BWWCran gauge ring knock balls offperfs.

11:59 PM Shut in.

Well Name : Prickly Pear Fed. #4-27D-12-16 API : 43-007-31237 Area : West Tavaputs

Ops Date: 6/8/2007 Report#: 15 End Time Description

Summary : SI. 6:00 AM SI.

11:00 PM SI load CCO2

Report by Weig
June 12, 2007 05:33



REGULATORYCOMPLETION SUMMARY silizarrettcorporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/7/2007 Report #: 14 End Time Description

Summary : SI. 2200 PSI. Rig Black Warrior, Ran 6:30 AM SICP: 2200 PSI.
Gamma RdayloShwithgauge ring. check 1:00 PM BlackWarriorPU Gamma Ray Logging toolwithgauge ring.
racer san in. RIH.Correlateto short jt. start log @5200 log up to 5000 ft. check

perf @5126 no Increase In gamma activityPU to 4250 log up to
4100 it. check perf @ 4194 No increase in Gamma activity.RIH to
7232-7242 log perf. high gamma activityacross perf intervals.
POOH lay down tools.

1:00 PM Shut in

Welt Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date: 6/6/2007 Report#: 13 End Time Description

Summary : SI. Frac Stage 1 Price Riverdrop frac 7:00 AM SI.
balls &pump tracer. BWWC log tracer 8:30 AM HES.Frac stage 1 Price River 700 foam Frac. Load &Break @
sand Protechnics, SI. 3,973 PSI @6.5 BPM. Avg. Wellhead Rate: 17.28 BPM. Avg.

SlurryRate: 7.53 BPM. Avg. CO2 Rate: 9.01 BPM. Avg. Pressure:
3,610 psi. Max. Wellhead Rate: 21.11 BPM. Max. SlurryRate:
15.45 BPM. Max.CO2 Rate: 14.55 BPM. Max. Pressure: 4,896
PSI. Total FluidPumped: 13,039 Gal. Total Sand in Formation:
39,933 Ib.(20/40White Sand) CO2 Downhole:81 tons. CO2
Cooldown:6 tons. ISIP: 3,302 PSI. Frac Gradient: 0.89 psilft.
Dropped 3= 7/8 RCN Ball Sealers before pad at 994 gal. Dropped
3=7/8"RNCBall Sealers before 2# sand stage. Protechnics
pumped Iridium Ir-192 ZMin 2# sand stage @0.43 (mCilk) total
(mCi

2:30 PM Wait on Protechnic logging tool.protech. pickup broke down, Tow
truckto Grand Jct. Colo. for repairs.

11:59 PM SI.

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/5/2007 Report #: 12 End Time Description

Summary : SI. Rig BlackWarrior. Perf stage 1 3:00 PM SI
4:00 PM Rig BlackWarrior.EL stage 1 Price River. PU 10 ft perf gun RIH

correlate to short jt. run to perf depth check depth to casing collars.
Perforate P.R. @7232-7242, 3JSPF, 120 phasing, 23 gram charge,
.430 holes. POOH

5:00 PM SI. HES rigpump iron to frac tree.

Report by Welicore
June 12, 2007 05:33





REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/17/2007 Report #: 25 End Time Description

Summary : Production. MIRU Well service unit, 6:00 AM Production.FCP: 590 psi 32 ck. 3" plat. 1.5 MMCFD CO2 10%.

unload tbg.spot BOPs. 1:00 PM MIRUbasic Rig 1509.

3:00 PM Unioad2-3/8" N-80 tbg. tally
3:00 PM SDFN

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/16/2007 Report #: 24 End Time Description

Summary : Flowstages 1-8, Well to first sales @ 3:00 PM Flow stages 1.8 FCP: 430 PSI on 48 ok. recovered 151 bbl in 15.7

3PM g I.b IVIIVIDI-U. 11e mig uuwil nuule cuy of 3.0 DPI I. 2 21¾.
move out 11:00 PM Well to first sales @3PM. FCP: 850 psi. 3" Plate. 32 ck. @

1.5mmcfd

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/15/2007 Report #: 23 End Time Description

Summary : Flow stages 1-8, wait on rig to fish wire 11:59 PM Flow stages 1-8, FCP: 450 psi on 48 ck. recovered 538 bbl in 17

line tools. gauge ring. hours avg. of 31.67 BPH. CO2 24%. trace of sand at times.

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date: 6/14/2007 Report#: 22 End Time Description

Summary: St Mt Mot oittrock heat &pump 140 bbk 740 AM SIGP -
Work EL junk basket gauge ring. Parted
EL at Cable head. POOHwith EL. 8:00 AM BWWC work junk basket gauge ring

RDMO black Warrior. Flow stages 1-8 12:00 PM MIRU Hot oiltruck . Heat and pump 140 bbl. 2% KCL water @200
deg.

12:40 PM Black Warrior work junkbasket try to free gauge ring. parted EL @
cable head ( Cable Head 1-1/16" OD, one 7 ft. 1-11/16 weight bar,
3=1-11/16 X 5 ft. weight bars. CCL 19" LX 3-1/8", Junk basket =

3-1/8" OD , Gauge ring 4.62"OD. @5,128 ft. Fish top @5100 ft.
could have cable wire sticking out of cable head.

1:15 PM BWWCPOOHwith EI.

3:00 PM Rig down Hot oiltruck & Black Warrior EL moveout

11:59 PM Flowstages 1-8

Report by Welicore
June 21, 2007 11:09



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/13/2007 Report #: 21 End Time Description

Summary : SICP: 1350. EL stage 7. sand in wellbore. 7:00 AM SICP: 1350
POOH flow well. Pump casing Vol. EL
stage 7. Frac #7. EL gauge Ring knock 8:20 AM BWWC El stage 7 PU HES CFP with 30 ft. perf guns. RIH

balls off#7. EL stage 8. Frac #8. EL correlateto short jt. RIH to sand in wellbore. POOH to 4000 ft. RIH

Gauge Ring knock balls off#8. Stuck tag sand @6520 four ft. below perf interval. POOH

gauge ring@ 5128. Shut in. 9:20 AM Flow stages 1-6 to flow tankstryto flow sand from wellbore.

10:00 AM Rig HES pump wellvolume + 400 gal, over flush with gel &MA-844.

11:00 AM BWWCStage 7 North Horn. RIH with El toolscorrelate to short jt.
run to setting depth tag sand @ 6553 PU set CFP @ 6548 ft, PU
perforate @6516-6526, 6494-6504 & 6468-6478, 1JSPF, 180
phasing, 23 gram charge, .560 holes. POOH turnwell over to frac.

12:15 PM HES frac stage 7 North Horn 70Q foam frac. Load &Break @2,774
PSI @7BPM. Avg. Wellhead Rate: 38.47BPM. Avg. Slurry
Rate:15.39 BPM. Avg. CO2 Rate:21.3 BPM. Avg. Pressure:4,546
PSI. Max. Wellhead Rate: 40.02 BPM. Max. SlurryRate: 18.18
BPM. Max. CO2 Rate: 24.73 BPM. Max. Pressure: 4,841 PSI. Total
FluidPumped: 33,883 Gal. Total Sand in Formation:124,137
Ib.(20/40 White Sand) CO2 Downhole:176 tons. CO2 Cooldown:9
tons. ISIP:3,662 PSI. Frac Gradient:1.00 psilft. Dropped QTY: 3
RCN 7/8" balls in pad stage. Dropped QTY: 3 RCN balls in 2# sand
stage. Successfully flushed wellbore with50Q foam 50 bbl. over
flush with 500 gal. fluid cap.

2:00 PM BWWCEL gauge ring knock frac balls offperfs stage 7. POOH. PU
HES CFP with 9 ft. perf guns RIH correlate to short jt. Run to setting
depth set CFP @ 6.070 ft. PU perforate North Horn @ 6021-6030, 3
JSPF, 120 phasing, 23 gram charge, .430 holes. POOH turn well
over to frac.

3:25 PM HES Frac stage 8 North Horn 70Q foam Frac. Load & Break
@5,654PSI @14.8BPM. Avg. Wellhead Rate:13.65 BPM. Avg.
SlurryRate: 5.1BPM. Avg. CO2 Rate:8 BPM. Avg. Pressure:4,852
PSI. Max. Wellhead Rate:11.7 BPM. Max. Slurry Rate:6.22 BPM.
Max. CO2 Rate:6.95 BPM. Max. Pressure:5,932 PSI. Total Fluid
Pumped: 12,204 Gal. Total Sand in Formation:19,383 Ib. (20/40
White Sand) CO2 Downhole:51 tons. CO2 Cooldown:5tons.
ISIP:4.010 PSI. Frac Gradient:1.10 psilft. Dropped QTY: 3 =7/8"

RCN frac Balls in pad stage & in 2# sand stage. seen ball action on
formationperfs. pressure went to max. truckskicking out had to cut
pump rates to finsh pumping job. Successfully flushed wellbore with

4:00 PM BWWC PU tools EL 4.62" gauge ring to knock frac balls off perfs.
Stuck gauge ring@5128 Work EL tryto free gauge ring.

9:00 PM Stuck Gauge ring@5128. Work El tryto free toolsby flowing and
workingEL with no success.

11:59 PM Shut in for night

Report by Welicore June 21, 2007 11:09



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/12/2007 Report #: 20 End Time Description

Summary : Flow stages 1-6. SI @3AM slugging 3:00 AM Flow stages 1-6 FCP: 285 psi. recovered 285 bbl in 15 hrs avg. of
fluid and low flow PSI. 19 BPH. CO2 over 45%. pressure dropping, slugging fluid with light

trace of sand.

11:59 PM SI.

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/11/2007 Report #: 19 End Time Description

Summary : SICP: 1800. EL stage 6 Dark C. Frac #6. 7:00 AM SICP: 1800
EL gauge ring. Flow stages 1-6

8:15AM Pt^nAin FI enge a nark canynn Pt i HFS OFP with 27 ft perf guns.
RIH correlate to short jt. Run to setting depth set CFP @6618 ft.
PU perforate Dark Canyon @ 6584-6604 & 6560-6567, 1JSPF, 180
Phasing, 23 gram charge, .560 holes. POOH turn well over to frac.

10:20 AM HES Frac Stage 6 Dark Canyon 70Q Foam Frac. Load & Break @
5,723 PSI @ 12.6 BPM. Avg. Wellhead Rate: 24.35 BPM. Avg.
Slurry Rate: 9.97 BPM. Avg. CO2 Rate: 13.64 BPM. Avg. Pressure:
5,365 PSI. Max. Wellhead Rate: 30.02 BPM. Max. Slurry Rate:
20.01 BPM. Max. CO2 Rate: 18.39 BPM. Max. Pressure: 5,904
PSI. Total Fluid Pumped: 29,130 Gal. Total Sand in Formation:
79,9011b. (20/40 White Sand) CO2 Downhole: 182 tons. CO2
Cooldown: 9 tons. ISIP: 3,627 PSI. Frac Gradient: 0,99 psilft. Had
problems getting pump rate trucks kicking out at high PSI.pumped
wellvol. of slurrytryingto open perfs. Pumped Pumped 10 sacks .50

# sand in pad before dropping frac balls. Dropped Qty:3 =7/8"

11:30 AM BWWC run 4.6" gauge ring knock balls off perfs. POOH Iay down
tools.

12:00 PM Flow stages 1-6 FCP 2800 psi on 24 ok.

11:59 PM Flow stages 1-6

Report by Welicore
June 21, 2007 11:09







REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/24/2007 Report #: 30 End Time Description

Summary : SI 1100. Rig frac. Frac stage 9 North 7:00 AM SI. 1100 psi.
Horn.BWWC. EL gauge ring. ball stuck
@5128 ft.stuck G.ring. freed POOH flow 8:20 AM Rig pump lines to frac tree. Safety meeting. Pressure test pump

& surge well. RIH knocked frac ball off lines.

perf. POOH. EL stage 10. Frac #10. EL 10:00 AM HES frac stage 9 North Hom 70Q Foam Frac. Load & Braak @4,117
G.ring knock off Ball.POOHEL stage PSI @18.4BPM. Avg. Wellhead Rate:19.48 BPM. Avg. Slurry
11.Frac. Flow 1-11 Rate: 7.83 BPM. Avg. CO2 Rate:10.75 BPM. Avg. Pressure:3,442

PSI. Max. Wellhead Rate:20.49 BPM. Max.Slurry Rate:10.13 BPM.
Max.CO2 Rate:12.65 BPM. Max. Pressure:4,117 PSI. Total Fluid

Pumped:14,799 Gal. Total Sand in Formation:52,100 lb. (20/40
White Sand) CO2 Downhole:100 tons. CO2 Cooldown:9tons.
ISIP:3,511 PSI. Frac Gradient:1.03 psilft. Dropped 3=7/8"RCN frac
balls in pad stage & 3=RCN balls in 2# sand stage. Successfully
flushed wellbore with 50 Q foam 50 bbl over flush with 500 gal. fluid
cap.

4:00 PM BWWC EL stage 10 North Hom. PU RIH with 4.625" gauge ring to
knock frac ball offperfs, stuck G.R.@ 5128 ft. worked free. made
four attempts to knock ball offperf. POOH flow and surge wellbore
tryto flow ball offperf.RIH tag frac ball on perf 5,128. stuck gauge
ring picked up 600 lbs. over freed G.Ring. ball came offperf. RIH to
5900 ft. POOH. Iay down Gauge Ring PU HES CFP with8 ft. perf
guns. RIH correlate to short jt. run to setting depth set CFP @5890
ft. PU perforate @5859-5863 &5773-5777, 24 holes. 3JSPF, 120
phasing, 23 gram charge, .430 holes. POOH tumwell over to frac.

5:00 PM HESFrac stage 10 North Hom 70Q Foam Frac. Load & Break
@5,124PSI @14.9BPM. Avg. Wellhead 22.25Rate: BPM. Avg.
SlurryRate:9.4 BPM. Avg. CO2 Rate:12.1 BPM. Avg.
Pressure:5,575 PSI. Max.Wellhead Rate:32.4 BPM. Max. Slurry
Rate:12.1 BPM. Max. CO2 Rate:22.2 BPM. Max.Pressure:
5,917PSI. Total Fluid Pumped:15,868 Gal. Total Sand in
Formation:30,500lb.(20/40 White Sand) CO2 Downhole:75 tons.
CO2 Cooldown:10tons. ISIP:3,199 PSI. Frac Gradient:0.99 psilft.
Dropped 3=7/8" RCN frac Balls in Pad. dropped 3=7/8"RCN frac
balls in 2# sand stage. Had problems with pump rates do to high
pressure. Did not got to designed rate. Cut sand went to flush in 3#
sand stage sand got up 4

7:20 PM BWWC ELgauge ring.tag Frac ball @5128 ft. made seven
attemps to knock ball offperf. POOH. Iay down Gauge ring.PU HES
CFP with 10 ft. perf guns. RIH correlate to short jt. run to setting
depth set CFP @5745 ft. PU perforate NorthHorn @5692-5698 &
5682-5686, 3JSPF, 120 phasing, 23 gram charge, .430 holes.
POOH turnwell over to frac.

8:15 PM HES stage 11 North Horn 70Q foam frac. Load &Break @4,457PSI
@17.4BPM. Avg.Wellhead Rate:28.79 BPM. Avg. Slurry
Rate:12.06 BPM. Avg. CO2 Rate:15.45 BPM. Avg. Pressure:4,596
PSI. Max. Wellhead Rate:39.23 BPM. Max.SlurryRate:25.68 BPM.
Max.CO2 Rate:18.45 BPM. Max. Pressure:5,513 PSI. Total Fluid

Pumped:17,249 Gal. Total Sand in Formation:60,500lb.(20/40
White Sand) CO2 Downhole:95 tons. CO2 Cooldown:9tons.
ISIP:3,342 PSI. Frac Gradient:1.02 psilft. Successfully flushed
wellborewith 50Q foam 50 bbi over flush with 500 gal. fluid cap.

Report by Welicore July 02, 2007 04:27



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/24/2007 Report #: 30 End Time Description
Summary : 9:30 PM BWWCEL gauge ring. knock frac balls off perfs. no tag

11:59 PM Flow stages 1-11 FCP: 2850 24 ck. up chokes as needed.

Report by Wellcore July 02, 2007 04:27



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date: 6/23/2007 Report#: 29 End Time Description

Summary : SI. MIRUBWWC.El stage 9. MIRUHES 3:00 PM SI
Frac equipment. BOC. 4:00 PM MI Rig up Black Warrior EI.

5:00 PM BWWC EL stage 9 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. Run to setting depth set CFP @5970 ft. PU
perforate N.H. @5915-5925 ft. # JSPF. 120 phasing. 23 gram
charge, .430 holes. POOH

5:00 PM SI

7:00 PM MIRU HES Frac equipment

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date: 6/20/2007 Report #: 28 End Time Description

Summary : SICP:1260. Foam & Drillon CFP @ 7:00 AM Flow stages 1-8

7130. POOH Iay down tbg.NDINU frac
tree. RDWSU. Shut in 9:30 AM TIH tag sand @7090 Ft. Start foaming wellbore. Clean out from to

CFP #1 @7130 ft. drillon plug could not drillout plug.

10:00 AM RD power swivel

3:30 PM POOH Iay down tbg.killwellas needed. 230 jts. Bit & sub.
pumped 300 bbl

4:30 PM Nipple down BOP. Nipple up frac tree and test
4:00 PM flowback 100 bbl

5:30 PM Rig down well service unit

6:00 PM Shut in

July 02, 2007 04:27 PM
Report by



REGULATORYCOMPLETION SUMMARY BIRBarrett Corporation

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/19/2007 Report #: 27 End Time Description

Summary : Flow stages 1-8. Top kill POOH with 7:00 AM Flow stages 1-8 IPS flare stack.

fishen toolsand fish.TlHwith 4-3/4" bit
drill CFPs

9:00 AM Pump 5 BBLtopkill tbg..POOH with tbg.40 stds.

9:30 AM Pump 100 bbl.down casing.

10:00 AM Finish pullingout of hole with fish.

10:30 AM Lay down gauge ring , junk basket, weight bars, cable head. Baker
fishen tools

12:00 PM Pickup 4-3/4" Smith bit. Weatherford pumpoff bit sub. 8 ft. tbgsub.
X nippleXNnipple. tallyin hole to CFP @6070 ft.

1:00 PM Weatherford Power Swivel, Weatherford Foam Unit.Start Foaming
wellbore.

2:00 PM Drill CFP @6070 ft. FCP 400 psi on 2" flow line.

2:40 PM TIHtag CFP #6 @6548 FT. no fill on plug. FCP: 375 psi.

3:45 PM TIHtag CFP: #5 @6618 FT. Drillout no fill on plug. FCP: 400 psi.
on 2" flowline.

4:30 PM TIH tag CFP: 4 @6730 ft. Drill out had increase in gas flow FCP:
500 psi on 2" flow line.

5:15 PM TlH tag CFP: 3 @6856 ft. no filfon plug. FCP: 500 psi. 2" flow line.

6:00 PM TIH tag CFP: 2@ 946 ft. no fill on plug. FCP: 475 psi on 2" flow
line. Drillout circ. hole clean.

6:00 PM Shut in well

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/18/2007 Report #: 26 End Time Description

Summary : Production . Pump Top kill. ND INU 7:00 AM Production. FCP: 560 psi on 32 ck.

BOPs, PU RIH with Over shot jars 2-3/8"
Tbg. run to 6065 ft. tag fish work tools 8:00 AM Blow down casing. Pump 75 bbis.

over fish. Start out of hole. Flowstages 9:00 AM Nippledown Frac tree. Nippleup Weatherford BOPs.

1-8 10:00 AM Flowback 75 bbls.

10:30 AM Pump 100 bbl topkill.

11:00 AM PU Baker Over shot, basket grap. 1-11/16", XOsub, bumper sub,
Dil. jars. 2-3/8"X8 ft. sub. 23.30 ft. over all.

1:30 PM Flow bacl 110 bbl. Pump 100 bbls.

5:30 PM Trip in hole picking up 2-3/8" tbg.tag fish top@6042 ft.fish was not
at 5100 ft.

6:00 PM work toolsover fish to 6065 ft.

7:00 PM Start out of hole. pulled 40 stands.

11:54 PM Flow stages 1-8 on 48 ck.

Well Name : Prickly Pear Fed. #4-27D-12-15 API : 43-007-31237 Area : West Tavaputs

Ops Date : 6/18/2007 Report #: 1 End Time Description

Summary :
Enter the description here

July 02, 2007 04:27 PM
Report by



NOTICE

Utah Oil and Gas Conservation General Rule R649-3-21 states that,

> A well is considered completed when thewell has been adequately worked to be capable
of producing oil or gas or when well testingas required by the division is concluded.

> Within 30 days after the completion or plugging of a well, the followingshall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner willresult in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining, and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of thisnotice, the division has not received the required reports for

Operator: Bill Barrett Corp Today's Date: 09/18/2007

Well: API Number: Drilling Commenced:

Peter's Point 5-2D-13-16 wcr 4300731056 02/10/2007
Prickly Pear U Fed wcr 4300731237 03/06/2007
Prickly Pear U Fed drig/wcr 4300731239 03/06/2007
Prickly Pear U Fed drig/wcr 4300731241 04/03/2007
Prickly Pear U Fed wcr 4300731243 04/03/2007
Prickly Pear U Fed wcr 4300731242 04/04/2007
Prickly Pear U Fed wcr 4300731244 04/04/2007

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Divisionof Oil, Gas and Mining

1594 West North Temple, Suite 1210

P.O. Box 145801
Salt Lake City, Utah 84114-5801

Ifyou have questions or concerns regarding thismatter, please call (801) 538-5284.

cc: Well File
Compliance



Form3160-4 UNITED STATES NNANG
(April21)4) DEPARTMENTOF THE INTERIOR CONFl0ENTIAL â¾o"i'oñ°oÏaE7D

BUREAU OF LAND MANAGEMENT . , Expires:March31,2007

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5 LeaseSerialNo.
UTUO11604 SH/UTUOl37844BH

la Type of Well Oil Well GasWell Dry Other 6 If Indian, Allottee or Tribe Name

b Type of Completion: New Well O Work Over CDeepen Plug Back ODiff Resvr, .

N/A

Other
7 Unitor CA Agreement Name and No.

Prickly Pear Unit/UTU-079487
1 Name of Operator Bill Barrett Corporation 8 Lease Name and Well No

Prickly Pear UF 4-27D-12-15

3 Address 1099 18th Street, Suite 2300 3a PhoneNo. (includearea code) 9 AFI Well No
303-312-8134 43-007-31237

4 Location of Well (Report location clearly and in accordimce with Federal requirementsp 10 Fieldand Pool, or Exploratory
Nine Mile/Wasatch-Mesaverde

Atsurface SWSW, 825' FSL, 463' FWL 11 Sec., T., R.,M., on Block and

At topprod interval reported below SWSW, 52' FSL, 580' FWL, Sec. 22 Surveyor Area Sec. 22, T12S-R15E

lŽ Countyor Parish 13. State
At totaldepth NWNW, 681' FNL, 664' FWL, Sec. 27 Carbon UT

14 Date Spudded 15. DateT.D.Reached 16 Date Completed 07/12/2007 17 Elevations(DF, RKB,RT,GL)*

03/06/2007 04/12/2007 D & A Ready to Prod. 7281' GL

18. TotalDepth: MD 7400' 19. PlugBack T.D.: MD 7332' 20- DepthBridgePlug Set: MD N/A

TVD 7151' TVD 7083' TVD

21. Type Electric &Other Mechanical Logs Run (Submit copy ofeach) 22. Waswell cored? ONo Yes (Submit analysis)
WasDST run? o es (Submit report)

€lMW h/GR, Spectral Density, Mud log (see comments for additional logs)
DirectionalSurvey? No es (Submit copy)

21 Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft) Top (MD) Bottom(MD) Stage Cementer No SCks& SI Vol CementTope Amount Pulled

12 1/4" 9 5/8 JS5 36# Surface 1421' 900 Premium 184 bbIs O'

8 3/4" & 5.5 N-80 17# Surface 7392' 1260 Pre 300 334 bbls 1300'

7 7/8"

X TubingRecord
Size DepthSet (MD) Packer Depth (MD) Size DepthSet(MD) Packer Depth (MD) Size Depth Set(MD) PackerDepth (MD)

2 3/8" 5728'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom PerforatedInterval Size No. Holes Perf Status

A) Wasatch 4014' 6526' 4014' - 4024' 0.43" 30 Open
B) Mesaverde 6560' 7242' 4190' - 4200' 0.43" 30 Open

C) 5124 - 5134' 0.43" 30 Open

D) (continued see attachmnt)
27. Acid, Fracture,Treatment,Cement Squeeze,etc.

Depth Interval Amountand Type of Material
4014' - 4024' Stg 14; 70% CO2 foam frac: 108 tons CO2; 557 bbIs total fluid; 82,300#20/40 White sand

4190' - 4200' Stg 13; 70% CO2 foam frac: 81 tons CO2; 543 bbis total fluid; 59,800# 20/40 White sand

5124' -5134' Stg 12; 70% CO2 foam frac: 61 tons CO2; 700 bbls total fluid; 36,100#20/40 White sand

(continued see attachment)
28. Production - Interval A

Date Fint Test Hours Test Oil Gas Water Oil Gravity Öas Production Method
Produced Date Tested Production BBL MCF BBL Car. API Gravity

06/15/2007 06/21/2007 24 0 2781 28 EE

Choke Og Pmss Csg. 24Hr Oil das Water Gas/Oil Well Status
Size FIwg Press. Rue BBL MCF BBL Ratio

64/64 SI 0 367 0 2781 28
Producing

28a. Production - IntervalB
DateFirst Test Hours Test Oil Gas Water Oil Gravitv Gas Production Method
Pmduced Date Tested Producton BBL MCF BBL CerrAPI Gravitv

G W

Size F1wg Pmss Rate BBL MCF BBL Ratio

SI 0CTO4 2007
*(Seeinstructions and spacesforadditional data on page 2)

DIV.0F0lL,GAS&



28b.Production- IntervalC
DateFirst Test Hours Test Oil Gas Water OilGravity Gas PmductionMethod
Produced Date Tested Production BBL MCF BBL ColtAPI Gravity

Choke Tbg.Pms. Cs8 24Hr Oil Gas Water Gas/Oil WellStatus
Size Fiwg. Press Rate BBL MCF BBL Ratio

SI

28c. Production- IntervalD
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr.API Gravity

Choke Tbg.Press. Csg. 24Hr Oil Gas Water Gas/0il WellStatus
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. DispositianofGas(Sold,usedforfuel,vented, etc.)

Sold

30. Sunxmtyof Porous7Dnes (IncludeAquifers): 31. Formation (lßg) Markers

Showall importantzones of porosityand contents thereof: Coredintervalsand all drill-stem
tests,includingdepthintervaltested,cushion used,timetoolopen, flowingand shut-in pressures
and recoveries.

Formation Top Bottom Descriptions, Contents,etc. Name °E
Meas.Depth

Wasatch 2824'
North Horn 4931'
Dark Canyon 6570'
Price River 6836'
TD 7400'

32. Additionalremarks (include pluggingprocedure):

Additional log information: Dual Spaced Neutron/Array Compensated/True Resistivity. Copies of logs already submitted.

33. Indicatewhich itmeshavebeenattached byplacing a check in theappropriate boxes:

O Electrical/MechanicalLogs(1 fullset req'd.) GeologicReport ODSTReport DirectionalSurvey

O SundryNoticeforpluggingand cement verification O CoreAnalysis OOther:

34. Iherebycertify thattheforegoingand attached informationiscomplete and correct as determinedfromall available records (seeattached instructions)*

Name(please print) Tracey Fallang Title Environmental/Regulatory Analyst

Signature / Af & Date 07/31/2007

Title 18 U.S.C Section1001and it 43 U.S.C Section121 , e it a crime for any personknowinglyand willfully to make to any departmentor agency of the United
Statesany false, fictitiousor fraudulentstatementsor representationsas to anymatterwithin its.iurisdiction.

(Form3160-4,page



Prickly Pear 4-27D-12-15 Completion Report Continued

26. PERFORATION RECORD (cont.' 27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)

INTERVAL NO. PERFORATION
(Topf lot-MD) SIZE HOLES STATUS AMOUNT AND TYPE OF MATERIAL

5682' 5698' 0.43" 30 Open Stg 11 70% CO2 foam frac: 95 tons CO2 617 bb1stotal fluid 60,500# 20/40 White Sand

5773' 5863' 0.43" 24 Open Stg 10 70% CO2 foam frac: 75 tons CO2 596 bbls total fluid 30,500# 20/40 White Sand

5915' 5925' 0.43" 30 Open Stg 9 70% CO2 foam frac: 100 tons CO2 534 bbls total fluid 52,100# 20/40 White Sand

6021' 6030' 0.43" 27 Open Stg 8 70% CO2 foam frac: 51 tons CO2 526 bb1stotal fluid 19,383# 20/40 White Sand

6468' 6526' 0.56" 30 Open Stg 7 70% CO2 foam frac: 176 tons CO2 1052 bbls total fluid 124,137# 20/40 White Sand

6560' 6604' 0.56" 27 Open Stg 6 70% CO2 foam frac: 182 tons CO2 964 bbls total fluid 79,901# 20/40 White Sand

6634' 6684' 0.56" 30 Open Stg 5 70% CO2 foam frac: 144 tons CO2 693 bb1stotal fluid 80,002# 20/40 White Sand

6810' 6836' 0.56" 26 Open Stg 4 70% CO2 foam frac: 48 tons CO2 608 bb1s total fluid 20,464# 20/40 White Sand

6865' 6895' 0.56" 30 Open Stg 3 70% CO2 foam frac: 122 tons CO2 653 bbls total fluid 79,989# 20/40 White Sand

7009' 7082' 0.43" 36 Open Stg 2 70% CO2 foam frac: 160 tons CO2 849 bb1stotal fluid 104,644# 20/40 White Sand

7232'. 7242' 0.43" 30 Open Stg 1 70% CO2 foam frac: 81 tons CO2 500 bb1stotal ßuid 39,933# 20/40 White Sand

*Depth intervals for frac information same as perforation record



Directional Surveys BIII Barrett Corporation

Well: Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237
Area : West Tavaputs Direction of Vertical Section (in degrees) : 183.51

Survey Company : Weatherford Magnetic Dec. Correction : 11.90

Corrected
Extrap. Depth (MD) Angle (dep) Direction (deg) TVD Northings N/S Eastings E/W Vertical Section Dog Leg

1496.00 0.38 228.89 1495.98 3.26 S 3.74 W 3.48 0.03
1591.00 1.19 159.02 1590.97 4.39 S 3.62 W 4.60 1.18
1686.00 2.88 162.77 1685.90 7.59 S 2.56 W 7.73 1.78
1780.00 5.06 165.89 1779.66 13.87 S 0.85 W 13.89 2.33
1875.00 8.13 168.89 1874.00 24.52 S 1.46 E 24.39 3.25
1970.00 10.69 165.27 1967.70 39.63 S 5.00 E 39.25 2.76
2065.00 12.94 166.14 2060.66 58.48 S 9.79 E 57.77 2.38
2160.00 14.88 170.39 2152.87 80.84 S 14.37 E 79.80 2.31
2255.00 16.44 175.76 2244.33 106.27 S 17.40 E 105.00 2.24
2350.00 19.00 172.14 2334.80 134.99 S 20.51 E 133.49 2.93
2445.00 21.13 179.39 2424.02 167.44 S 22.81 E 165.73 3.44
2540.00 22.81 177.77 2512.11 202.96 S 23.71 E 201.13 1.88
2635.00 22.44 174.77 2599.80 239.42 S 26.08 E 237.37 1.28
2730.00 21.63 174.02 2687.86 274.88 S 29.55 E 272.56 0.90
2825.00 21.75 171.39 2776.13 309.70 S 34.01 E 307.04 1.03
2920.00 21.25 171.02 2864.52 344.11 S 39.33 E 341.06 0.55
3014.00 22.25 170.89 2951.83 378.51 S 44.81 E 375.05 1.07
3109.00 21.88 170.52 3039.87 413.73 S 50.57 E 409.85 0.42
3204.00 22.38 170.01 3127.87 449.00 S 56.63 E 444.69 0.56
3299.00 21.56 169.89 3215.97 483.99 S 62.83 E 479.24 0.86
3393.00 22.56 170.02 3303.08 518.75 S 68.98 E 513.56 1.07
3488.00 23.25 169.52 3390.59 555.14 S 75.55 E 549.47 0.75
3582.00 23.25 169.14 3476.96 591.60 S 82.42 E 585.45 0.16
3678.00 23.19 169.02 3565.18 628.77 S 89.59 E 622.10 0.08
3773.00 22.50 169.39 3652.73 665.00 S 96.50 E 657.84 0.74
3868.00 23.13 168.39 3740.29 701.14 S 103.61 E 693.48 0.78
4058.00 22.38 170.89 3915.50 773.41 S 116.84 E 764.81 0.64
4153.00 21.31 170.02 4003.67 808.27 S 122.70 E 799.24 1.18
4248.00 20.19 169.64 4092.51 841.40 S 128.64 E 831.94 1.19
4343.00 20.13 171.14 4181.69 873.67 S 134.10 E 863.83 0.55
4438.00 20.31 169.39 4270.83 906.03 S 139.66 E 895.78 0.66
4533.00 19.38 171.64 4360.19 937.83 S 144.98 E 927.20 1.27
4628.00 20.44 171.27 4449.51 969.82 S 149.79 E 958.83 1.12
4722.00 21.38 172.64 4537.31 1003.04 S 154.48 E 991.70 1.13
4817.00 21.69 173.02 4625.68 1037.64 S 158.83 E 1025.97 0.36
4911.00 20.81 172.77 4713.29 1071.44 S 163.04 E 1059.45 0.94
5006.00 20.25 173.27 4802.25 1104.51 S 167.09 E 1092.21 0.62
5100.00 21.00 174.39 4890.23 1137.43 S 170.65 E 1124.85 0.90
5195.00 19.38 174.02 4979.38 1170.05 S 173.95 E 1157.20 1.71
5289.00 17.50 173.77 5068.54 1199.61 S 177.11 E 1186.51 2.00
5383.00 16.25 174.26 5158.49 1226.74 S 179.96 E 1213.43 1.34
5478.00 14.88 174.89 5250.00 1252.12 S 182.38 E 1238.60 1.45
5573.00 13.69 176.02 5342.06 1275.48 S 184.24 E 1261.81 1.29
5668.00 12.63 175.39 5434.56 1297.05 S 185.86 E 1283.24 1.13
5763.00 11.94 175.39 5527.38 1317.20 S 187.48 E 1303.25 0.73
5857.00 11.13 176.52 5619.48 1335.95 S 188.82 E 1321.88 0.89

Report by Wellcore . July 31, 2007 3:18



Directional Surveys Bill Barrett Corporation

Well : Prickly Pear Fed. #4-27D-12-15 API #: 43-007-31237

Area : West Tavaputs Direction of Verticalsection(in degrees) : 183.51
Survey Company : Weatherford Magnetic Dec. Correction : 11.90

Corrected
Extrap. Depth (MD) Angle (den) Direction (deg) TVD Northings N/S Eastings E/W Vertical Section Dog Leg

5952.00 10.81 176.02 5712.74 1353.99 S 189.99 E 1339.81 0.35
* 6660.00 5.50 176.00 6412.83 1454.07 S 196.97 E 1439.28 0.75
* 7367.00 2.75 176.00 7117.80 1504.78 S 200.51 E 1489.68 0.39
* 7400.00 2.65 176.00 7150.76 1506.33 S 200.62 E 1491.23 0.30

Report by Wellcore July 31, 2007 3:18



United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office EMCA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.govlut/stlen.html

IN REPLY REFER TO
3180
UT-922

BillBarrett Corporation APR - 2 2008
Attn: Doug Gundry-White
1099 18th Street, Suite 2300
Denver, CO 80202

Re: 2ndROViSion Consolidated Wasatch-Mesaverde
Formation PA "A-D-E" Prickly Pear Unit
Carbon County, Utah

Gentlemen:

The 2ndRevision to the Consolidated Wasatch-Mesaverde Formation PA "A-D-E",Prickly Pear Unit,
CRS No. UTU79487G, is hereby approved effective as of May 1, 2007, pursuant to Section 11 of
the Prickly Pear Unit Agreement, Carbon County, Utah.

The 2nd Revision to the Consolidated Wasatch-Mesaverde Formation PA "A-D-E" results in the
addition of 160.00 acres to the participating area for a total of 4,000.00 acres and is based upon the
completion of Well No. 13-22-12-15, API No. 43-007-31238, located in the SW¼SW¼ of Section
22, Township 12 South, Range 15 East, SLM&B,Federal Unit Tract No. 4, Lease No. UTU11604,
as a well capable of producing unitized substances in paying quantities

Copies of the approved request are being distributed to the appropriate agencies and one copy is
returned herewith. Please advise all interested parties of the approval of the 2ndRevision for the
Consolidated Wasatch-Mesaverde Formation PA "A-D-E",Prickly Pear Unit, and theeffective date.

Ñ/o 3-ô07 ßlAS7 Âcom/5îbý Sincerely,

' Becky J. Hammond
4 ‡\r prod G|t jo1 Chief, Branch of Fluid Minerals

Enclosure

RECEIVED
APRO7 2008

DIVOFOIL,GAS



STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL,GASAND MINING

ENTITY ACTION FORM

Operator: Bill Barrett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number: (303) 312-8134

Well i

API Number Well Name QQ Sec Twþ¾ County
4300731275 Peter's Point Unit Federal 6-350-12-16 SENW 35 12S 16E Carbon

Action Codë • Current Entity New Entity Spud Date niityAssignment
Number Number flective Date

CommenCts:

Change ue

e8

ans n S 771V

Well 2

API Number Well Name QQ Sec T county
4300731238 Prickly Pear Unit Federal 13-22-12-15 SWSW 22 12S 15E Carbon

Action Co Current Entity New Entity Spud Date nyAssignment
Number Number e Date

C 15965 14794 5/1/2007

n

Well 3
APINumber WellName QQ Sec Tw Mri County
4300731237 Prickly Pear Unit Federal 4-27D-12-15 SWSW 22 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 15964 14794 6/1/2007
Comments:

Change due to PA expansion /

ACTION CODES:
A - Establish new entity for new well (single well only) Tracey Fallang
B - Add new well to existing entity (groupor unit well) Name (PI se Print)
C - Re-assign well from one existing entity to another existing entity '

i 1A /
D - Re-assign well from one existing entity to a new entity Signature
E - Other (Explain in 'comments' section) Environmental lyst 4/8/ 0

RECEIVED "''' °a*•

15/2000)

APR08 2008
DIV.OFOlL,GAS&



\ United States Department of the Interior
BUREAU OF LAND MANAGEMENT

CH 2
* Utah State Office

P.O. Box 45155
Salt Lake City, UT 84145-0155
http://www.bim.govlut/stlen.html

IN REPLY REFER TO
3180
UT-922

BillBarrett Corporation MAY- 8 2008
Attn: Doug Gundry-White
1099 18th Street, Suite 2300
Denver, CO 80202

Re: 3rdRevision Consolidated Wasatch-Mesaverde
Formation PA "A-D-E" Prickly Pear Unit
Carbon County, Utah

Gentlemen:

The 3rdRevision to the Consolidated Wasatch-Mesaverde Formation PA "A-D-E",Prickly Pear Unit,
CRS No. UTU79487G, is hereby approved effective as of June 1, 2007, pursuant to Section 11 of
the Prickly Pear Unit Agreement, Carbon County, Utah.

The 3rd Revision to the Consolidated Wasatch-Mesaverde Formation PA "A-D-E" results in the
additionof 160.00 acres to the participating area for a totalof 4,160.00 acres and is based upon the
completion of the following wells as being capable of producing unitized substances in paying
quantities:

BOTTOMHOLE
WELL NO. APONO LOCATION LEASE NO.
3-27D-12-15 43-007-31239 NE¼NW¼, 27-128-15E UTUO137844

4-27D-12-15 43-007-31237 NW¼NW¼, 27-128-15E UTUO137844 StdS

Copies of the approved request are being distributed to the appropriate agencies and one copy is
returned herewith. Please advise all interested parties of the approval of the 3rdRevision for the
Consolidated Wasatch-Mesaverde Formation PA "A-D-E",Prickly Pear Unit, and the effectivedate.

y,

Becky J. Hammond
Chief, Branch of Fluid Minerals

Enclosure RECElVED
MAY12 2008

DN.0FOIL,GAS&



BA ONFilENTIALggYFonn 31res UNITEDSTATES
e .

(April2004) DEPARTMENTOF THE INTERIOR xpires:Match31,2007
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTUO137844(BH)

Do not use this form for proposals to drill or to re-enteran 6. IfIndian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· n/a

SUBMITIN TRIPLICATE- Otherinstructions on reverse side. 7. IfUnitorCA/Agreernent,Nameand/orNo.
Prickly Pear Unit/UTU-794871. Type of 11

OilWellOO g GasWellOO Other
8. WellNameandNo.

Prickly Pear Unit Fed 4-27D-12-152. Nameof0pemtor BILL BARRETT CORPORATION
9. API Well No.

3a Address 3b. PhoneNo. (include area code) 43-007-31237
1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratoryArea

4. LocationofWell (Footage,Sec.,7, R.,M, orSurveyDescription) Nine Mile/Wasatch-Mesaverde

SWSW, Sec. 22, T12S-R15E 11. Countyor Parish, State
825' FSL, 463' FWL

Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NOIIQ REPORT, OR ØIHER DATA
TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) WaterShul-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity
SubsequentReport Casing Repair NewConstruction Recomplete Oder first sales

ChangePlans PlugandAbandon TemporarilyAbandon
FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearly state all pertinentdetails,includingestimated startingdateofanyproposedwork andapproximate durationthereof
If theproposalistodeependirectionallyor recomplete horizontally,givesubsurface locationsand measured andtruevertical depthsofall pertinentmarkersand zones.
AttachtheBondunder whichtheworkwill beperformedor providetheBondNo. onfilewith BLM/BIA.Requiredsubsequentreports shallbe filedwithin30days
followingcompletion of theinvolvedoperations.If theoperationresultsina multiple completion or recompletionina new interval,a Form3160-4shallbefiledonce
testinghas beencompleted. Final AbandonmentNoticesshall be filedonly after all requirements, includingreclamation,have beencompleted,and theoperatorhas
determinedthatthesite is ready forfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION THAT THIS WELL HAS TEMPORARILY BEEN SHUT-IN (RETRIEVABLE
BRIDGE PLUG (RBP) SET AT 3900'). FOUR NEW DIRECTIONAL WELLS WERE PERMITTEDIADDED TO THIS PAD AND
DRILLING BEGAN ON THE FIRST OF FOUR WELLS ON 7/3/08. AT THE TIME ALL WELLS HAVE COMPLETED DRILLING
(APPROXIMATELY 8/25/08), THE RBP WILL BE REMOVED AND THIS WELL WILL BE TURNED BACK TO SALES.

14. I hereby certify that the foregoingis true and correct
Name (Printed/Typed)

Tra lang Title Environrnental/Regula7t/o0r7y Analyst

IS SPACE FO EDERAL OR STATE OFFICE USE

Approvedly Title Date
Conditionsof approval, if any,are attached. Approval of thisnoticedoesnot warrant or
certifythattheapplicantholdslegalor equitabletitleto thoserights in the subjectlease Office
which wouldentitletheapplicant to conductoperationsthereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,makeit a crime foranypersonknowinglyand willfully to make to any departmentor agencyofthe United
Statesany false,fictitiousor fraudulentstatements or representationsasto any matterwithin itsjurisdiction.

DECEIVED(Instructionsonpage 2)

JUL1O2008
DIV.0FOIL,GAS&









WELL NAME FIELD COUNTY QTR/QTR SEC TWN-RNG FOOTA3E TALLS LEASE # # OF TANKS
PRICKLY PEAR U FED 1-28-12-15 NINE MILE CANYON CARBON NENE 28 12S-15E 805 N 1184 E UTU-73670
PRICKLY PEAR U FED 5-270-12-15 NINE MILE CANYON CARBON NENE 28 125-15E 795 N 1154 E UTU-0137844
PRICKLYPEAR U FED 8-28D-12-15 NINE MILE CANYON CARBON NENE

. 28 12S-15E 800 N. 1169 E UTU-7367Q (23 Mrgitiple Well Pron\ TanksPRICKLYPEAR U FED 9-28D-12-15 NINEMILE CANYON CARBON NENE 28 12S-15E 811 N 1199 E UTU-73670 (1) Prod Tank (9-28D)
PRICKLY PEAR U FED 2-28D-12-15 NINE MILE CANYON CARBON NWNE 28 125-15E 650 N 1412 E UTU-73670 (1) Test Tank
PRICKLY PEAR U FED 5A-27D-12-15 NINE MILE CANYON CARBON NWNE 28 125-15E 648 N 1380 E UTU-0137844 (1) Blowdown Tank
PRICKLY PEAR U FED 16X-21D-12-15 NINE MILE CANYON CARBON NWNE 28 125-15E 649 N 1396 E UTU-73670
PRICKLY PEAR U FED 1A-28D-12-15 NINE MILE CANYON CARBON NWNE 28 125-15E 648 N 1364 E UTU-73670
PRICKLY PEAR U FED 11-15D-12-15 PRICKLY PEAR CARBÓN NENW 22 125-15E 560 N 1992 W UTU-65773
PRICKLY PEAR U FED 3-22-12-15 PRICKLY PEAR CARBON NENW 22 123-15E 550 N 2039 W UTU-011604
PRICKLY PEAR U FED 5-22D-12-15 PRICKLY PEAR CARBON NENW 22 125-15E 557 N 2008 W UTU-011604

W) Multiple Well Prod Tanks
PRICKLY PEAR U FED 7-22D-12-15 PRICKLY PEAR ÇARBON NENW 22 125-15E 553 N 2023 W UTU-011604

(1) Test TankPRICKLY PEAR U FED 14-15D-12-15 PRICKLY PEAR CARBON NENW 22 125-15E 712 N 2294 W UTU-65773 (1) Blowdown TankPRICKLY PEAR U FED 6-22D-12-15 PRICKLY PEAR CARBON NENW 22 125-15E 716 N 2279 W UTU-011604
PRICKLY PEAR U FED 13-15D-12-15 PRICKLY PEAR CARBON NENW 22 123-15E 719 N 2263 W UTU-65773
PRICKLY PEAR U FED 4-22D-12-15 PRICKLY PEAR CARBON NENW 22 125-15E 722 N 2247 W UTU-011604
PRICKLY PEAR UNIT 21-2 NINE MILE CANYON CARBON SWNW 21 125-15E 1620 N 1247 W UTU-73670

PRICKLY PEAR U FED 12-21D-12-15 NINE MILE CANYON CARBON SWNW 21 12S-15E 1609 N 1256 W UTU-73670
PRICKLY PEAR U FED 11-21D-12-15 NINE MILE CANYON CARBON SWNW 21 125-15E 1597 N 1266 W UTU-73670 (4) Multiple Well Prod TanksPRICKLY PEAR U FED 4-21D-12-15 NINE MILE ÇANYON CARBON SWNW 21 125-15E 1585 N 1277 W UTU-73670 (1) Test TankPRICKLY PEAR U FED 6-21D-12-15 NINE MILE CANYON CARBON SWNW 21 125-15E 1574 N 1288 W UTUÑ3670 (1) Blowdown Tarik
PRICKLY PEAR U FED 3-21D-12-15 NINE MILE CANYON CARBON SWNW 21 125-15E 1562 N 1298 W UTU-73670
PRIÇKLY PEAR U FED 5-21D-12-15 NINE MILE CANYON CARBON SWNW 21 125-15E 1550 N 1309 W UTU-73670
PRICKLY PEAR U FED 13-22-12-15 NINEMILE CANYON CARBON SWSW 22 125-15E 836 S 451 W UTU-011604
PRICKLY PEAR U FED 3-27D-12-15 NINE MILE CANYON CARBON SWSW 22 125-15E 815 S 475 W UTU-0137844
PRICKLY PEAR U FED 4-27D-12-15 NINE MILE CANYON CARBON SWSW 22 125-15E 825 S 463 W UTU-0137844 (5tMultiple Well Prod TanksPRICKLY PEAR U FED 4A-27D-12-15 NINE MILE CANYON CARBON SWSW 22 128-15E 848 S 471 W UTU-0137844 (1) Test TankPRICKLY PEAR U FED 14-22D-12-15 NINE MILE CANYON CARBON SWSW 22 125-15E 858 S 459 W UTU-011604 (1) Blowdown Tank
PRICKLY PEAR U FED 11-22D-12-15 NINE MILE CANYON CARBON SWSW 22 125-15E 869 S 447 W UTU-011604PRICKLY PEAR U FED 12-22D-12-15 NINE MILE CANYON CARBON SWSW 22 125-15E 879 S 434 W UTU-011604
PRICKLY PEAR U FED 1-20-12-15 NINE MILE CANYON CARBON NENE 20 125-15E 689 N 777 E UTU-073669PRICKLY PEAR U FED 8-20D-12-15 NINE MILE CANYON CARBON NENE 20 125-15E 700 N 755 E UTU-073669 µ) Multiple viell Prod Tanks

(1) Test TankPRICKLY PEAR U FED 1A-20D-12-15 NINE MILE CANYON CARBON NENE 20 125-15E 684 N 760 E UTU-073669
(1) Blowdown TankPRICKLY PEAR U FED 2-20D-12-15 NINE MILE CANYON CARBON NENE 20 12S-15E 669 N 765 E



API Well No: 43007312370000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU 011604 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PRICKLY PEAR 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PRICKLY PEAR U FED 4-27D-12-15 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312370000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 NINE MILE CANYON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0825 FSL 0463 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 22 Township: 12.0S Range: 15.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

4/13/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted as notification that Bill Barrett Corporation will
move on to this location to install a new lift system in an attempt to enhance
production. The workover procedure is attached. If you have any questions or

need further information, please call me at 303-312-8134.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 4/12/2010

PHONE NUMBER:
303 312-8128  Ext 

Workover-change in flow mechanism

 

PHONE NUMBER
303 312-8134

April 12, 2010

April 13, 2010

iPI Well No: 43007312370000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEAs0E1D6EOSIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PRICKLY PEAR U FED 4-27D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312370000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext NINE MILE CANYON

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

0825 FSL 0463 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SWSW Section: 22 Township: 12.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/13/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in flot

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted as notification that Bill Barrett Corporation will
move on to this location to install a new lift system in an attempt to enhance Accepted by the
production. The workover procedure is attached. If you have any questions or Utah Division of

need further information, please call me at 303-312-8134. Oil, Gas and Mining

Date: Ap il 13, 2 0

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 4/12/2010

RECEIVED April 12,



WORKOVER PROCEDURE 
 

Prickly Pear Unit Federal 4-27D-12-15 
CVR Installation Procedure “Change of lift system” 

 
*It is imperative that as little fluid as possible is pumped on this well while 
performing this procedure. 
3-1/2” Ultra Flush Est – 792’ 
2-3/8” EUE Est – 6,440’ 
 

1.) MIRU PU & bleed casing off thru flare 
2.) NU BOP’s 
3.) MUPU 5.5” bit & Scraper, 2-3/8” tbg & TIH to original PBTD 7,332’. 
4.) TOOH w/ same. 
5.) PUMU +/- 792’ of 3.5” Ultraflush tubing (w/ pump out plug insert), 
change over to 2 3/8 tubing 
6.) MIRU NALCO One Source capillary tbg unit & run ¼” 2204 
stainless steel tbg inside 3.5” ultra flush 
7.) MU & TIH w/Injection Mandrel, Shear Jt, XN nipple, 1 jt 2-3/8” tbg, 
CVR sleeve (w/ sleeve intact over holes) 
8.) MUPU & continue TIH under pressure thru hydrill w/ 2-3/8” tbg with 
capillary string banded to outside of tbg 

a. Land CVR sleeve @ 6,440’ +/- 
9.) PUMU modified tbg hanger & hook up ¼” capillary tbg to injection 
port 
10.) Land tbg 
11.) N/D bop N/U well head w/ isolation nipple between donut & B2 
adapter flange on bottom of tree 
12.) RU N2 foam unit & pump out bottom plug.  Continue foaming down 
tbg up backside for 2 hours to evacuate all liquids 
13.) Immediately MIRU SL unit, RIH & pull CVR sleeve (same day as 
foam unit evacuates the backside) 
14.) RIH & set XN-plug 
15.) RDMOL flowing well up tbg to sales 

 

April 12, 2010

WORKOVER PROCEDURE

Prickly Pear Unit Federal 4-27D-12-15
CVR Installation Procedure "Change of lift system"

*lt is imperative that as little fluid as possible is pumped on thiswell while
performing this procedure.
3-1/2" Ultra Flush Est - 792'
2-3/8" EUE Est - 6,440'

1.) MIRU PU & bleed casing off thru flare
2.) NU BOP's
3.) MUPU 5.5" bit & Scraper, 2-3/8" tbg & TlH to original PBTD 7,332'.
4.) TOOH wl same.
5.) PUMU +/- 792' of 3.5" Ultraflush tubing(wl pump out plug insert),
change over to 2 3/8 tubing
6.) MIRU NALCO One Source capillary tbg unit & run ¼" 2204
stainless steel tbg inside 3.5" ultra flush
7.) MU & TlH w/Injection Mandrel, Shear Jt, XN nipple, 1 jt 2-3/8" tbg,
CVR sleeve (wl sleeve intact over holes)
8.) MUPU & continue TlH under pressure thru hydrill w/ 2-3/8" tbg with
capillary string banded to outside of tbg

a. Land CVR sleeve @6,440' +/-

9.) PUMU modified tbg hanger & hook up ¼" capillary tbg to injection
port
10.) Land tbg
11.) NID bop N/U well head wl isolation nipple between donut & B2
adapter flange on bottom of tree
12.) RU N2 foam unit & pump out bottom plug. Continue foaming down
tbg up backside for 2 hours to evacuate all liquids
13.) Immediately MIRU SL unit, RIH & pull CVR sleeve (same day as
foam unit evacuates the backside)
14.) RIH & set XN-plug
15.) RDMOL flowing well up tbg to sales

RECEIVED April 12,



API Well No: 43007312370000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU 011604 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PRICKLY PEAR 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PRICKLY PEAR U FED 4-27D-12-15 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312370000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 NINE MILE CANYON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0825 FSL 0463 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 22 Township: 12.0S Range: 15.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

4/14/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to provide details of the workover completed
in an attempt to enhance production by changing out the lift system. Details

of the workover are attached.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 4/27/2010

PHONE NUMBER:
303 312-8128  Ext 

Workover-change in flow mechanism

 

PHONE NUMBER
303 312-8134

April 27, 2010

April 28, 2010

iPI Well No: 43007312370000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEAs0E1D6EOSIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PRICKLY PEAR U FED 4-27D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312370000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext NINE MILE CANYON

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

0825 FSL 0463 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SWSW Section: 22 Township: 12.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/14/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in flot

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to provide details of the workover completed
in an attempt to enhance production by changing out the lift system. DetailAccepted by the

of the workover are attached. Utah Division of
Oil, Gas and Mining

FOR RECgg2 LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 4/27/2010

RECEIVED April 27,



Page 1/2 Report Printed:  4/27/2010www.peloton.com

Well Summary Report

Prickly Pear Fed. #4-27D-12-15  4/10/2010 00:00 -  4/11/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Flowing to sales no activity - 9, MIRU Nabors service rig and support equipment, Delsco slick line pulled plunger and spring no ball was in the seat - 1.5, Blow 
down tubing pressure to Blow down tank, Pressure down to 30# staying stable bleed down casing pressure pump 3 bbl kill down tubing back out lock downs 
unseat hanger pulling 10M over string weight hanger above pipe rams close in pipe rams open annular pull above annular, break out hanger install TIW with night
cap, lock pipe rams SDFN - 1.5, WSI, location secured SDFN - 12

Prickly Pear Fed. #4-27D-12-15  4/11/2010 00:00 -  4/12/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

WSI, location secured no activity - 0.75, Safety Meeting, Discuss operations for day, PPE, tripping pipe, pinch points - 0.25, Checked pressures SITP- 250#, 
SICP- 299#, blow down tubing to blow down tank, send casing to sales, Light blow tubing, TOOH with 2 3/8", FCP- 205#, 1.7 MMCF/day continue to flow casing 
to sales while tripping out (strapping tubing on way out of hole) 40 jts 2 3/8" left to POOH pump 20 bbl kill down casing finish POOH to 2 7/8" PH6 jionts, Lay down
8 jts 2 7/8" PH6 casing flowing @ 98# to blow down tank shut in pump 20 bbl kill down casing finish TOOH lay down 14 jts 2 7/8" PH6 out of hole close blind rams
open casing to blow down tank let unload water. Total jts 2 3/8" POOH 205 jt Total jts 2 7/8" PH6 POOH 22 jts, X and XN-nipples both ran upside down joints 
below X-nipple have reduced ID due to build up scale and what looks like calcium carbonite glass looking type material, holes on the perforated sub probably 70%
plugged off. - 4, MU 5 1/2" casing scraper and 4 3/4" Varel mill tooth tri-cone rock bit (S/N 1095541) casing flowing @ 98# PUMP 20 bbl kill down casing TIH with 
bit and casing scraper to 3249' tubing started flowing installed TIW valve let casing flow to unload water - 3, Service rig equipment change out froze up hanger 
lock downs, casing flowing (annular closed) @ 123# all water unloaded Shut in casing close and lock pipe rams WSI, move 2 7/8" PH6 from pipe racks to 2nd set 
pipe racks move 2 3/8" tubing to pipe rack and strap (additional tubing to get to PBTD) - 2, WSI, location secured SDFN - 14

Prickly Pear Fed. #4-27D-12-15  4/12/2010 00:00 -  4/13/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

WSI location secured no activity - 0.75, Safety Meeting, Discuss operations for day, Pinch points tripping and picking up tubing, PPE - 0.25, Checked Pressures 
SITP- 250#, SICP- 288#, open casing to sales, Pum 10 bbl kill down tubing  TIH with 2 3/8" tubing  40 jts run tubing flowing pump 10 bbl kill down tubing @ 6400' 
close in sales line open casing to Blow down tank, pick-up 2 3/8" tubing work scraper up and down taking time to get to PBTD tag fill @ 7305' clean out to 7332' 
circulate hole clean from 10:15 to 11:30 with foamed nitrogen pumping @ 5 gpm with foamer added 990 scfm Nitrogen 700# return pressure @ 140# - 4.5, Pump 
10 bbl top kill down tubing TOOH lay down 29 jts 2 3/8" tubing stand rest back in derrick 80 jts out wind gusting to 40 to 50 mph blowing blocks back into derrick 
shut down POOH let wind die down 13:40 Pump 10 bbl top kill start POOH again slowly still seeing gusty winds, 40 jts left to POOH pump 20 bbl top kill to get rest
of the way out, 15:00 out of hole break out bit and scraper - 3, Change out equipment to run 3 1/2" UFJ, letting well unload to blow down tank, Pick-up frist jt 3 1/2"
UFJ install crouse plug in bottom and secure with tape, continue to let well unload fluid, 16:00 pump 20 bbl top kill and TIH with 23 jts (739.56') 2'- 2 3/8" pup, 
shear sub, and 1 jt 2 3/8" L80 EUE 8rd (31.49'), Close and lock pipe rams, install TIW valve with night cap, drain up and service rig equipment - 3, Casing open to 
blow down tank letting unload fluid, shut in blow down tank open to sales pressure building, present FTP- 145#, 0.740 MMCF/day, leave casing flowing to sales 
thru night secure location SDFN - 12.5

April 27, 2010

Bill Barrett Corporation
Well Summary Report

Prickly Pear Fed. #4-27D-12-15 4/10/2010 00:00 - 4/11/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Flowing to sales no activity -9, MIRU Nabors service rig and support equipment, Delsco slick line pulled plunger and spring no ball was in the seat - 1.5, Blow
down tubing pressure to Blow down tank, Pressure down to 30# staying stable bleed down casing pressure pump 3 bbl killdown tubing back out lock downs
unseat hanger pulling 10M over string weight hanger above pipe rams close in pipe rams open annular pull above annular, break out hanger install TlW with night
cap, lock pipe rams SDFN - 1.5, WSI, location secured SDFN - 12

Prickly Pear Fed. #4-27D-12-15 4/11/2010 00:00 - 4/12/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
WSI, location secured no activity - 0.75, Safety Meeting, Discuss operations for day, PPE, trippingpipe, pinch points - 0.25, Checked pressures SITP- 250#,
SICP- 299#, blow down tubingto blow down tank, send casing to sales, Light blow tubing, TOOH with 2 3/8", FCP- 205#, 1.7 MMCF/day continue to flow casing
to sales while trippingout (strapping tubing on way out of hole) 40 jts 2 3/8" left to POOH pump 20 bbl killdown casing finish POOH to 2 7/8" PH6 jionts, Lay down
8 jts 2 7/8" PH6 casing flowing @98# to blow down tank shut in pump 20 bbl killdown casing finish TOOH lay down 14 jts 2 7/8" PH6 out of hole close blind rams
open casing to blow down tank let unload water. Total jts 2 3/8" POOH 205 jt Total jts 2 7/8" PH6 POOH 22 jts, X and XN-nipples both ran upside down joints
below X-nipple have reduced ID due to build up scale and what looks like calcium carbonite glass looking type material, holes on the perforated sub probably 70%
plugged off. - 4, MU 5 1/2" casing scraper and 4 3/4" Varel mill tooth tri-cone rock bit (S/N 1095541) casing flowing @98# PUMP 20 bbl killdown casing TlH with
bit and casing scraper to 3249' tubing started flowing installed TlW valve let casing flow to unload water - 3, Service rig equipment change out froze up hanger
lock downs, casing flowing (annular closed) @ 123# all water unloaded Shut in casing close and lock pipe rams WSI, move 2 7/8" PH6 from pipe racks to 2nd set
pipe racks move 2 3/8" tubingto pipe rack and strap (additional tubingto get to PBTD) - 2, WSI, location secured SDFN - 14

Prickly Pear Fed. #4-27D-12-15 4/12/2010 00:00 - 4/13/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
WSI location secured no activity - 0.75, Safety Meeting, Discuss operations for day, Pinch points trippingand picking up tubing, PPE - 0.25, Checked Pressures
SITP- 250#, SICP- 288#, open casing to sales, Pum 10 bbl killdown tubing TlH with 2 3/8" tubing 40 jts run tubingflowing pump 10 bbl killdown tubing @6400'
close in sales line open casing to Blow down tank, pick-up 2 3/8" tubingwork scraper up and down takingtime to get to PBTD tag fill@7305' clean out to 7332'
circulate hole clean from 10:15 to 11:30 with foamed nitrogen pumping @5 gpm with foamer added 990 scfm Nitrogen 700# return pressure @ 140#-4.5, Pump
10 bbl top killdown tubingTOOH lay down 29 jts 2 3/8" tubing stand rest back in derrick 80 jts out wind gusting to 40 to 50 mph blowing blocks back into derrick
shut down POOH let wind die down 13:40 Pump 10 bbl top killstart POOH again slowly still seeing gusty winds, 40 jts left to POOH pump 20 bbl top killto get rest
of the way out, 15:00 out of hole break out bit and scraper - 3, Change out equipment to run 3 1/2" UFJ, letting well unload to blow down tank, Pick-up frist jt 3 1/2"
UFJ install crouse plug in bottom and secure with tape, continue to let well unload fluid, 16:00 pump 20 bbl top killand TIH with 23 jts (739.56') 2'- 2 3/8" pup,
shear sub, and 1 jt 2 3/8" L80 EUE 8rd (31.49'), Close and lock pipe rams, install TlW valve with night cap, drain up and service rig equipment - 3, Casing open to
blow down tank letting unload fluid, shut in blow down tank open to sales pressure building, present FTP- 145#, 0.740 MMCF/day, leave casing flowing to sales
thru night secure location SDFN - 12.5

www.peloton.com Page 1/2 Report Printed: 4/27/2010
RECEIVED April 27,



Page 2/2 Report Printed:  4/27/2010www.peloton.com

Well Summary Report

Prickly Pear Fed. #4-27D-12-15  4/13/2010 00:00 -  4/14/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Flowing to sales up casing current FTP- 154#, 0.850 MMCF/day NO other activity - 0.75, Safety Meeting, Discuss operations for day, PPE, suspended loads, 
other flowing wells, Pinch Points - 0.25, R/U cap string equipment RIH with (728')-1/4" Stainless 2204 grade cap string ( 1 1/4" sinker bar 8.70' atomizer on 
bottom) inside 3 1/2" UFJ, MU cross-over Injection sub tie 1/4" stainless to inside and outside MU 2 3/8" tubing and band 1/4" stainless to outside one band under
each collar, MU 7 1/16" x 2 3/8" EUE 8rd Hanger pump 10 bbl top kill down casing open up annular and land hanger, Screw in Lock Downs, TIW installed on 
tubing while ND BOPE and NU production tree
Equipment order in hole
KB - 15' Adjusted
7 1/16" X 2 3/8 Hanger - 0.79'
203 Joints 2 3/8" EUE L80 8rd - (6421.01') 
CVR Jt - 4.60' - (depth 6436.7')
1 jt 2 3/8" L80 - 31.49'
XN-nipple 1.875 profile- 1.79 No-Go- 1.21' (@ 6472.8')
Cap string mandrel - 1.74'
Shear sub - 0.68'
2 3/8" N80 EUE 8rd pup jt - 2.20'
3 1/2" Ulta Flush x 2 3/8" EUE 8rd- 0.78'
3 1/2" Ultra Flush 23 jts - (739.56')
EOT @ 7219.10' - 4, RU, Fat Dog foam unit start pumping 11:35 down tubing 7 gpm 990 scfm @ 650# and taking returns up casing @ 12:10 Well coming around 
return pressure @ 134#, Cut water and continue to blow well around with Nitrogen 990 scfm @ 600#, Rigging down Nabors Service rig and support equipment 
while blowing well around, @ 13:00 shut down foam unit returns looking dry pressures stabilized 600# tubing and 140# casing, shut down and Rig down foam unit
continue to flow casing to blow down tank - 2, Rig up Delsco slick-line unit RIH and pull CVR sleeve @ 6436.7' POOH break out CVR sleeve, MU RIH with plug 
for XN-nipple set plug in 2 3/8" XN-nipple @ 6472.8' POOH, shut in casing, send tubing to Blow down tank for 30 minutes pressure fell off to strong blow monitor 
tubing for flow watched 15 minutes more still just strong blow close in blow down tank Open to sales pressure climbed to 140# and leveled off not enough 
pressure to over-come line pressure, SICP 254# - 2, Monitor tubing pressure leveled off @ 140#, SICP- 254# opened tubing to blow down tank and let blow down
for 1 hour fell off to strong blow casing pressure dropped to 220# and leveled off @ 17:45 shut in tubing and monitor build up @ 18:00 SITP- 30#, SICP- 265# - 3, 
WSI, letting pressures equalize tonight, Location secured SDFN - 12

April 27, 2010

Bill Barrett Corporation
Well Summary Report

Prickly Pear Fed. #4-27D-12-15 4/13/2010 00:00 - 4/14/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Flowing to sales up casing current FTP- 154#, 0.850 MMCF/day NO other activity - 0.75, Safety Meeting, Discuss operations for day, PPE, suspended loads,
other flowing wells, Pinch Points - 0.25, R/U cap string equipment RIH with (728')-1/4" Stainless 2204 grade cap string ( 1 1/4" sinker bar 8.70' atomizer on
bottom) inside 3 1/2" UFJ, MU cross-over Injection sub tie 1/4" stainless to inside and outside MU 2 3/8" tubingand band 1/4" stainless to outside one band under
each collar, MU 7 1/16" x 2 3/8" EUE 8rd Hanger pump 10 bbl top killdown casing open up annular and land hanger, Screw in Lock Downs, TlW installed on
tubingwhile ND BOPE and NU production tree
Equipment order in hole
KB - 15' Adjusted
7 1/16" X 2 3/8 Hanger - 0.79'
203 Joints 2 3/8" EUE L80 8rd - (6421.01')
CVR Jt - 4.60' - (depth 6436.7')
1 jt 2 3/8" L80 - 31.49'
XN-nipple 1.875 profile- 1.79 No-Go- 1.21' (@6472.8')
Cap string mandrel - 1.74'
Shear sub - 0.68'
2 3/8" N80 EUE 8rd pup jt - 2.20'
3 1/2" Ulta Flush x 2 3/8" EUE 8rd-0.78'
3 1/2" Ultra Flush 23 jts - (739.56')
EOT @7219.10'- 4, RU, Fat Dog foam unit start pumping 11:35 down tubing 7 gpm 990 scfm @650#and taking returns up casing @ 12:10 Well coming around
return pressure @ 134#, Cut water and continue to blow well around with Nitrogen 990 scfm @600#, Rigging down Nabors Service rig and support equipment
while blowing well around, @ 13:00 shut down foam unit returns looking dry pressures stabilized 600# tubing and 140# casing, shut down and Rig down foam unit
continue to flow casing to blow down tank -2, Rig up Delsco slick-line unit RIH and pull CVR sleeve @6436.7' POOH break out CVR sleeve, MU RIH with plug
for XN-nipple set plug in 2 3/8" XN-nipple @6472.8' POOH, shut in casing, send tubingto Blow down tank for 30 minutes pressure fell off to strong blow monitor
tubingfor flow watched 15 minutes more still just strong blow close in blow down tank Open to sales pressure climbed to 140# and leveled off not enough
pressure to over-come line pressure, SICP 254#- 2, Monitor tubing pressure leveled off @ 140#, SICP- 254# opened tubingto blow down tank and let blow down
for 1 hour fell off to strong blow casing pressure dropped to 220# and leveled off @ 17:45 shut in tubingand monitor build up @ 18:00 SITP- 30#, SICP- 265#- 3,
WSI, letting pressures equalize tonight,Location secured SDFN - 12

www.peloton.com Page 2/2 Report Printed: 4/27/2010
RECEIVED April 27,



API Well No: 43007312370000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU 011604 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PRICKLY PEAR 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PRICKLY PEAR U FED 4-27D-12-15 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312370000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 NINE MILE CANYON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0825 FSL 0463 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 22 Township: 12.0S Range: 15.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

5/26/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Workover-change in flow mech

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This is a REVISED subsequent sundry (intial subsequent sundry submitted
4/28/10) submitted to provide additional details of the workover completed in
an attempt to enhance production by changing out the lift system. Details of

the workover are attached.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Tracey Fallang 303 312-8134

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 8/4/2010

August 19, 2010

iPI Well No: 43007312370000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEAs0E1D6EOSIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PRICKLY PEAR U FED 4-27D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312370000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext NINE MILE CANYON

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0825 FSL 0463 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 22 Township: 12.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat
of

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/26/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

sPuD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in flo

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This is a REVISED subsequent sundry (intial subsequent sundry submitted
4/28/10) submitted to provide additional details of the workover completed i ccepted by the
an attempt to enhance production by changing out the lift system. Details oOtah Division of

the workover are attached· Oil, Gas and Mining

FOR RECpggy,@LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A



Page 1/2 Report Printed:  8/4/2010www.peloton.com

Well Summary Report
Prickly Pear Fed. #4-27D-12-15  4/10/2010 00:00 -  4/11/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Flowing to sales no activity - 9, MIRU Nabors service rig and support equipment, Delsco slick line pulled plunger and spring no ball was in the seat - 1.5, Blow 
down tubing pressure to Blow down tank, Pressure down to 30# staying stable bleed down casing pressure pump 3 bbl kill down tubing back out lock downs 
unseat hanger pulling 10M over string weight hanger above pipe rams close in pipe rams open annular pull above annular, break out hanger install TIW with night
cap, lock pipe rams SDFN - 1.5, WSI, location secured SDFN - 12

Prickly Pear Fed. #4-27D-12-15  4/11/2010 00:00 -  4/12/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

WSI, location secured no activity - 0.75, Safety Meeting, Discuss operations for day, PPE, tripping pipe, pinch points - 0.25, Checked pressures SITP- 250#, 
SICP- 299#, blow down tubing to blow down tank, send casing to sales, Light blow tubing, TOOH with 2 3/8", FCP- 205#, 1.7 MMCF/day continue to flow casing 
to sales while tripping out (strapping tubing on way out of hole) 40 jts 2 3/8" left to POOH pump 20 bbl kill down casing finish POOH to 2 7/8" PH6 jionts, Lay down
8 jts 2 7/8" PH6 casing flowing @ 98# to blow down tank shut in pump 20 bbl kill down casing finish TOOH lay down 14 jts 2 7/8" PH6 out of hole close blind rams
open casing to blow down tank let unload water. Total jts 2 3/8" POOH 205 jt Total jts 2 7/8" PH6 POOH 22 jts, X and XN-nipples both ran upside down joints 
below X-nipple have reduced ID due to build up scale and what looks like calcium carbonite glass looking type material, holes on the perforated sub probably 70%
plugged off. - 4, MU 5 1/2" casing scraper and 4 3/4" Varel mill tooth tri-cone rock bit (S/N 1095541) casing flowing @ 98# PUMP 20 bbl kill down casing TIH with 
bit and casing scraper to 3249' tubing started flowing installed TIW valve let casing flow to unload water - 3, Service rig equipment change out froze up hanger 
lock downs, casing flowing (annular closed) @ 123# all water unloaded Shut in casing close and lock pipe rams WSI, move 2 7/8" PH6 from pipe racks to 2nd set 
pipe racks move 2 3/8" tubing to pipe rack and strap (additional tubing to get to PBTD) - 2, WSI, location secured SDFN - 14

Prickly Pear Fed. #4-27D-12-15  4/12/2010 00:00 -  4/13/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

WSI location secured no activity - 0.75, Safety Meeting, Discuss operations for day, Pinch points tripping and picking up tubing, PPE - 0.25, Checked Pressures 
SITP- 250#, SICP- 288#, open casing to sales, Pum 10 bbl kill down tubing  TIH with 2 3/8" tubing  40 jts run tubing flowing pump 10 bbl kill down tubing @ 6400' 
close in sales line open casing to Blow down tank, pick-up 2 3/8" tubing work scraper up and down taking time to get to PBTD tag fill @ 7305' clean out to 7332' 
circulate hole clean from 10:15 to 11:30 with foamed nitrogen pumping @ 5 gpm with foamer added 990 scfm Nitrogen 700# return pressure @ 140# - 4.5, Pump 
10 bbl top kill down tubing TOOH lay down 29 jts 2 3/8" tubing stand rest back in derrick 80 jts out wind gusting to 40 to 50 mph blowing blocks back into derrick 
shut down POOH let wind die down 13:40 Pump 10 bbl top kill start POOH again slowly still seeing gusty winds, 40 jts left to POOH pump 20 bbl top kill to get rest
of the way out, 15:00 out of hole break out bit and scraper - 3, Change out equipment to run 3 1/2" UFJ, letting well unload to blow down tank, Pick-up frist jt 3 1/2"
UFJ install crouse plug in bottom and secure with tape, continue to let well unload fluid, 16:00 pump 20 bbl top kill and TIH with 23 jts (739.56') 2'- 2 3/8" pup, 
shear sub, and 1 jt 2 3/8" L80 EUE 8rd (31.49'), Close and lock pipe rams, install TIW valve with night cap, drain up and service rig equipment - 3, Casing open to 
blow down tank letting unload fluid, shut in blow down tank open to sales pressure building, present FTP- 145#, 0.740 MMCF/day, leave casing flowing to sales 
thru night secure location SDFN - 12.5

August 04, 2010August 04, 2010

Bill Barrett Corporation

Prickly Pear Fed. #4-27D-12-15 4/10/2010 00:00 - 4/11/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Flowing to sales no activity -9, MIRU Nabors service rig and support equipment, Delsco slick line pulled plunger and spring no ball was in the seat - 1.5, Blow
down tubing pressure to Blow down tank, Pressure down to 30# staying stable bleed down casing pressure pump 3 bbl killdown tubing back out lock downs
unseat hanger pulling 10M over string weight hanger above pipe rams close in pipe rams open annular pull above annular, break out hanger install TlW with night
cap, lock pipe rams SDFN - 1.5, WSI, location secured SDFN - 12

Prickly Pear Fed. #4-27D-12-15 4/11/2010 00:00 - 4/12/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
WSI, location secured no activity - 0.75, Safety Meeting, Discuss operations for day, PPE, trippingpipe, pinch points - 0.25, Checked pressures SITP- 250#,
SICP- 299#, blow down tubingto blow down tank, send casing to sales, Light blow tubing, TOOH with 2 3/8", FCP- 205#, 1.7 MMCF/day continue to flow casing
to sales while trippingout (strapping tubing on way out of hole) 40 jts 2 3/8" left to POOH pump 20 bbl killdown casing finish POOH to 2 7/8" PH6 jionts, Lay down
8 jts 2 7/8" PH6 casing flowing @98# to blow down tank shut in pump 20 bbl killdown casing finish TOOH lay down 14 jts 2 7/8" PH6 out of hole close blind rams
open casing to blow down tank let unload water. Total jts 2 3/8" POOH 205 jt Total jts 2 7/8" PH6 POOH 22 jts, X and XN-nipples both ran upside down joints
below X-nipple have reduced ID due to build up scale and what looks like calcium carbonite glass looking type material, holes on the perforated sub probably 70%
plugged off. - 4, MU 5 1/2" casing scraper and 4 3/4" Varel mill tooth tri-cone rock bit (S/N 1095541) casing flowing @98# PUMP 20 bbl killdown casing TlH with
bit and casing scraper to 3249' tubing started flowing installed TlW valve let casing flow to unload water - 3, Service rig equipment change out froze up hanger
lock downs, casing flowing (annular closed) @ 123# all water unloaded Shut in casing close and lock pipe rams WSI, move 2 7/8" PH6 from pipe racks to 2nd set
pipe racks move 2 3/8" tubingto pipe rack and strap (additional tubingto get to PBTD) - 2, WSI, location secured SDFN - 14

Prickly Pear Fed. #4-27D-12-15 4/12/2010 00:00 - 4/13/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
WSI location secured no activity - 0.75, Safety Meeting, Discuss operations for day, Pinch points trippingand picking up tubing, PPE - 0.25, Checked Pressures
SITP- 250#, SICP- 288#, open casing to sales, Pum 10 bbl killdown tubing TlH with 2 3/8" tubing 40 jts run tubingflowing pump 10 bbl killdown tubing @6400'
close in sales line open casing to Blow down tank, pick-up 2 3/8" tubingwork scraper up and down takingtime to get to PBTD tag fill@7305' clean out to 7332'
circulate hole clean from 10:15 to 11:30 with foamed nitrogen pumping @5 gpm with foamer added 990 scfm Nitrogen 700# return pressure @ 140#-4.5, Pump
10 bbl top killdown tubingTOOH lay down 29 jts 2 3/8" tubing stand rest back in derrick 80 jts out wind gusting to 40 to 50 mph blowing blocks back into derrick
shut down POOH let wind die down 13:40 Pump 10 bbl top killstart POOH again slowly still seeing gusty winds, 40 jts left to POOH pump 20 bbl top killto get rest
of the way out, 15:00 out of hole break out bit and scraper - 3, Change out equipment to run 3 1/2" UFJ, letting well unload to blow down tank, Pick-up frist jt 3 1/2"
UFJ install crouse plug in bottom and secure with tape, continue to let well unload fluid, 16:00 pump 20 bbl top killand TIH with 23 jts (739.56') 2'- 2 3/8" pup,
shear sub, and 1 jt 2 3/8" L80 EUE 8rd (31.49'), Close and lock pipe rams, install TlW valve with night cap, drain up and service rig equipment - 3, Casing open to
blow down tank letting unload fluid, shut in blow down tank open to sales pressure building, present FTP- 145#, 0.740 MMCF/day, leave casing flowing to sales
thru night secure location SDFN - 12.5
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Well Summary Report
Prickly Pear Fed. #4-27D-12-15  4/13/2010 00:00 -  4/14/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Flowing to sales up casing current FTP- 154#, 0.850 MMCF/day NO other activity - 0.75, Safety Meeting, Discuss operations for day, PPE, suspended loads, 
other flowing wells, Pinch Points - 0.25, R/U cap string equipment RIH with (728')-1/4" Stainless 2204 grade cap string ( 1 1/4" sinker bar 8.70' atomizer on 
bottom) inside 3 1/2" UFJ, MU cross-over Injection sub tie 1/4" stainless to inside and outside MU 2 3/8" tubing and band 1/4" stainless to outside one band under
each collar, MU 7 1/16" x 2 3/8" EUE 8rd Hanger pump 10 bbl top kill down casing open up annular and land hanger, Screw in Lock Downs, TIW installed on 
tubing while ND BOPE and NU production tree
Equipment order in hole
KB - 15' Adjusted
7 1/16" X 2 3/8 Hanger - 0.79'
203 Joints 2 3/8" EUE L80 8rd - (6421.01') 
CVR Jt - 4.60' - (depth 6436.7')
1 jt 2 3/8" L80 - 31.49'
XN-nipple 1.875 profile- 1.79 No-Go- 1.21' (@ 6472.8')
Cap string mandrel - 1.74'
Shear sub - 0.68'
2 3/8" N80 EUE 8rd pup jt - 2.20'
3 1/2" Ulta Flush x 2 3/8" EUE 8rd- 0.78'
3 1/2" Ultra Flush 23 jts - (739.56')
EOT @ 7219.10' - 4, RU, Fat Dog foam unit start pumping 11:35 down tubing 7 gpm 990 scfm @ 650# and taking returns up casing @ 12:10 Well coming around 
return pressure @ 134#, Cut water and continue to blow well around with Nitrogen 990 scfm @ 600#, Rigging down Nabors Service rig and support equipment 
while blowing well around, @ 13:00 shut down foam unit returns looking dry pressures stabilized 600# tubing and 140# casing, shut down and Rig down foam unit
continue to flow casing to blow down tank - 2, Rig up Delsco slick-line unit RIH and pull CVR sleeve @ 6436.7' POOH break out CVR sleeve, MU RIH with plug 
for XN-nipple set plug in 2 3/8" XN-nipple @ 6472.8' POOH, shut in casing, send tubing to Blow down tank for 30 minutes pressure fell off to strong blow monitor 
tubing for flow watched 15 minutes more still just strong blow close in blow down tank Open to sales pressure climbed to 140# and leveled off not enough 
pressure to over-come line pressure, SICP 254# - 2, Monitor tubing pressure leveled off @ 140#, SICP- 254# opened tubing to blow down tank and let blow down
for 1 hour fell off to strong blow casing pressure dropped to 220# and leveled off @ 17:45 shut in tubing and monitor build up @ 18:00 SITP- 30#, SICP- 265# - 3, 
WSI, letting pressures equalize tonight, Location secured SDFN - 12

Prickly Pear Fed. #4-27D-12-15  4/18/2010 00:00 -  4/19/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

WSI, no actvity - 0.75, Safety Meeting, discuss operations for day, PPE, sand-line safety during swabbing, hammering, pinch pionts - 0.25, RU swab equipment, 
and swab well in, Bleed SITP off- 350# to light blow, SICP- 338#, all swabs done from seat nipple in CVR sleeve @ 6373'
Swab depth Fluid recovered
6436' 3 bbl gas cut
6436' 2.5 bbl gas cut
6436' 3.5 bbl gas cut
6436' 4 bbl gas cut
6436' 2.5 bbl gas cut
6436' 3.5 bbl gas cut
unloaded 1 bbl fluid while flowing to blow down tank, (25 bbls total recovered) 
Casing pressure stay'd from 309# to 292# while swabbing pressure, tubing flowing @ 50#  close in blow down tank open to sales monitor for flow pressure 
climbing started flowing to sales up tubing @ 143#,  0.338 MMCF/day monitor flow , pressure and flow improving FTP 150# at well head MMCF/day ranging from 
0.224 to 0.474 continue to monitor flow, when flow rates dropped would open to blow down tank and let unload fluid would again remain flowng to sales continue 
to simulate a type of plunger run to keep well flowing

 - 8, RD Nabors service rig and prep for move to PP 13-16 location in AM - 2, Continue to flow to sales up tubing thru 
night if will maintain flow - 13

Prickly Pear Fed. #4-27D-12-15  5/25/2010 00:00 -  5/26/2010 00:00
API/UWI

43-007-31237
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

RU Nalco Chemical to start downhole foamer injection.  Foamer injecting at 5 qts per day till foam is seen at surface for full wellbore saturation & optmization of lift
installation. - 24

August 04, 2010August 04, 2010

Bill Barrett Corporation

Prickly Pear Fed. #4-27D-12-15 4/13/2010 00:00 - 4/14/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Flowing to sales up casing current FTP- 154#, 0.850 MMCF/day NO other activity - 0.75, Safety Meeting, Discuss operations for day, PPE, suspended loads,
other flowing wells, Pinch Points - 0.25, R/U cap string equipment RIH with (728')-1/4" Stainless 2204 grade cap string ( 1 1/4" sinker bar 8.70' atomizer on
bottom) inside 3 1/2" UFJ, MU cross-over Injection sub tie 1/4" stainless to inside and outside MU 2 3/8" tubingand band 1/4" stainless to outside one band under
each collar, MU 7 1/16" x 2 3/8" EUE 8rd Hanger pump 10 bbl top killdown casing open up annular and land hanger, Screw in Lock Downs, TlW installed on
tubingwhile ND BOPE and NU production tree
Equipment order in hole
KB - 15' Adjusted
7 1/16" X 2 3/8 Hanger - 0.79'
203 Joints 2 3/8" EUE L80 8rd - (6421.01')
CVR Jt - 4.60' - (depth 6436.7')
1 jt 2 3/8" L80 - 31.49'
XN-nipple 1.875 profile- 1.79 No-Go- 1.21' (@6472.8')
Cap string mandrel - 1.74'
Shear sub - 0.68'
2 3/8" N80 EUE 8rd pup jt - 2.20'
3 1/2" Ulta Flush x 2 3/8" EUE 8rd-0.78'
3 1/2" Ultra Flush 23 jts - (739.56')
EOT @7219.10'- 4, RU, Fat Dog foam unit start pumping 11:35 down tubing 7 gpm 990 scfm @650#and taking returns up casing @ 12:10 Well coming around
return pressure @ 134#, Cut water and continue to blow well around with Nitrogen 990 scfm @600#, Rigging down Nabors Service rig and support equipment
while blowing well around, @ 13:00 shut down foam unit returns looking dry pressures stabilized 600# tubing and 140# casing, shut down and Rig down foam unit
continue to flow casing to blow down tank -2, Rig up Delsco slick-line unit RIH and pull CVR sleeve @6436.7' POOH break out CVR sleeve, MU RIH with plug
for XN-nipple set plug in 2 3/8" XN-nipple @6472.8' POOH, shut in casing, send tubingto Blow down tank for 30 minutes pressure fell off to strong blow monitor
tubingfor flow watched 15 minutes more still just strong blow close in blow down tank Open to sales pressure climbed to 140# and leveled off not enough
pressure to over-come line pressure, SICP 254#- 2, Monitor tubing pressure leveled off @ 140#, SICP- 254# opened tubingto blow down tank and let blow down
for 1 hour fell off to strong blow casing pressure dropped to 220# and leveled off @ 17:45 shut in tubingand monitor build up @ 18:00 SITP- 30#, SICP- 265#- 3,
WSI, letting pressures equalize tonight,Location secured SDFN - 12

Prickly Pear Fed. #4-27D-12-15 4/18/2010 00:00 - 4/19/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
WSI, no actvity - 0.75, Safety Meeting, discuss operations for day, PPE, sand-line safety during swabbing, hammering, pinch pionts - 0.25, RU swab equipment,
and swab well in, Bleed SITP off- 350# to light blow, SICP- 338#, all swabs done from seat nipple in CVR sleeve @6373'
Swab depth Fluid recovered
6436' 3 bbl gas cut
6436' 2.5 bbl gas cut
6436' 3.5 bbl gas cut
6436' 4 bbl gas cut
6436' 2.5 bbl gas cut
6436' 3.5 bbl gas cut
unloaded 1 bbl fluid while flowing to blow down tank, (25 bbls total recovered)
Casing pressure stay'd from 309# to 292# while swabbing pressure, tubing flowing @50# close in blow down tank open to sales monitor for flow pressure
climbing started flowing to sales up tubing @ 143#, 0.338 MMCF/day monitor flow , pressure and flow improving FTP 150# at well head MMCF/day ranging from
0.224 to 0.474 continue to monitor flow, when flow rates dropped would open to blow down tank and let unload fluid would again remain flowng to sales continue
to simulate a type of plunger run to keep well flowing

- 8, RD Nabors service rig and prep for move to PP 13-16 location in AM - 2, Continue to flow to sales up tubingthru
night ifwill maintain flow - 13

Prickly Pear Fed. #4-27D-12-15 5/25/2010 00:00 - 5/26/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31237 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
RU Nalco Chemical to start downhole foamer injection. Foamer injecting at 5 qts per day tillfoam is seen at surface for full wellbore saturation & optmization of lift
installation. - 24
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Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old Operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Prickly Pear
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number B008371
3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Prickly Pear Unitxls



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal Federal GW APD
PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal Federal GW APD
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal Federal GW APD
PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 7 120S 150E 4300750094 Federal Federal GW APD
PRICKLY PEAR U FED l1-7D-12-15 7 120S 150E 4300750095 Federal Federal GW APD
PRICKLY PEAR U FED 13-7D-12-15 7 120S 150E 4300750096 Federal Federal GW APD
PRICKLY PEAR U FED 14-7D-12-15 7 120S 150E 4300750097 Federal Federal GW APD
PRICKLYPEARUF ll-8D-12-15 8 120S 150E 4300750124 Federal Federal GW APD
PRICKLY PEARUF 12-8D-12-15 8 120S 150E 4300750125 Federal Federal GW APD
PRICKLY PEAR UF 13-8D-12-15 8 120S 150E 4300750126 Federal Federal GW APD
PRICKLY PEARUF 14-8D-12-15 8 120S 150E 4300750127 Federal Federal GW APD
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal Federal GW APD
PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal Federal GW APD
PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal Federal GW APD
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal Federal GW APD
PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal Federal GW APD
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal Federal GW APD
PRICKLY PEAR UF l6-21D-12-15 21 120S 150E 4300750134 Federal Federal GW APD
PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal Federal GW APD
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal Federal GW APD
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal Federal GW APD
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal Federal GW APD
PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal Federal GW APD
PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal Federal GW APD
PRICKLY PEAR UF l0A-22D-12-15 22 120S l50E 4300750165 Federal Federal GW APD
PRICKLY PEARUF llA-22D-12-15 22 120S 150E 4300750166 Federal Federal GW APD
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal Federal GW APD
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal Federal GW APD
PRICKLY PEAR UF l5A-22D-12-15 22 120S l50E 4300750169 Federal Federal GW APD
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal Federal GW APD
PRICKLYPEARUF15A-15D-12-15 15 120S 150E 4300750180 Federal Federal GW APD
PRICKLYPEARUF llB-15D-12-15 15 120S 150E 4300750181 Federal Federal GW APD
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal Federal GW APD
PRICKLY PEAR UF 3A-18D-12-15 7 120S 150E 4300750185 Federal Federal GW APD
PRICKLY PEAR UF 4A-18D-12-15 7 120S 150E 4300750186 Federal Federal GW APD
PRICKLY PEARUF llA-7D-12-15 7 120S 150E 4300750187 Federal Federal GW APD
PRICKLY PEAR UF 2-18D-12-15 7 120S 150E 4300750188 Federal Federal GW APD
PRICKLY PEAR UF 12A-7D-12-15 7 120S 150E 4300750189 Federal Federal GW APD
PRICKLY PEAR UF 13A-7D-12-15 7 120S 150E 4300750190 Federal Federal GW APD
PRICKLY PEAR UF l4A-7D-12-15 7 120S 150E 4300750191 Federal Federal GW APD
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal Federal GW APD
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal Federal GW APD
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal Federal GW APD
PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal Federal GW APD
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal Federal GW APD
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal Federal GW APD
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal Federal GW APD
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal Federal GW APD
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal Federal GW APD
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal Federal GW APD
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal Federal GW APD
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal Federal GW APD
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal Federal GW APD
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal Federal GW APD
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal Federal GW APD



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal Federal GW APD
PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal Federal GW APD
PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal Federal GW APD
PRICKLY PEAR UF lA-18D-12-15 7 120S 150E 4300750225 Federal Federal GW APD
PRICKLY PEAR UF 2A-18D-12-15 7 120S 150E 4300750226 Federal Federal GW APD
PRICKLY PEAR UF 9A-7D-12-15 7 120S 150E 4300750227 Federal Federal GW APD
PRICKLY PEAR UF 10A-7D-12-15 7 120S 150E 4300750228 Federal Federal GW APD
PRICKLY PEAR UF 15A-7D-12-15 7 120S 150E 4300750229 Federal Federal GW APD
PRICKLY PEAR UF 16A-7D-12-15 7 120S 150E 4300750230 Federal Federal GW APD
PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal Federal GW APD
PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal Federal GW APD
PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal Federal GW APD
PRICKLY PEAR UF 12A-8D-12-15 8 120S 150E 4300750236 Federal Federal GW APD
PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal Federal GW APD
PRICKLY PEAR UF l lA-8D-l2-15 8 120S 150E 4300750238 Federal Federal GW APD
PRICKLY PEAR UF 13A-8D-12-15 8 120S 150E 4300750239 Federal Federal GW APD
PRICKLY PEAR UF 14A-8D-12-15 8 120S 150E 4300750240 Federal Federal GW APD
PRICKLY PEAR UF 5A-8D-12-15 8 120S 150E 4300750260 Federal Federal GW APD
PRICKLY PEAR UF 6A-8D-12-15 8 120S 150E 4300750261 Federal Federal GW APD
PRICKLY PEAR UF 4-8D-12-15 8 120S 150E 4300750262 Federal Federal GW APD
PRICKLY PEAR UF 3-8D-12-15 8 120S 150E 4300750263 Federal Federal GW APD
PRICKLY PEAR UF 2-8D-12-15 8 120S 150E 4300750264 Federal Federal GW APD
PRICKLY PEAR UF 7A-8D-12-15 8 120S 150E 4300750265 Federal Federal GW APD
PRICKLY PEAR UF 7-8D-12-15 8 120S 150E 4300750266 Federal Federal GW APD
PRICKLY PEAR UF 5-8D-12-15 8 120S 150E 4300750267 Federal Federal GW APD
PRICKLY PEAR UF 6-8D-12-15 8 120S 150E 4300750268 Federal Federal GW APD
PRICKLY PEAR UF 10A-8D-12-15 8 120S 150E 4300750269 Federal Federal GW APD
PRICKLY PEAR UF 9A-8D-12-15 8 120S 150E 4300750270 Federal Federal GW APD
PRICKLY PEAR UF 8-8D-l2-15 8 120S 150E 4300750271 Federal Federal GW APD
PRICKLY PEAR UF 1-8D-12-15 8 120S 150E 4300750272 Federal Federal GW APD
PRICKLY PEAR UF 8A-8D-12-15 8 120S 150E 4300750273 Federal Federal GW APD
PRICKLY PEAR UF 5-9D-12-15 9 120S 150E 4300750274 Federal Federal GW APD
PRICKLY PEAR UF 5A-9D-12-15 9 120S 150E 4300750275 Federal Federal GW APD
PRICKLY PEAR UF 4-9D-12-15 9 120S 150E 4300750276 Federal Federal GW APD
PRICKLY PEAR UF 3-9D-12-15 9 120S 150E 4300750277 Federal Federal GW APD
PRICKLY PEAR UF 6A-9D-12-15 9 120S 150E 4300750278 Federal Federal GW APD
PRICKLY PEAR UF l1-9D-12-15 9 120S 150E 4300750279 Federal Federal GW APD
PRICKLY PEAR UF 12A-9D-12-15 9 120S 150E 4300750280 Federal Federal GW APD
PRICKLY PEAR UF 6-9D-12-15 9 120S 150E 4300750281 Federal Federal GW APD
PRICKLY PEAR UF llA-9D-12-15 9 120S 150E 4300750282 Federal Federal GW APD
PRICKLY PEAR US lX-16D-12-15 10 120S 150E 4300750283 State Federal GW APD
PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal Federal GW APD
PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal Federal GW APD
PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal Federal GW _ APD
PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal Federal GW APD
PRICKLY PEAR UF 13-10D-l2-15 10 120S 150E 4300750288 Federal Federal GW APD
PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal Federal GW APD
PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal Federal GW APD
PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal Federal GW APD
PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal Federal GW APD
PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal Federal GW APD
PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal Federal GW APD
PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal Federal GW APD
PRICKLYPEARUF13A-llD-12-15 15120S150E4300750296 Federal Federal GWAPD
PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal Federal GW APD
PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal Federal GW APD



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal Federal GW APD
PRICKLYPEARUFll-10D-12-15 10120Sl50E00750300 Federal Federal GWAPD
PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal Federal GW APD
PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal Federal GW APD
PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal Federal GW APD
PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal Federal GW APD
PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal Federal GW APD
PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal Federal GW APD
PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal Federal GW APD
PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal Federal GW APD
PRICKLY PEAR UF 3-7D-12-15 7 120S 150E 4300750309 Federal Federal GW APD
PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal Federal GW APD
PRICKLY PEAR UF 6-7D-12-15 7 120S 150E 4300750311 Federal Federal GW APD
PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal Federal GW APD
PRICKLY PEAR UF 6A-7D-12-15 7 120S 150E 4300750313 Federal Federal GW APD
PRICKLY PEAR UF 7A-7D-12-15 7 120S 150E 4300750314 Federal Federal GW APD
PRICKLY PEAR UF 8A-7D-12-15 7 120S 150E 4300750315 Federal Federal GW APD
PRICKLY PEAR UF 6X-17D-12-15 17 120S l50E 4300750316 Federal Federal GW APD
PRICKLYPEARUFllA-17D-12-15 17120Sl50E4300750317 Federal Federal GWAPD
PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal Federal GW APD
PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal Federal GW APD
PRICKLY PEAR UF 1-7D-12-15 7 120S 150E 4300750320 Federal Federal GW APD
PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal Federal GW APD
PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal Federal GW APD
PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal Federal GW APD
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal Federal GW APD
PRICKLY PEAR UF 2-7D-12-15 7 120S 150E 4300750325 Federal Federal GW APD
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal Federal GW APD
PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal Federal GW APD
PRICKLY PEARUF 15A-20D-12-15 20 120S 150E 4300750328 Federal Federal GW APD
PRICKLY PEAR UF 8-7D-12-15 7 120S 150E 4300750329 Federal Federal GW APD
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal Federal GW APD
PRICKLY PEAR UF 7-7D-12-15 7 120S 150E 4300750331 Federal Federal GW APD
PRICKLY PEAR UF 6-10D-12-15 9 120S 150E 4300750332 Federal Federal GW APD
PRICKLY PEAR UF 5A-10D-12-15 9 120S 150E 4300750333 Federal Federal GW APD
PRICKLY PEAR UF l lA-10D-12-15 9 120S 150E 4300750334 Federal Federal GW APD
PRICKLY PEAR UF 6A-10D-12-15 9 120S 150E 4300750335 Federal Federal GW APD
PRICKLY PEAR UF 5-10D-12-15 9 120S 150E 4300750336 Federal Federal GW APD
PRICKLY PEAR UF 12A-10D-12-15 9 120S 150E 4300750338 Federal Federal GW APD
PRICKLY PEAR UF 3-10D-12-15 9 120S 150E 4300750339 Federal Federal GW APD
PRICKLY PEAR UF 4-10D-12-15 9 120S 1505 4300750340 Federal Federal GW APD
PRICKLY PEAR UF 8-9D-12-15 9 120S 150E 4300750341 Federal Federal GW APD
PRICKLY PEAR UF 8A-9D-12-15 9 120S 150E 4300750342 Federal Federal GW APD
PRICKLY PEAR UF 7A-9D-12-15 9 120S 150E 4300750343 Federal Federal GW APD
PRICKLY PEAR UF 7-9D-12-15 9 120S 150E 4300750344 Federal Federal GW APD
PRICKLY PEAR UF 1-9D-12-15 9 120S 1505 4300750345 Federal Federal GW APD
PRICKLY PEAR UF 2-9D-l2-15 9 120S 150E 4300750346 Federal Federal GW APD
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal Federal GW APD
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal Federal GW APD
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal Federal GW OPS
PRICKLY PEAR US lA-16D-12-15 9 120S 150I 4300750192 14794 State Federal GW OPS
PRICKLY PEAR US 2A-16D-12-15 9 120S 150E 4300750193 14794 State Federal GW OPS
PRICKLY PEAR US 2-16D-12-15 9 120S 150E 4300750194 14794 State Federal GW OPS
PRICKLY PEAR UF 9A-9D-12-15 9 120S 150E 4300750196 14794 Federal Federal GW OPS
PRICKLY PEARUF 10-9D-12-15 9 120S 150E 4300750197 14794 Federal Federal GW OPS
PRICKLY PEAR UF 10A-9D-12-15 9 120S 150E 4300750198 14794 Federal Federal GW OPS



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 14-9D-12-15 9 120S 150E 4300750199 14794 Federal Federal GW OPS
PRICKLY PEAR UF 14A-9D-12-15 9 120S 150E 4300750200 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15-9D-12-15 9 120S 150E 4300750201 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15A-9D-12-15 9 120S 150E 4300750203 14794 Federal Federal GW OPS
PRICKLY PEAR UF 16A-9D-12-15 9 120S 150E 4300750204 14794 Federal Federal GW iPS
STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal Federal GW P
PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State State GW P
PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal Federal GW P
PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State State GW P
PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State State GW P
PRICKLY PEAR U ST 7-16 16 120S 1501 4300730945 14794 State State GW P
PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal Federal GW P
PRICKLY PEAR U ST 36-06 36 120S 15¾ 4300731018 14794 State State GW P
PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal Federal GW P
PRICKLY PEAR U FED l5-21-12-15 21 120S 150E 4300731164 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal Federal GW P
PRICKLY PEAR U FED l l-17D-12-15 17 120S 150E 4300731184 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal Federal GW P
PRICKLY PEAR ll-l5D-12-15 22 120S 150E 4300731189 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal Federal GW P
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal Federal GW P
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal Federal GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State State GW P
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-27D-12-15 22 120s W 4300731239 14794 Federal Federal GW P
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State State GW P
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal Federal GW P
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal Federal GW P
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State State GW P
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal Federal GW P
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal Federal GW P
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal Federal GW P
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal Federal GW P
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal Federal GW P
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal Federal GW P
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal Federal GW P
PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal Federal GW P
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal Federal GW P
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal Federal GW P
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal Federal GW P
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal Federal GW P
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal Federal GW P
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal Federal GW P
PPT]FEI3 12-1713-12-15 17 120S 150E 4300731309 14794 Federal Federal GVV P
PPUFED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal Federal GVV P
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal Federal GW P
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal Federal GW P
PP1]FEI3 8-18D-12-15 18 120S 150E 4300731313 14794 Federal Federal GVV P
PPU)FED3-18D-12-15 18 120S 150E 4300731314 14794 Federal Federal GNV P
PP1]FEIJ4-18-12-15 18 120S 150E 4300731315 14794 Federal Federal 139V P
PP1]FEI3 5-18D-12-15 18 120S 150E 4300731316 14794 Federal Federal GVV P
PP1]FEI36-18D-12-15 18 120S 150E 4300731317 14794 Federal Federal GVV P
PPU FED 16-17D-l2-15 17 120S 150E 4300731321 14794 Federal Federal GW P
PP1]ST 15-16D-12-15 16 120S 150E 4300731322 14794 State State GNV P
PPU ST 16-16D-12-15 16 120S Ï50E 4300731323 14794 State State GW P
PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State State GW P
PPIJFEI33-21D-l2-15 21 120S 150E 4300731328 14794 Federal Federal GNV P
PPUFED4-:21D-12-15 21 120S 150E 4300731329 14794 Federal Federal GNV P
PPT]FEI3 13-15D-12-15 22 120S 150E 4300731358 14794 Federal Federal A39V P
PPlJFED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal Federal GNV P
PP1]FEI34-2213-12-15 22 120S 150E 4300731360 14794 Federal Federal GNV P
PPIJFEI) 6-2213-12-15 22 120S 150E 4300731361 14794 Federal Federal GNV P
PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal Federal GW P
PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal Federal GW P
PPU FED 5A-27D-12-15 28 120S 150E 00731364 14794 Federal Federal GW P
PPIJFEI) lAL-2813-12-15 28 120S 150E 4300731368 14794 Federal Federal GNV P
PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal Federal GW P
PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal Federal GW P
PPUFED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal Federal GVV P
PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal Federal GW P
PPT]FEI3 12-22D-12-15 22 120S 150E 4300731398 14794 Federal Federal (39V P
PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal Federal GW P
PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal Federal GW P
PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal Federal GW P
PPUFED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal Federal GNV P
PP1]FEI36-2lD-12-15 21 120S 150E 4300731413 14794 Federal Federal (39V P
PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal Federal GW P
PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal Federal GW P
PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal Federal GW P
PP1]FEI32-20:D-12-15 20 120S 150E 4300731421 14794 Federal Federal (39V P
PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State State GW P
PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State State GW P
PPUST 10A-16D-12-15 16 120S 150E 4300731424 14794 State State GNV P
PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State State GW P
PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal Federal GW P
PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State State GW P
PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State State GW P
PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State State GW P
PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State State GW P
PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State State GW P
PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State State GW P
PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State State GW P
PP1]FED 10-7D-12-15 7 120S 150E 4300731470 14794 Federal Federal GVV P
PPU FED 15-7D-12-15 7 120S 150E 4300731471 14794 Federal Federal GW P
PPIJFEI)9-713-12-15 7 120S 150E 4300731472 14794 Federal Federal GNV P
PPU FED 16-7D-12-15 7 120S 150E 4300731473 14794 Federal Federal GW P
PPUST6A-16D-12-15 16 120S 150E 4300731477 14794 State State GVV P
PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State State GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
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Well Name See TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State State GW P
PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State State GW P
PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State State _ GW P
PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State State GW P
PPU ST 9A-16D-Ïil5 16 120S 150E 4300731485 14794 State State GW P
PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State State GW P
PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State State _ GW P
PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State State GW P
PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal Federal GW P
PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal Federal GW P
PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-21D-1205 21 120S 150E 4300750057 14794 Federal Federal GW P
PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-8D-12-15 8 120S 150E 4300750059 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-8D-12-15 8 120S 150E 4300750060 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-17D-12-15 8 120S 150E 4300750061 14794 Federal Federal GW P
PRICKLY PEAR U FED lA-17D-12-15 8 120S 150E 4300750062 14794 Federal Federal GW P
PRICKLY PEAR U FED l-22D-12-15 32 120S 150E 4300750076 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300"l50077 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-17D-12- 17 120S 150E 4300750079 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal Federal GW P
PRICKLY PEAPe U FED 4A-17Di2-15 17 120S 150E 4300750082 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-12D-l2-14 12 120S 140E 4300750088 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-12D-T2-14 12 120S 140E 4300750090 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-20D-12-Ì5 20 120S 150E 4300750100 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-20D-l2-15 20 120S 50E 4300750104 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal Federal GW P
PRICKLY PEAR U FED l lA-20Ifl2-15 20 120S 150E 4300750106 14794 Federal Federal GW P
PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal Federal GW P
PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal Federal GW P
PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal Federal GW P
PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal Federal GW P
PRICKLY PEAR UF 16A-8D-12-15 8 120S 150E 4300750140 14794 Federal Federal GW P
PRICKLY PEAR UF 15A-8D-12-15 8 120S 150E 4300750141 14794 Federal Federal GW P
PRICKLY PEAR UF 13A-9D-12-15 8 120S 150E 4300750142 14794 Federal Federal GW P
PRICKLY PEAR UF 13-9D-12-15 8 120S 150E 4300750143 14794 Federal Federal GW P
PRICKLY PEAR UF 12-9D-12-15 8 120S 150E 4300750144 14794 Federal Federal GW P
PRICKLY PEAR UF 10-8D-l2-15 8 120S 150E 4300750145 14794 Federal Federal GW P
PRICKLY PEAR UF 9-8D-12-15 8 120S 150E 4300750146 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-17D-12-15 8 120S 150E 4300750147 14794 Federal Federal GW P
PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-22D-12-15 22 l20S 150E 4300750172 14794 Federal Federal GW P
PRICKLY PEAR UF 6A-22D-l2-15 22 120S 150E 4300750173 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal Federal GW P
PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal Federal GW P
PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal Federal GW P
PRICKLY PEAR UF 9-9D-12-15 9 120S 150E 4300750195 14794 Federal Federal GW P
PRICKLY PEAR UF 16-9D-12-15 9 120S 150E 4300750202 14794 Federal Federal GW P
PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal Federal GW
PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal Federal GW P
PRICKLY PEAR U ST 5-16 16 20S 150E 4300730943 14794 State State GW S
PRICKLY PEAR U FED 7-28D-l2-15 21 120S 150E 4300731165 14794 Federal Federal GW S
PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal Federal GW
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal Federal GW S
PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal Federal GW S
PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 430050087 14794 Federal Federal GW S



STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. 1FINDIAN,ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill newwells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATlON FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER (see attached well list)

2. NAMEOFOPERATOR: 9. APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX ZIP77002 (713) 659-3500
4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

1/1/2014 [ ] CHANGE TO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUC1NGFORMATlONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVEBEEN SOLD TO ENERVEST OPERATING, LLC BY BILL BILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏZM659 NSD004TL e 9224 , STATE/FEE BOND # ÔO23 | )

BILLBARRETT CORPORATION ENERVEST OPERATING, LLC

Age AVA AME (PLEASE PRINT) pung, i ty.)L36z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President- ÒTRECTOR- RE6ULATO
EH&S, Government and Regulatory Affairs L.

NAME(PLEASE PRINT) RONNIE YOUNG TITLE DIRECTOR - REGULATORY

SIGNATURE DATE 12/10/2013

(ThisspaceforStateuseoAPPROVED RECEIVED
JAN28 201g JAN0 7 20M

(5/2000) eeInstructionsonReverseSide) DIV.OF OlL,GAS&



UDOGM CHANGE OF OPERATOR WELLLIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit
JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A
JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A
PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT
HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD
HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-27D-12-IS 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT
PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATOR WELL LIST

PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR

PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF S-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11A-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-9D-lg-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR

HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT

PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR

PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR

SHARPLES 1 GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLYPEARLIST2-36-12-15 36 120S 150E 4300731226 15719 State (IY/ P

PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR

PPU FED ll-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR

PPU FED l1-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR

PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR

PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR

PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT

PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT

PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT

PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT

PPIJFED 8-34-12-16 34 120S 160E 4300731279 2470 Federal GVV P PETERS P(3DST

PP ST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State (TY/ P

PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR

PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR

PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR
PPUFED9-17-12-15 17 120S 150E 4300731287 14794 Federed CinT P PRlC3CLYPEAdì

PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR

PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR

PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT

PPUFED 1-18D-12-15 18 120S 150E 4300731294 14794 Federed CPN P PRICSCLYPEAR

PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR

PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR

PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR

PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR

PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR

PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR

PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR

PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR

PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-2lD-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST SA-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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